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CHAPTER 1

Introduction

1.1 Motivation

In the ever-evolving landscape of engineering, accurate and reliable measurement systems serve as the

bedrock upon which countless innovations and technological advancements are built. As modern engineer-

ing challenges grow more complex, the demand for novel methods of sensing the world around us and more

accurate models to explain that world grow in tandem.

This dissertation delves into the realm of both model-based design and sensor evaluation, with a particular

emphasis on physics-based models in the design and evaluation of measurement systems. Through a com-

bination of theoretical principles, practical applications, and empirical studies, this research aims to advance

the state of the art in radiation tolerant robotics, underwater imaging, and arti�cial hearts. The journey be-

gins by proposing a method to evaluate an encoder's performance in a high-radiation environment, traversing

through the development of an acoustic model to inform the design of a novel short-range sonar system, and

culminating in the translation of a lumped parameter model of the human circulatory system into the physical

domain. As the following chapters unfold, the dissertation seeks to contribute to the pursuit of precision

and reliability in both measurement and modeling, enabling engineers, scientists, and industries to push the

boundaries of what is achievable.

1.1.1 On the Applications of Radiation Tolerant Robotics

In 2011, a tsunami hit the coast of Japan, resulting in the meltdown of the Fukushima Daiichi Nuclear Power

Plant. In the days, months, and years following the incident, numerous robots used to survey the damage

experienced failures resulting in the loss of control. Though signi�cantly less susceptible to radiation than

humans, robots are not immune to radiation damage. Ionizing radiation damages circuitry within sensors

which can severely impact sensing ability, and by extension, feedback loops and movement.

In any emergency situation, especially one nuclear in nature, the rapid deployment of robots is advanta-

geous for search & rescue operations, damage control, and situation monitoring. The more widespread these

“�rst responder” robots are, the faster they can be deployed. It is bene�cial, therefore, to work toward robots

with modern dexterity developed with commercially available components, yet whose performance degrades

gracefully when exposed to ionizing radiation rather than outright loss of control.
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1.1.2 On the Applications of Short-Range Sonar

Divers frequently inspect and perform repairs on ocean structures, dam infrastructure, and ship hulls under-

water. These efforts are dif�cult in regions of high turbidity where murky water prevents visual inspection,

forcing divers to rely on touch-based inspection instead. According to the United States Navy, a military diver

carries out nearly all their work in zero visibility, never actually seeing their underwater worksites [2]. Many

Navy divers indicated that sonar imagery should be a priority when interviewed about a candidate heads up

display [3]. A device that can help a diver maintain vision in zero-visibility would dramatically improve the

diver's effectiveness, allowing for faster repairs and more complete inspections.

1.1.3 On the Importance of Arti�cial Heart Development

According to 2018 data from the Center for Disease Control (CDC), heart disease affected 10.7% of adults

in the United States and accounted for 22.6% of the annual deaths [4, 5]. For people living with advanced

heart disease, a cardiac transplant is often the treatment of choice when all other options have been exhausted.

Unfortunately, donor hearts are very rare, with the annual number of heart transplants in the United States

plateaued at less than 3000 per year [6]. Total Arti�cial Hearts (TAH) and Ventricular Assist Devices (VAD)

seek to solve this shortage by replacing or assisting a failing heart with a mechanical pump. Currently, both

devices are used as a bridge to transplantation for patients with end-stage heart failure, but arti�cial heart

developers are working on devices suitable for permanent heart replacement. With modern advances in power

dense motors and compact energy storage, as well as recent innovations in compact pump designs, there are

several devices in development that promise to mitigate complications associated with current devices while

providing the reliability needed for a permanent replacement.

1.2 Background

1.2.1 Radiation Effects on Sensors

There are two classes of radiation effects on electronics relevant to sensors, Single Event Effects (SEE), and

Total Ionizing Dose (TID). Single Event Effects are transient and are caused by a single charged particle as

it passes through a semiconductor. Low reaction energies can cause “soft” errors that can �ip memory bits

or cause communication errors, while high reaction energies can destroy systems by permanently latching

switching systems or rupturing transistor gates. While SEE is primarily a transient event, Total Ionizing Dose

is cumulative damage due to the ionization of semiconductor material. Transistors exposed to this damage

experience threshold shifts, increased leakage current, and changes in switching times. In the context of

sensors, transistors are responsible for amplifying signals to transmission levels, comparing output, and on-

chip signal analysis. Additionally, the same effects that cause transistor degradation can also cause changes

2



in the sensing mechanism itself. Changes in both transistor and sensor parameters can cause a sensitivity shift

before the device succumbs to total failure.

The 2011 Fukushima disaster showed that robots are not prepared for traversing a damaged power plant

with high radiation levels. Robots with the dexterity required to navigate such a complex environment had

their sensors succumb to radiation damage, both leaving the mission incomplete and adding a new obstacle

for the next robot scout. While radiation hardened electronics exist for robotic applications in harsh environ-

ments, they rely on extremely expensive components whose performance is signi�cantly worse than modern

commercial parts.

Since sensors tend to degrade before outright failure, it is possible to develop a new class of robots,

radiation tolerant, that while not fully hardened, can survive longer due to improved control robustness. With

the goal of improving �rst responders' access to search & rescue robots for a nuclear emergency, it is better

to widely distribute modi�ed Commercial Off the Shelf (COTS) robots with some radiation tolerance than to

strategically pinpoint a few fully radiation hardened robots. Work in this dissertation is toward evaluating the

effectiveness of a robot to withstand radiation and offer design suggestions to improve its tolerance.

There is a substantial body of work evaluating the radiation tolerance of mission-critical electronics,

including sensors, for spacecraft. However, these devices are evaluated on a pass/fail basis for a radiation

level de�ned by a speci�c mission. Designing a robotic system robust to hostile environments requires

quantifying how feedback sensors react to such environments. Then the control system can be designed to

operate even as sensors degrade. Therefore, this dissertation aims to develop analysis techniques to detect

errors in a sensor's data stream and quantify the sensing changes relevant to robotic control stability.

1.2.2 Providing Vision in Zero Visibility Diving Conditions

The emergence of heads-up displays in glasses provides new opportunities for conveying information to

professionals on location. The United States Navy has experimented with integrating a heads-up display into a

diving helmet to convey data relevant to inspection, repair, and search tasks [3]. A prototype device displayed

sector sonar images, high-resolution sonar video, navigational aids, and text with basic dive information to

the wearer. This information is still readable in zero-visibility conditions because it displayed completely

within the helmet.

The logical progression of this technology is to help a diver maintain spatial awareness in zero-visibility

conditions by mapping and displaying his surroundings in real time. Most spatial mapping techniques used

in robotics are unsuitable for this application, as turbid water conditions are opaque to visual and near-visual

light preventing the use of stereo cameras and LIDAR, and water's high absorption of electromagnetic (EM)

radiation, including microwaves and radio waves precludes radar mapping techniques. Underwater acoustic

3



imaging has a decades-long successful history of submarine navigation and ocean terrain mapping. Short-

range sonars exist and can be hand-held or mounted to Remotely Operated Vehicles (ROV). These devices

can provide an overview of a large area, but lack the resolution needed for detailed inspection and depth of

�eld appropriate for work within arm's reach. Medical ultrasound regularly takes images through visually

opaque materials at the resolutions required to map an environment for inspection and repair, albeit with

substantially different range and size requirements. Therefore, this dissertation aims to augment a medical-

class ultrasound transducer's capabilities using clever hardware design to match the requirements of this more

demanding use.

1.2.3 Improving Arti�cial Heart Development with Dynamically-Accurate Loads

Currently, only one Total Arti�cial Heart exists on the market that is FDA approved for total heart replace-

ment. Due to long-term reliability concerns, this approval is only for a temporary replacement until a suitable

biological heart becomes available. With modern advances in power dense motors and compact energy stor-

age, as well as recent innovations in compact pump designs, the arti�cial heart scene is ripe for innovation.

Recent studies suggest that pulsatile blood �ow is important to maintain physiological homeostasis [7],

so the dynamic �ow characteristics of candidate arti�cial hearts must be tested with a realistic hydraulic load.

Some labs developing arti�cial hearts have Mock Circulatory Loops (MCL) with actual blood to order to

evaluate the pump's overall compatibility with blood. Testing with blood will always be a vital part of the

design process, but a more accessible and biohazard-free loop would be more conducive to rapid design-

prototype-test phases in an engineering lab. Other labs use dynamically simple MCLs for constant �ow

Ventricle Assist Devices (VAD), but these lack the dynamics required for designing and testing pulsitile

devices. It is critical, then, to �ll the gap betweenin silico simulation and full-blownin vitro testing. Tuning

a pump's pulsitility through both hardware design and embedded control require a realistic test stand that can

support frequent modi�cations to the pump.

1.3 Dissertation Contributions

The following dissertation contains three chapters whose primary contributions are as follows:

Chapter 2 outlines the development of a hardware system and statistical method to identify the effect

of radiation on an electromechanical sensor. Constraints on testing methodology introduced measurement

uncertainty on the same order of magnitude as the observed radiation effects, which this work successfully

differentiates between.

• Develops testing methodology and hardware to expose a COTS encoder to ionizing radiation while

minimizing positional variation
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• categorizes all sources of measurement error and quanti�es a total uncertainty through statistical anal-

ysis

• Quanti�es sensitivity changes at various levels of Total Ionizing Dose, and provides recommendations

for robotic control design to tolerate these changes

Chapter 3 details the development of the �rst prototype for a short-range, high-resolution, head-mountable

sonar device for underwater inspection and maintenance tasks in zero-visibility conditions. The system fea-

tures an ultrasound imaging sensor and novel curved acoustic mirrors for beam focusing. It also proposes

characterizing the system's elevational resolution using pressure �eld measurements from both simulation

and physical hardware.

• Develops hardware to support the in-demand yet currently un�lled niche for mapping solid surfaces

with sonar

• Proposes a novel ultrasound focusing method utilizing curved acoustic mirrors rather than typical

phased-array beamforming or acoustic lenses

• Develops a complete simulation of the device, modeling the interaction between the acoustic mirrors

and both the transmitted beam and the received scattered signal

• Validates simulation by measuring the acoustic �eld from physical hardware

• Demonstrates the system's ability to take an acoustic image at the focal point with under 3.0mm reso-

lution

Chapter 4 proposes a Mock Circulation Loop (MCL) to support the development of arti�cial hearts. This test

load accurately mimics the dynamic impedance of the human circulatory system and is designed to be the

�rst load connected to a prototype device to both evaluate a pump's inherent pulsatility and develop a �ow

controller.

• Compares the simulation performance of multiple lumped parameter models and multiple parameter

sets common in literature

• Proposes a novel hardware design to recreate the best performing lumped parameter model in the

hydraulic domain

• Fabricates the design and experimentally validates dynamic parameters of the hardware using system

identi�cation

5



CHAPTER 2

Isolation of Radiation Effects from Mechanical and Control Uncertainty Sources

Portions of this text previously appeared in:

J. T. Howard, E. J. Barth, R. D. Schrimpf, R. A. Reed, L. C. Adams, D. Vibbert, A. F. Witulski, “Method-

ology for Identifying Radiation Effects in Robotic Systems With Mechanical and Control Performance Vari-

ations,” in IEEE Transactions on Nuclear Science, vol. 66, no. 1, pp. 184-189, Jan. 2019.

J. T. Howard, E. J. Barth, R. D. Schrimpf, R. A. Reed, D. Vibbert, A. F. Witulski, “Methodology for

Identifying Radiation Effects in Robotic Systems with Mechanical and Control Performance Variations,”

IEEE Nuclear and Space Radiation Effects Conference (NSREC), July 2018.

2.1 Introduction

Modern robotics requires fast and accurate sensing of both the robot and its operating environment for feed-

back control. These sensors can degrade in a total ionizing dose (TID) radiation environment such as radi-

ation contamination in a power plant. However, reliably distinguishing between radiation degradation and

normal device operational variation in laboratory tests is more dif�cult with electromechanical sensors than

with purely electronic devices. Mechanical stimuli have non-negligible variation primarily due to alignment

aspects of the test �xture. This work presents a method for distinguishing radiation degradation in electrome-

chanical sensors from normal operating variations by applying uncertainty analysis to the pre-radiation and

post-radiation data sets.

The 2011 Fukushima-Daiichi accident saw the use of robots to survey the damage [8, 9]. While fully

custom designs are necessary for operation near radiation sources [10], commercial search and rescue robots

are useful for rapid-response survey missions. General purpose search and rescue robots such as DARPA's

ATLAS humanoid robot owe their dexterity to state-of-the-art commercial off-the-shelf (COTS) parts. COTS

components are composed of complex circuits with many subsystems on the same die that cannot be separated

into different packages for analysis or testing. The only inputs to advanced sensor ICs are the mechanical

properties (acceleration, etc.) that the sensors measure, and the only outputs are analog or digital waveforms

representing the often highly processed data. Diagnostic pins are rarely found on modern sensor ICs so there

is no window into their complex inner workings. This hidden complexity makes it dif�cult to build analytical

radiation models of the sensors. Figure 2.1 shows an example of such complexity between inputs and outputs

in a Hall Effect encoder IC. Notice that in addition to the Hall Elements themselves, the die also contains

analog ampli�ers, analog to digital converters, and an application speci�c digital computer. Encoders are

6



Figure 2.1: Functional block diagram of the Hall Effect rotary encoder used for testing [1]

essential feedback sensors for robots that provide joint angle feedback to the control system.

Previous work has shown that a robotic system can still accomplish its task while the sensor is degrading

due to TID but before total failure occurs [11,12]. Statistical models can predict how the system responds to

different TID levels when there is a model for the sensor's degradation [13]. Previous works have validated

individual hall elements as proximity sensors for spacecraft use, not exceeding mission speci�cations for

sensitivity changes up to 30 krad(Si) [14] and 40 krad(Si) [15]. The samples in [14] failed to operate past 50

krad(Si) while the samples in [15] were not tested to failure. Another work validated a fully custom radiation

hardened Hall Effect encoder IC up to 100 krad(Si) with a maximum positioning error of 1.5° [16]. A study

of the degradation region for accelerometers [11] and range �nding sensors [13] has been completed, but few

other works have explored measurement sensitivity changes due to TID.

A COTS contactless Hall Effect rotary encoder is used to illustrate how to isolate radiation-induced

changes in measurement sensitivity from normal variation in sensor operation. In order to quantify what

constitutes as normal measurement variation, one must consider sources of random and systematic errors in

measurements of mechanical quantities. Random error is typically a result of ampli�ed electrical noise and

is dealt with by collecting a large number samples. Systematic error is typically due to uncertainty in the

input/output (IO) calibration between the sensor's transducer and output due to (1) unmodeled transducer

nonlinearities, and (2) changes in the sensor's mechanical positioning during a test. In this paper we describe

an uncertainty quanti�cation approach that is used to measure changes in expected output with an uncertain

but predictable input.
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Figure 2.2: Schematic and photograph of the test �xture showing: 1) HEBI actuator (motor and controller),
2) magnet end mounts, 3) removable DUT sensor, 4) �xed reference sensor, 5) custom DAQ board.

2.2 Experimental Setup

To demonstrate the use of this methodology, this paper uses the Hall Effect absolute encoder in Figure 2.1

(AS5048A manufactured by Austria Microsystems) as a case study. This IC was chosen because of its

widespread use in commercial robotic systems. This is a COTS part with a number of subsystems on the

same die, including a Hall Effect magnetic sensor array, an analog-to-digital converter, and a digital hard-

ware implementation of the coordinate rotation digital computer (CORDIC) arctan algorithm. There are two

communication busses to transmit the same information, a pulse width modulated (PWM) output with a duty

cycle proportional to the angle, and a serial peripheral interface (SPI) bus. The magnetic �eld orientation

from a magnet mounted on a motor shaft is the only input other than DC power and the PWM and SPI are the

only outputs. Both the SPI and PWM interfaces report the orientation of the magnetic �eld as a proportion of

a full rotation.

As shown in Figure 2.2, the test setup consists of a velocity-controllable motor (X5 actuator by HEBI

Robotics) connected to a through-shaft for repeatable positioning of the device under test (DUT) and refer-

ence sensor. The ends of the shaft have identical diametrically polarized magnets attached in approximately

the same orientation. Radiation test data cannot be collected inside an irradiator because the mechanical test
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equipment would block a direct line-of-sight from DUT to radiation source. The �xture has a removable

bracket to allow the DUT to move between the irradiator and the �xture. The removable bracket is held in

place with spring-loaded wedge (camera tripod quick release) while the reference sensor is �xed with respect

to the motor to minimize sensor placement variation. During a test, the motor is run with a constant velocity

command to rotate the permanent magnet and therefore the magnetic �eld measured by the encoder. The

actual velocity, however, is not constant due to physical and control-related limitations. In addition to the

mechanical �xture, a custom data acquisition solution was developed to read both the SPI and PWM outputs

of both the DUT sensor and the reference sensor. The system is able to sample at 1.25 kHz, which is suf�cient

for mechanical response timescales. A Test Run is de�ned as a test where the DUT is locked into the �xture

and the magnetic �eld is rotated through three complete revolutions. During this run, data points are collected

at the DAQ's maximum 1.25 kHz sampling rate. This test methodology requires Calibration Runs, which are

pre-radiation Test Runs used to measure the variation due the test �xture's mechanical tolerance. The DUT

must be removed and re-inserted between each Calibration Run.

2.3 Data Analysis

A measurement taken from the �xture can be modeled as a sum of the true angular position of the magnetic

�eld plus errors due to the �xture, nonlinearity, and radiation effects:

M = qtrue+ E(q)+ S(q)+ R(q) (2.1)

whereM is the measurement,E is the �xture alignment error,Sis the sensor's pre-radiation nonlinearities, and

R is the sensitivity change due to radiation. This model captures all systematic errors such as multiplicative

effects (e.g. 3(4) = ( 4) + 8 or linear offsets in sensitivity by modellingE, S, andR as functions of angular

position. Figure 2.2 shows a model overview for measuring a motor's shaft with an af�xed permanent magnet

using two sensors.

The true angular position,qtrue, is unknown because the motor dynamics do not follow the velocity target

perfectly. Theqtrue term is removed by subtracting the Reference sensor measurement,MB, from the DUT

measurement,MA. Since the reference measurement,MB, does not contain radiation effects, the resulting

expression has only the radiation effect term fromMA. Solving the expression for the radiation effect found

in MA results in the following expression:

R(q) = ( MA � MB) � (EA(q) � EB(q)+ SA(q) � SB(q)) (2.2)

= ( MA � MB) � C(q) (2.3)
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Figure 2.3: Block diagram illustrating sources of measurement error for angular displacement of motor shaft,
using an irradiated DUT (A) and a non-irradiated Reference sensor (B)

Figure 2.4: Sample plot showingC = ( MA � MB) vs shaft angle for a single pre-radiation test run. Statistics
are calculated by dividing the x axis into n bins and computing the mean and variance for each bin.

The calibration factor,C, includes extrinsic �xture misalignments,E, and intrinsic sensor nonlinearities,S,

for both sensors. This factor's expected value and corresponding error bars can be found at each angle of

the shaft rotation through pre-radiation testing of the DUT, that is, whenR = 0. If the Reference sensor is

permanently attached to the �xture, then the transformation betweenqtrue andMB is consistent, allowing the

approximation ofC(q) andR(q) asC(MB) andR(MB), respectively. Figure 2.4 shows a sample calculation

of (MA � MB) from a test run where the sensor's input is swept across the sensing range 3 times. This pre-

radiation calibration process was repeated 15 times for each sensor in this work. The DUT must be fully

removed from and reseated in the �xture between each calibration run to fully characterize the misalignment.

Pre-radiation measurements are then grouped into n bins with respect to measured shaft rotation in order

to directly compare pre- and post-irradiation runs. Bins should be selected such that there are greater than 30

data points in each bin so the Gaussian z-statistic may be used in the statistical analysis described later.

The statistical analysis takes the form of a 2-mean hypothesis test where the null hypothesis isA – B = 0

[17]. Note that this is the same form as Equation 2.3. Recall that a statistical hypothesis test requires con-

struction of a critical region based on the combined errors in the collected data. There are 3 quanti�able
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sources of error in this form.

u1 = t99%;m� 1
sCp

m
(2.4)

u2 = z99%
sTp

f
(2.5)

u3 =
z99%

m

m

å
k= 1

skp
lk

(2.6)

Equation 2.4 is the alignment error in the calibration curve, which is calculated using the standard deviation

of the measuredC, sc, for all calibration runs 1 throughm. Since there were fewer than 30 calibration runs

taken in this work, the Student's T Statistic is used in accordance with statistical best practices for 99%

con�dence. Equation 2.5 is the error in the mean of the test run,sT , which is calculated simply using the

standard deviation of points within each bin of a post-radiation test. The number of points in the bin,f ,

was chosen to include more than 30 points so the z-statistic is used. Equation 2.6 is the sensitivity of the

calibration curve to noise, which is a result ofC̄ being a function of measurements.

C̄ =
c1 + c2 + ::: + cm

m
(2.7)

According to standard instrumentation practices [18], the error of a value calculated using measurements is

dy=
d f
dx1

dx1 +
d f
dx2

dx2 + � � � +
d f
dxn

xn (2.8)

wherex1: : : xn are measurements with error and y is a value calculated using the measurements. Applying

this method of error propagation tōC results in the uncertainty due to signalling noise.

u3 =
m

å
k= 1

dC̄
dCk

� zk
skp

lk
(2.9)

wheresk is the standard deviation of, andlk is the number of points in, thekth pre-radiation calibration run.

SinceC̄ consists of a sum of independent variables divided by a constant, the partial derivative of Equation

2.7 with respect to each variable is equivalent.

dC̄
dC1

=
dC̄
dC2

= ::: =
dC̄
dCm

=
1
m

(2.10)

If each bin size is chosen to include more than 30 points, then the z-statistic is the same for each error source

11



Figure 2.5: Detail of Sensor 5 (Date Code 1, X-Ray Source) response at different TID.

in Equation 2.9.

z1 = z2 = � � � = zk (2.11)

Note that if bins are not chosen to include more than 30 points, then Equation 2.11 does not hold and indi-

vidual T-statistics should be used instead. The relationships in Equations 2.10 and 2.11 allow Equation 2.9

to be simpli�ed to Equation 2.6. A �nal �xture variability envelop is calculated using the Kline-McClintok

equation [15] to combine all three sources of error,

FixtureVariabilityEnvelope= �

vu
u
t

�
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m

� 2

+
�

z99%
sTp

f

� 2

+

 
z99%

m

m

å
k= 1

skp
lk

! 2

(2.12)

where the standard deviation in the bin of thekth calibration run issk, the standard deviation in the averages

of calibration runs issC, and the standard deviation of the test run issT . The number of samples in the bin

for the kth calibration run islk, the number of samples in the bin for the test run isf , and the number of

calibration runs ism.

2.4 Experimental Results

Six total devices were tested for sensing degradation due to TID. Sensors 1, 2, and 3 were tested in a 660 keV

137Cs gamma irradiator. Sensors 4, 5, and 6 were decapsulated and tested in a 10-keV X-Ray irradiator. The

X-Ray source allowed higher doses due to its higher dose rate, but the lower penetration energy required the

silicon die be exposed prior to testing. Sensors 1-4 were manufactured in week 21 of 2013 (date code 1) and

Sensors 5 and 6 were manufactured in week 40 of 2015 (date code 2).
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Figure 2.6: The effect of hall element sensitivity change on angle measurement

Sensor 5 (date code 2, X-Ray source) showed the greatest deviation due to radiation in absolute posi-

tioning accuracy with a change in 0.01 radians (approximately 0.5°) outside the �xture variability envelope.

Figure 2.5 shows the difference in measurement from the device's pre-radiation calibration at increasing TID.

This �gure also plots the �xture variability envelope in order to tell if the difference is within pre-radiation

variation.

In robotics, an encoder's rate of change is often used to calculate the joint velocity in a proportional-

integral-derivative controller (PID). Therefore, the slope of the deviation curve is an important metric. Over

the range of 2.70 to 4.27 radians, a change inp=2, the deviation from pre-radiation performance goes from

-0.017 to 0.012. This means that joint velocities measured by this sensor in this range would be 1.5% higher

than the true joint velocity. A variation of this magnitude could cause undesirable performance or instability

at rate feedback gains otherwise considered reasonable.

While there is little that can be done to extend the life of the highly-integrated COTS IC itself, the

useful life of the whole robotic system can be improved by designing a motion controller to be robust to the

sensitivity changes that occur before outright sensor failure. In this particular case, the measured radiation

effect could cause undesirable robotic performance in precise and/or fast positioning applications. Both

the maximum position error and velocity measurement error can be used by roboticists to inform controller
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Figure 2.7: The area between the measurement deviation curve and outside of the �xture variability boundary
plotted against TID.

Figure 2.8: SPI and PWM interface total integrated error at different TID levels.

requirements to ensure systems-level stability.

It is dif�cult to extract a de�nitive physical explanation of the post-radiation behavior because there is no

access to the IC's internal signals. However, this behavior is consistent with a change in Hall unit sensitivity

and/or a change in ampli�cation gain. The IC feeds two ampli�ed differential signals from two pairs of Hall

elements to a digital hardware implementation of the ARCTAN function called CORDIC. As seen in Figure

2.6, a linear change in sensitivity or ampli�cation in one direction results in periodic, nonlinear measurement

deviation similar to that seen in Figure 2.5.

The data shown in Figure 2.5 can be compressed to a single data point by taking the total area outside the
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expected deviation area. As the sensor continues to degrade, the metric penalizes both proportion of sensing

range spent outside the pre-radiation tolerances and high magnitudes of sensor deviation.

Three sensors of the same date code were tested with a Cesium source. The integrated error for each

sensor with respect to TID shows a non-monotonic response to TID in Figure 2.7. This type of non-monotonic

behavior is to be expected from a complex sensor system-on-a-chip with error compensation techniques built

into the system. The fully custom, radiation hard Hall Effect based encoder in [16] also exhibited similar

non-monotonic behavior with increasing TID with positioning error �uctuating around pre-radiation values.

Three additional sensors were delidded and tested in an X-Ray source. Both Sensors 5 and 6 (date code

2) experienced SPI communication bus failure between 200 and 300 krad(Si). Sensor 6 also lost the PWM

interface at the same time while Sensor 5 continued communicating over PWM until testing was stopped at

1500 krad(Si). Sensor 4 (date code 1) continued to communicate over its SPI bus through 675 krad(Si).

Figure 2.8 shows that The �rst column shows errors over the SPI interface. The second column shows the

PWM interface. For both columns, the top plot shows are wider range of integral error, and the bottom plots

show detail near zero. It can be seen that sensor 4 maintains communication across the TID range tested,

while sensor 5 maintains PWM communication with only small errors but fails SPI communication after

675 krad(Si), and sensor 6 effectively fails in SPI and PWM communication between 200 and 300 krad(Si).

Interestingly, even after the SPI bus failed in Sensor 5, the integrated position error from PWM interface

remains within the same order of magnitude for the entire TID range tested. This suggests that the majority

of the sensing circuitry is relatively radiation-tolerant compared to many COTS parts.

The SPI bus failure in sensors 5 and 6 suggests that abrupt SPI communication bus failure is likely to be

the cause of system-level failure rather than degraded sensing.

2.5 Summary

As more complicated sensors make their way into high radiation environments, engineers require more com-

plicated methods of measuring the effect on their outputs when exposed to ionizing radiation. The integrated

circuit tested in this work is no exception. To test for sensitivity changes, it required a known rotary input to

compare measured outputs against one another. This unique input requirement necessitated a test stand allow-

ing for the removal and accurate replacement of the sensor, signi�cantly more complicated than is typically

used in radiation testing and validation.

The uncertainty of sensor placement relative to the input, and by extension, uncertainty of the input to the

sensor itself, resulted in output uncertainty of a similar magnitude to the sensitivity change due to radiation.

The expected variation in measurement deviation due to �xture variation was calculated for multiple positions

by utilizing several calibration runs prior to irradiation. Any measurement deviation that fell outside of the
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uncertainty region is therefore likely caused by ionizing radiation damage.

This methodology provides a means to extract radiation effects from an electromechanical sensor us-

ing measurements of a mechanical quantity. This methodology goes beyond a simple pass/fail criterion by

providing insight into TID's effect on the magnitude of change experienced.

This particular sensor had a maximum sensing deviation of 0.5° and a maximum velocity deviation of

1.5% due to TID. This work suggests that a robotic control algorithm based on this particular sensor is

unlikely to be affected by the sensitivity changes due to TID. Rather, this sensor's abrupt communication

failure is more likely to cause a loss of feedback control. Therefore, efforts to increase the radiation tolerance

of systems built around this sensor should address the sudden loss of a feedback sensor by estimating the

missing channel through other sensors and knowledge of the system dynamics. Although the sensor in this

work experienced little sensitivity changes, other sensors may be more affected by TID resulting in greater

sensing deviations. The method outlined in this work can be used to measure these effects on a whole class

of sensors that measure a physical quantity.

Ultimately, quantities needed to inform requirements in robotic controller design were isolated with sta-

tistical con�dence despite both nonlinear sensitivity changes due to TID and parasitic variation due to testing

constraints.

2.6 Future Directions

It is possible to apply the method of quantifying the alignment uncertainty to quantify sensitivity changes

to a a whole class of sensors that measure physical quantities. Maximum deviations in sensitivity can set

requirements on control robustness for systems.

For feedback control systems based on this particular sensor, TID is more likely to cause the sudden

failure of the communication busses of this encoder than sensitivity changes signi�cant enough to cause

loss of control. Therefore, the next step for this sensor is to develop control strategies that can withstand

sensor channel dropout. Sensor fusion and observer based controllers can estimate unmeasured states using

measurements of different quantities and knowledge of the system's dynamics. A potential area of study is

to extend these methods by adding knowledge of the speci�c task. For example, the future states of a robotic

manipulator performing a repetitive task, such as taking a material sample for analysis, can be predicted

by it's past past states. Including knowledge of both the dynamics and the task may reduce the number of

independent states compared a dynamic model alone, thus improving the model's ability to predict states, and

therefore retain feedback control, with limited information.

An interesting observation, though not previously discussed, is that the COTS IC tested in this work

withstood signi�cantly higher TID than other COTS ICs like the accelerometer [11] or range�nder [13]. One
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possible explanation for how this encoder's sensing remained largely intact is how the encoder rejects the

background magnetic �eld applied to the whole IC. Differential signals between pairs of hall elements are

fed into the angle calculating circuitry. This effectively removes the effect of the environment's magnetic

�eld resulting in a measurement of only the �eld from the magnet whose orientation it is measuring. If the

individual hall sensors were to degrade similarly with the same TID, the effect on sensing may be functionally

similar to an environmental magnetic �eld and would be removed due to it's design. This is dif�cult to

impossible to prove without access to the IC's internal signals, so it was not mentioned in the previous

sections. Regardless of the actual explanation for this IC's remarkable resilience to TID, this leads to the idea

of a system-level design where feedback is some delta between two sensors exposed to the same environment,

and thus degrading similarly. For instance, taking the difference between readings of two accelerometers

mounted in opposing orientations would result in double the true acceleration vector, reducing zero-point drift

through system-level design. While this by no means guarantees functionality during sensitivity degradation

since no two sensors will degrade identically, but this could be a promising method of radiation tolerant

design strategy for sensors with similar degredation characteristics, and deserves further study.

17



CHAPTER 3

Development of a Short-Range, High-Resolution Sonar

The device described in this chapter is patent pending, application no. 17/239,436

Portions of this text will be submitted to IEEE Transactions on Ultrasonics, Ferroelectrics, and Frequency

Control (UFFT).

3.1 Introduction

Inspection of underwater structures such as ship hulls, bridge supports, and dams requires an underwater

inspector, either human or robotic. Both man and machine have their inspection abilities signi�cantly im-

paired in cloudy, turbid water as the suspended particles occlude visual inspection. Additional light does not

solve the problem, as the light simply re�ects off the particulates, just as toggling high beams on a car do not

make driving through fog easier. The United States Navy recognized this challenge and began developing a

heads-up display integrated into a diving helmet that could interface with a surface-mounted 3D sonar imag-

ing device [2]. While a remotely located imaging device can improve a diver's spatial awareness, an imaging

device on the diver's person to map the immediate work area with high resolution would lead to signi�cantly

more natural interactions with the environment.

Modern sensors and algorithms can create 3D maps of their surroundings for localization and path-

planning for both road-based autonomous vehicles [19] and indoor rooms [20]. However, these systems

are not suitable for zero-visibility underwater conditions because water attenuates microwaves (radar), radio

waves (GPS, Bluetooth, WLAN, etc.), and the suspended particles block light, both visible (stereo cameras)

and near-visible (lidar). As such, acoustic imaging alongside inertial and dead reckoning sensors are the

standard for Autonomous Undersea Vehicle (AUV) navigation [21]. Low-frequency Sonar (< 100s kHz)

has seen widespread use in long-range undersea imaging, albeit with relatively low resolution. Higher fre-

quencies, broadly called ultrasound, produce higher resolution images in the near �eld. Ultrasound imaging

(1-15 MHz) is frequently used in medicine for non-invasive inspection of internal bodily structures through

an opaque medium and shows promise for high resolution acoustic imaging in turbid water.

Several short-range sonars operating with ultrasound frequencies exist on the market. The Dual Frequency

Identi�cation Sonar (DIDSON) (Sound Metrics Corp, WA, USA) operates at either 1.0 MHz or 1.8 MHz at

a range of 1m to 40m. The beam angle of 0.3°in 1.8MHz mode corresponds to a 5.2mm resolution at its

minimum range of 1m [22]. An updated device, Adaptive Resolution Imaging Sonar (ARIS) (Sound Metrics

Corp, WA, USA), operates at 1.8 MHz or 3.0 MHz at a range of 5m-40m and 1m-15m respectively. The
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high frequency mode has an improved beam angle of 0.2°, corresponding to a 3.5mm resolution at 1m [23].

Both devices have seen use in ship hull inspection [24], imaging schools of �sh for automated migration

counting [25] and �sh length measurement for �sheries [23]. Both devices have minimum working distances

of greater than 1 meter, which is beyond the reach of a diver's arm. Additionally, their bulk requires that the

diver hold the camera, further limiting dexterity while working.

This work is toward a proposed sonar sensor able to resolve structures under 3.0 mm in size at distances

within arm's reach for a diver. Speci�cally, this work aims to focus the vertical component of the ultrasound

beam using a series of curved acoustic mirrors. Acoustic mirrors have been used to collect and re�ect acoustic

“daylight” onto a 2D hydrophone array to produce a low-resolution image of undersea targets [26] and for

focusing ultrasound pulses originating from laser bursts for Photoacoustic Microscopy [27]. Recent work has

demonstrated the use of a fast-moving re�ector in a clinical setting to create a 3D scan using a 1D transducer

without translating [28]. This device does not modify the beam shape from the transducer, so elevational

focus is comparable to the ultrasound source.

This work develops a device that uses acoustic mirrors to both shape and scan the beam concurrently in

order to produce sharp images at depths much further than traditional ultrasound probes.

3.2 Acoustic Imaging Principles

An acoustic image is a reproduction of objects in space based on the re�ections of acoustic energy. The

most common method of acoustic imaging is medical ultrasound in which a probe emits a sound pulse higher

than human hearing and listens for re�ections. Figure 3.1 shows the working principle of using sound for

imaging. As an acoustic pulse hits the interface between two different materials, the wave is partially re�ected

and partially transmitted. The ratio of re�ection to transmission depends on the Re�ection Coef�cient:

R=
�

Z1 � Z2

Z1 + Z2

� 2

(3.1)

Z = nr (3.2)

where Z is the Acoustic Impedance, which is the product of the material sound velocity,n, and densityr [29].

Note that if impedances are similar, less energy is re�ected than transmitted. Since the proposed sonar device

will be mapping metal or stone surfaces in a water medium, the impedance mismatch is expected to be high,

thus re�ecting most of the energy rather than transmitting it. As such, the system is unlikely to receive second

re�ections like those in Fig. 3.1, so it will likely map only the �rst surfaces.

The depth of a re�ecting object can be found based on the speed of sound in the medium and time between

the transmitted pulse and the received re�ection. The �rst ultrasound equipment operated using a single beam
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Figure 3.1: Fundamentals of Acoustic Imaging.

and receiver and acted as a range�nder along a single axis, known as A-mode. Sweeping multiple A-mode

beams in a plane results in a tomographic image, i.e. a slice of the 3D environment. This differs from typical

optical images which are projections of a 3D environment on a 2D sensor plane. Note that most B-mode

images are taken with an 1D array of transducers rather than sweeping a single transducer.

3.2.1 Pressure Field Equations

The acoustic pressure �eld is the pressure amplitude gain compared to the pressure source signal for any point

of interest. Fig. 3.2 shows that a pressure point source produces a circular wave front that radiates outward.

Arranging multiple point sources on a single line approximates a transducer aperture. The circular wave

fronts superimpose on each other in area directly in front of the aperture, resulting in a beam of relatively

high pressure that propagates though the medium.

The analytical formulation for pressure �eld is dependent on the aperture distribution function,A(x;y),

which describes the physical con�guration of the pressure source. For a uniform aperture, the aperture

distribution function is 1 where a pressure source exists and 0 otherwise. It can also act as a location-

dependent pressure scaling term if pressure is not uniform over the aperture. If the function can be expressed
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Figure 3.2: Radiation patterns of a point source and an array of point sources arranged into a rectangular
aperture.

as separate functions for x and y directions, i.e.A(x;y) = Ax(x)Ay(y), then the pressure �eld can be separated

into x and y components for independent analysis [30]. Since a uniform, rectangular aperture of dimensions

Lx;Ly can be described as

A(x;y) = rect(x=Lx) rect(y=Ly) (3.3)

rect(r) =

8
><

>:

1; i f jr j � 1

0; otherwise
(3.4)

azimuthal (XZ plane) and elevational (YZ plane) focusing can be designed independently. Therefore, the

proposed device will use �xed focus mirrors for the elevation direction and rely on electronic beamforming if

azimuth focusing is required. A transducer's lateral resolution is the smallest distance in a plane parallel to the

aperture plane distinguishable between two structures [31]. This is often measured as the -6 dB beamwidth

at the imaging depth in question, and based on the far �eld pressure �eld analytical solution [30],

resolutionlateral µ
l z
D

(3.5)

wherel is the imaging wavelength,z is the imaging depth, andD is the width of the imaging aperture. Axial

resolution, the distinguishable distance between two structures parallel to the axis of beam propagation is half

the spatial pulse length, meaning

resolutionaxial µ z l (3.6)
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wherez is the transducer damping andl is imaging wavelength [32]. Higher damping causes fewer element

oscillations, resulting in a pulse with a smaller overall spatial length. Note that resolution is measured as

a distance, so a “high resolution” system counterintuitively seeks to minimize resolution. Improving both

lateral and axial resolution by decreasingl comes at the cost of penetration depth as attenuation in water

increases exponentially with decreasingl . The wave attenuation in water for a 4MHz signal is 0.0347

dB/cm, meaning that the signal will attenuate 7dB due to transit through the medium alone for a target at

1m [29]. Mitigating this trade-off through hardware design is one of this work's goals.

3.2.2 Focusing

The purpose of focusing the transmitted signal is to maximize the amount of energy directed to the area

of interest, thus maximizing the energy re�ected, and increasing the received signal amplitude. Focusing

also prevents re�ections from unwanted locations by insonifying a smaller area, allowing the transducer to

differentiate between smaller “re�ective” and “non-re�ective” surfaces.

Focusing occurs when the phases along a plane wave are modi�ed to match a transducer where each

pressure source is equidistant from the focal point,i.e., arranged on a circle. Fig. 3.3 illustrates that the wave

fronts for each point source superimpose to form a circular wave front with the same center of curvature as

the circular transducer. As the beam wave front progresses, it concentrates to the focal point, resulting in

maximum pressure and minimum beam width.

Different focusing methods attempt to modify the beam phase to match that generated by the circular

aperture [31]. Beam Forming, or electronic focusing, adjusts the phase of individual elements during transmit.

Note that this requires that each point source on the transducer be commanded individually, making it only

possible in directions that have multiple elements. The transducer in this system has multiple elements in

the azimuth direction, but only one element vertically. Acoustic lenses made from materials with a different

sound speed to water can speed up portions of the wave, resulting in an effective phase shift. Note that the

lens must match the impedance of the medium or face ef�ciency loss due to re�ections. Finally, a curved

acoustic mirror changes the beam's phase by modifying the beam traversal distance. Forcing some sections

of the beam travel longer than others results in a location-dependent phase shift. Note that focusing also

works in the opposite direction; a point target scatters a circular wave front whose phase should be modi�ed

such that the entire aperture is excited by a beam of the same phase in order to maximize receive signal.

3.3 Mechanical Design

The sensor hardware has three main design goals, 1) sweep the beam in the elevational direction to collect

multiple tomographic images, 2) perform elevational focusing for sharp imaging between 0m and 1m, and 3)

22



Figure 3.3: Radiation patterns of a point source and an array of point sources.
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mount to a diver's body for hands-free operation.

A schematic of the sensor hardware can be found in Figure 3.4. The system is based around a custom

curvilinear ultrasound transducer (Sonic Concepts, Bothell, WA, USA) with a center frequency of 4.2MHz.

The 1x128 element array has an 11mm elevational aperture and is curved about the elevational axis with a

40mm radius and 50° horizontal aperture. The focusing system design consists of three acoustic mirrors, two

stationary and one articulating for vertical scanning. Mirrors were chosen over lenses for the promise of large

apertures with comparatively shallow depth requirements.

The mirrors' radii and locations were designed to minimize elevational beam spread at a vertical surface

50 cm from the transducer using ray-tracing in OpticStudio (Zemax LLC, Kirkland, WA, USA). Figure 3.5

shows the design results for three positions of the curved scanning mirror, demonstrating a 24° elevational

�eld of view. Each active mirror surface is cylindrical with the YZ cross section de�ned by the OpticStudio

design.

The scanning mirror shown in Figure 3.4 is a single-sided curved re�ector designed to “wobble” about its

axis in order to scan. This design was chosen for this �rst prototype for its ease of fabrication and simplicity

in non-motorized tests. It is, however, just one solution of many possible geometries that match the mirror

locations and curvatures in Figure 3.5. A recommended path for future iterations is to design the scanning

mirror with a multi-sided polygon cross section with curved mirror surfaces on each side. Such a design

would do away with continual acceleration and deceleration of the mirror and allow continuous rotation.

This should result in less vibration and faster scan updates.

Every critical mating surface on the housing, mirrors, and bearing locators is designed to be CNC milled

in the same setup to minimize chances for misalignment. While modularity is not an explicit goal of this

device, it is a favorable side-effect. The majority of parts can be retained though signi�cant modi�cations

mirror curvatures (� 100s of mm) and slight modi�cations to locations (� 10s of mm).

3.4 Hardware Measurement and Results

A block diagram and a photograph of the physical hardware validation setup are found in Figures 3.6 and 3.7

respectively. The transducer is driven by a Verasonics Vantage 128 (Kirkland, WA, USA) with an unfocused

plane wave upon a timing trigger signal. The transducer and it's focusing hardware is bolted to guide rails

retro�tted on a 275 gallon, 40”x48”x46” tank �lled with water. A custom designed 2DOF stage moves a

hydrophone to programmed points within its approximately 1m x 1m range of motion. Both the guide rails

and the 2D stage can be adjusted to move the hydrophone measurement plane to different depths from the

hardware. A microcontroller is used to control both the hydrophone position and the triggering for the whole

system. Prior to each run, it is programmed with the desired points for data collection. During the run, it
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Figure 3.4: Schematic and photograph of the focusing hardware. The grey arrows indicate the beam's path
through the device.

Figure 3.5: Mirror geometry as designed using ray-tracing software
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Figure 3.6: Block Diagram of the physical hardware validation, including the 2D stage controls, data acqui-
sition, and ultrasound driver.

commands the 2D stage to move to the desired position, waits for the motion to settle, and sends a signal

pulse to trigger both the ultrasound pulse and the data acquisition system simultaneously. When triggered,

the data acquisition system takes 500 µs (greater than transit time across the tank) of voltage data from the

hydrophone at 100 Ms/s, which is more than 12x the Nyquist frequency for a 4MHz signal. Data collection

is repeated 6 times at each location to allow for averaging during post-processing.

Pressure waves were measured over planes parallel to the XY plane for several Z depths which were then

used to calculate the acoustic intensityI .

DP =
max(P) � min(P)

2
(3.7)

I =
(DP)2

2r v
(3.8)

IdB = 10� log10

�
I

Imax

�
(3.9)

wherer is the density of the medium andv is the speed of sound in the medium. The intensities for multiple

planes can be averaged across identical Y points and plotted as a function of Z to visualize how the beam

focuses and expands as it transits through the medium. An example of the resulting acoustic intensity �eld

on the YZ plane can be seen in Figure 3.8.

As described in Section 3.2.2, the -6dB beamwidth is the standard measure of lateral resolution for an

ultrasound system. This beamwidth is calculated by normalizing the acoustic intensity at the maximum
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