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CHAPTER |

INTRODUCTION

1.1 Key events in gamma-ray imaging history

Gamma-ray imaging systems have been the focus of much resban the fty years
since Hal Anger developed the gamma camera. Major e orts in deleping imaging
detectors, apertures, and algorithms have been performadastronomy, high-energy
physics, nuclear medicine, oil exploration, and securityoexmunities. Nuclear medical
imaging has the longest history.

The foundation of nuclear medicine is based on a simple idaaotopes of the same
element are chemically inseparable, so radioactive nucbain serve as markers of their
stable, abundant counterparts. Radioactive materials wer rst intentionally put in
living systems in 1923 when George de Hevesy examined the spart of radioactive
lead in plants [1]. In 1935, de Hevesy and Chiewitz studied th®odistribution and
metabolism of32P in rats [2], demonstrating that bone growth is in a constanstate
of turnover. Radiotracer presence was determined with GeigMudller (GM) tubes.
He used this same technique to prove that his landlady was ratyg food in her
boarding house meals [3].

The rst clinical gamma ray imaging system, the rectilinearscanner, debuted in
1951 [4]. Maps of the distribution of'3!| within the thyroid gland were produced by
raster-scanning a cylindrical, single-channel collimatacoupled to a thallium-doped

sodium iodide scintillator and a photomultiplier tube (PMT). Scans were prohibitively



long, though. Hal Anger solved this problem in 1952 by creatinpe gamma camera,
which consisted of a pinhole collimator and a scintillatorrgstal coupled to an array of
photomultiplier tubes [5]. Centroid calculations of the pltomultiplier tube signals
yielded two-dimensional position estimation of each gammay interaction in the

crystal. The wide eld-of-view (FOV) pinhole allowed the enire thyroid to be imaged
from one detector position. The basic detection system undg@ng Anger's camera
is still found in most clinical cameras today. Detailed acamts of the early years of
nuclear imaging are found in Refs. [6{8].

In 1963 computed tomography was implemented, which expardi¢he utility of
nuclear imaging to deeper objects within the body. Eventul the acronym SPECT,
for Single-Photon Emission Computed Tomography, was coithd@o distinguish the
technology from positron emission tomography (PET) [9]. SECT systems consist
of an image-forming element, a detector system, and an imaggconstruction algo-
rithm [10]. Imaging formation is done with absorption, whezby a small number of
the photons emitted from the object pass through an aperturplate and interact
in a position-sensitive detector. Photons that hit the apdure plate are attenuated,
but those that make it through the holes contain directionainformation about their
origin. Projections of the object are collected at di erentangles and used in a to-
mographic image reconstruction algorithm, which produceasn estimation of the 3D
distribution of activity within the object. Scatter and att enuation within the body
complicate the estimation process, but SPECT image qualityontinues to improve.

Landmark achievements for SPECT in the last three decadescinded iterative

reconstruction algorithms [11{13], which provided betteisystem modeling and im-



proved image quality, attenuation correction methods, wiech improved quantitative

accuracy, dual-modality systems that combined structuraind functional informa-

tion [14], and designs that boosted sensitivity, such as ntidtheaded scanners. All of
these advances made large impacts in clinical decision-nrak patient throughput,

and in basic research.

The rst nuclear imaging subjects, small animals, became adus of attention
again in the 1990s. Imaging small animals presented a hostr@w challenges and
opportunities. The largest challenge was to improve spatigesolution by at least an
order of magnitude while also using a smaller injected dos&maller image voxels
meant less signal per voxel, so similar amounts of activityal to be injected into
animals as in humans. Since the volume of a radiotracer injem used for a human
could be as large as the total blood volume of a mouse, highpesi c activity tracers
were needed. Before in vivo imaging techniques like SPECTregter numbers of
animals were needed in experimental studies. Animals had te bacri ced at di erent
time intervals and imaged with ex vivo methods, like autoraidgraphy. With SPECT
a single animal can act as its own control and can be imaged riple times, thereby
reducing the number of animals required for a study.

Small-animal SPECT has found use in a growing range of in vivmaging stud-
ies [15{18]. Several research needs have driven the develept of new imager designs
including better spatial resolution, sensitivity, cost, hroughput, and accurate image
guanti cation. In particular, detecting smaller lesions n various disease studies (such
as plaques associated with Ahlzheimer's disease [19]) analcking and counting radi-

olabeled stem cells [20] are applications that require neWwBCT devices. As spatial



resolution is increased, considerably fewer counts are ded to make images of com-
parable visual quality [21]. Better spatial resolution als reduces the partial volume

e ect and its errors toward image quanti cation.

1.2 The scope of small-animal SPECT

Small-animal SPECT is useful in three main areas: translainal studies of human
disease, understanding biochemical processes, and aniths¢ase itself. The majority
of current research lies in the rst two categories, which tgether are part of the
burgeoning eld of molecular imaging. Several recent rewies enumerate molecular
imaging research utilizing small animal SPECT [15, 17, 2232 For SPECT to answer
meaningful biological questions, it must be coupled with Wleunderstood probes and
animal models (Fig. 1.1). Though this thesis is focused onsimumentation, it is
helpful to motivate SPECT development in terms of its appliations.

The goal of molecular imaging is to map the location and expsion levels of
genes and proteins that are considered to play key roles inethmolecular pathways
of disease [24]. Herschman [25] calls it, \noninvasive, qudéative, and repetitive
imaging of targeted macromolecules and biological processin living organisms."
Molecular imaging consists of two components: a moleculargbe whose properties
are altered by a speci c biological process, and means to det and monitor those
processes. Whereas many clinical imaging tasks measure #mel results of disease
(physiologically), molecular imaging aims to measure therpcesses that constitute
the basis of disease, ideally before the disease promulgdi@g].

Small animal SPECT is recognized as a key a tool for quantitae imaging of



Instrumentation

Probe Animal Model

Figure 1.1: Venn diagram of components needed to answer bgical questions with
molecular imaging. Instrumentation and tool developmentra the focus of this work.

molecular processes and in drug development [15, 27]. Tssuability, vascular in-
tegrity, organ speci city, and clearance properties of newadiolabeled drugs can be
rapidly evaluated with SPECT measurements. SPECT also alies rapid screening
of tracer biodistribution. If a drug must cross the blood bran barrier, for instance,
SPECT (or simple planar imaging) can determine whether a raolabeled candidate
molecule succeeds. Most SPECT isotopes can be used in angn@al humans.
Overall, animals present a friendlier imaging environmenthan humans, as ex-

plained in Table I.1.

1.3 SPECT among the other modalities
Small animal SPECT has a unique place among the armamentamuof molecular
imaging technologies. First, only SPECT contrast agents ap the set of all molecu-
lar probe sizes at high spatial resolution. Naturally occuimg small molecules (1-100
Da) can be radiolabeled as can the largest molecular struces (13-1¢° Da), anti-

bodies and peptides, which have slow biodistribution reqgumg days for localization



Table I.1: Clinical versus small-animal SPECT (modi ed fron [28])

Clinical SPECT Small-animal SPECT
1 cm resolution sub-mm resolution
FOV 50cm FOV 5 cm (less if organ)
Parallel collimators used to cover FOV Pinhole apertures usd for magni cation
Body dimensions 1/ Body dimensions 1/
Large amounts of scatter and attenuation Smaller amounts ocatter and
attenuation
Multiple scatter likely Single scatter approximation useful
Need Eoton > 100 keV Can use Bpoton 30 keV
Radiation dose critical Volume of tracer critical
Want shorter half-life (hours, e.g.s,%™Tc Can use longer half-life isotopes

General-purpose cameras & instruments  Clinical cameras wh special collimators
or specialized instruments
Quantitative desirable, but detection Estimation taks more interesting for
tasks more common research

and clearance [15]. SPECT radiochemistry is also robust. fiBct isotopic substitution
allows molecules to be labeled without changing their bioemical features. In op-
tical imaging, uorescent tags increase the molecular pras weight which can alter
the tracer's biochemical interactions and biodistributio. SPECT also uses analog
radiotracers, which make chemical changes to a molecule $atttrapping occurs in
certain cells or so as to isolate a speci c molecular pathwd4]. With the latter
approach isotopes of elements can be used in the probe notmally found in the
molecule. Compared to optical methods, SPECT tracers can bemaged at higher
resolution and in deeper tissue structures.

SPECT is set apart from its nuclear cousin, PET, by sensitity, radiochemistry,
cost, and spatial resolution limits. First, SPECT is sensive to hanomolar concen-
trations of tracer, which makes it several orders of magnitle more sensitive than

MRI methods. Yet PET is the most sensitive (picomolar) modatly since it operates



without a physical collimator. On the other hand, iodine chmistry and technetium
labeling is easier than'®F labeling, which requires more complex organic chemistry
(and the assistance of a radiopharmacy) [15]. Meikle notelat the e ciency of io-
dination reactions leads to higher speci c activity agentshat somewhat makeup for
PETSs sensitivity advantage over SPECT. Overall, SPECT traers have higher speci c
activity [29], which is critical in neurotransmitter studies [16]. Many isotopes used
in SPECT have longer half-lives (hours to days) than PET couerparts (minutes
to hours) which require on-site production and labeling. Té PET tracer infrastruc-
ture and larger number of required detectors make small-anal PET scanners more
expensive (at least twice as much) than SPECT [30]. SPECT irgas resolution be-
low 0.1 mm has already been achieved, but the best PET imagesotution is still
just under 1 mm. In PET, the positron range and noncolineant of the annihila-
tion photons place a limit near 0.6 mm on the spatial resolutn, whereas there is no
limit in SPECT [31]. PET's few long-lived isotopes, such a¥*l, have very energetic
positrons which travel longer before annihilating, furthedegrading spatial resolution.
In SPECT, multi-pinhole apertures with small pinhole diaméers placed close to the
object yield high resolution and high sensitivity images. fiese di erences alone are
reason enough for SPECTs continued existence.

A important distinction for SPECT is its ability to probe mul tiple molecular
processes simultaneously via dual-isotope imaging. In tl2©02 Society of Nuclear
Medicine Highlights Lecture, Henry Wagner said, \Despite the&normous popularity
of PET, SPECT will survive because of its ability to image mulple tracers simul-

taneously. .." [32]. For instance!?°l endothelial growth factor and®®™Tc-MDP can



concurrently image bone metastases and regions of bone gtoy82]. In 2006, Paul
Acton asked, \Given that resolution far superior to PET are ahievable, and with
multiple-pinhole systems providing much better sensitity, should SPECT replace
PET as the standard radionuclide imaging tool?" [33] This isunlikely to happen,
though, because SPECT and PET are often complementary [34Disadvantages of
SPECT include the fact that it uses ionizing radiation and ttat there will almost

always be some background signal from non-bound probes.

1.4 Objectives and contributions of this work

The goal of this project was to develop a multi-pinhole SPECBystem o ering
high spatial resolution with good sensitivity for the imagng of 12°I-labeled radiotrac-
ers in small animals. The system consists of four silicon dada-sided strip detectors
each of 60.4 mm x 60.4 mm active area and 1 mm thickness with anrinsic spa-
tial resolution of approximately 59 m. Each camera of this dual-headed system is
comprised of a pair of detectors mounted one behind the othallowing for pinhole
projection data to be acquired at multiple magni cations snultaneously while also
o ering improved detection e ciency. The use of 127-pinhat, focused apertures on
each camera head provides su cient angular sampling for toagraphic images to be
reconstructed from data acquired without rotation of eithe the imaging system or
subject. The apertures were designed for small FOV, high sénaty imaging, such
as for a mouse brain.

The main accomplishments included:

1) Characterizing the detectors which form the basis of themaging system.



2) Developing threshold-adjusting methods to improve lownergy trigger uniformity.
3) Assembling the camera heads and testing their planar imag performance.

4) Writing programs to control the data acquisition and proess the list-mode data.
5) Implementing an acquisition protocol and method to estiate the geometric cali-

bration parameters needed for tomographic image reconsttion.

1.5 Overview of the thesis

The thesis is composed of three main components: the detectihe camera head,
and the imaging system. We started with detector measuremisn then built camera
heads and made pertinent tests, and nally calibrated the stem for tomographic
image reconstruction. The chapter order follows this basgcheme.

Chapter 2 places this work in context with other ultra-high patial resolution
detectors and nontraditional acquisition geometries. Inmapter 3, the detector system
architecture is detailed. Chapter 4 includes the bulk of thevork, with detector
characterization, and methods developed to improve detectperformance. Chapter 5
contains the camera head design and assembly, and performameasurements, such
as system sensitivity and spatial resolution. In Chapter 6 erts to extract geometric
calibration parameters for tomographic image reconstruicn are described. Lastly,
chapter 7 presents the conclusions of this work and makes@eamendations for future

investigations.



CHAPTER I

LITERATURE REVIEW

2.1 Pinhole imaging

Pinhole imaging has a very rich literature. It is getting reewed interest for pre-
clinical and clinical applications for several reasons. Bpably the largest reason is
related to the advent of high spatial resolution detectors.

In absorptive collimation only gamma rays with incident an@gs con ned by the
shape of the aperture pass through to the detector. This giseapproximate angu-
lar origin of the photons, but it is very ine cient for most ap ertures (on the order
of 0.01 % pass through the aperture). Pinhole apertures su @ tradeo between
sensitivity and spatial resolution. A pinhole provides mag cation of the object by
a factor M = a/b, where a is the detector-aperture distance, r@d b is the object-
aperture distance. Planar image resolution, &s, is given in terms of full-width at
half-maximum (FWHM) of the point response function (PRF). To rst order, it is
the sum in quadrature of e ect of the intrinsic detector reshlution, R;, and geometric

blurring due to the aperture:

Reys = P d3(1+1=M)?2 + (R;=M)?; (2.2)

where d is the e ective pinhole diameter, which is always somewhaaitger than

the actual diameter due to edge penetration by some photonadis dependent upon
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the aperture material, the energy of the photons, and the spa of the pinholes. To

image small objects within an animal, pinholes with sub-1 mmiameter must be used.
High resolution detectors are needed for high planar imagesmution across the depth
of eld. Fig. 2.1(b) shows the planar resolution for two di eent detector resolutions.

As the magni cation increases, the low-resolution detectas much slower to approach
the resolution limit set by the pinhole geometry. While the fanar resolution increases
with smaller pinholes, the sensitivity (geometric pinholee ciency), g, for a point

source decreases:
_ d2sin®
162 '

(2.2)

where is the angle between the source at the aperture as shown in F@1l(a).
Keeping the source close to the aperture is important for ohining a reasonable
sensitivity.

With a parallel-hole collimator, the detector area deternmies the eld of view.
In pinhole imaging, there is some exibility depending on tk spatial resolution of
the detector. A large, low-resolution detector can be pladeat high magni cation
to achieve the same planar resolution and eld of view as a sihahigh-resolution
detector at lower magni cation. What's really important are the number of inde-
pendent measurements made by the detector, or the number akels in a discrete
detector [10].

In 1993 Rogulksi et al. showed a way of reducing the inherematleo between
sensitivity and resolution [36]. With a high resolution degctor, the detector can be

placed close to the aperture so many small pinholes can be ket close together
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Figure 2.1: Diagram showing pinhole magni cation factors.2(a). If a/b is greater
than one, then the object is magni ed on the detector. As magration increases
the planar image resolution approaches the aperture dianeet 2.1(b) shows resolution
versus magni cation for an object 2.5 cm from a 300m-diameter pinhole. The two
curves show that the planar image resolution quickly appraeaes the pinhole size
when a high spatial resolution detector is used [35].

without projection overlap, or spatial multiplexing. A greater number of smaller-
diameter pinholes actually gives better sensitivity and iolution than fewer, large-

diameter pinholes. This is illustrated in the two designs irrig. 2.2.

I 48 L RGP TR AT W
&3
P

Figure 2.2: Brain imager designs based on low- and high-regmn (right) detec-
tors [36]. With the high-resolution detectors, less magncation is need to get high
planar image resolution, thus the detectors can be placedoskr to the apertures.
Then more pinholes can be used without multiplexing in the jection images.
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2.2 Multiplexing in the projection images

Multiplexing in the projection images is another variablen imager design space.
Some designs prevent multiplexing [37, 38], while others9|340] allow some mul-
tiplexing in the projection images. Vunckx et al., through aseries of simulations,
argued that artifacts from multiplexing negate any gains irsensitivity [41]. Large
amounts of multiplexing in the projection images cause olmils artifacts[42]. These
arise simply because in the multiplexed projections, it isat known whether a given
photon came from one pinhole or another. A way to keep multipking (and its
sensitivity boost) was discovered by Wilson et al., who shed that tomographic
images could be reconstructed from highly multiplexed pregtion data with a high
resolution detector, a multi-pinhole aperture, an iteratve reconstruction algorithm,
and projections collected at multiple magni cations [43].The low-magni cation im-
age has little to no multiplexing, which when combined with tgher-magni cation,
higher-multiplexed projections, helps detangle the mujplexed data. Fig. 2.3 shows
simulated projections with and without multiplexing. This approach was called the
synthetic collimator method. One reason this is possible isecause multi-pinhole
apertures sample di erent angular views simultaneously,ggmitting limited-angle to-
mography.

Work in the last ve years has sought to experimentally demastrate the syn-
thetic collimator method. At the University of Arizona the M3R system was built as
a test bed for task-speci ¢ imaging and aperture design [40M°R collected projec-

tion data through four aperture plates onto four detectors imultaneously, and the
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Figure 2.3: Simulated non-multiplexed projections (leftand highly multiplexed pro-
jections (right) from a small at object through nine pinholes. The detector-aperture
distance is greater in the right image. The color scale indites the level of multiplex-

ing. For instance, a level of 3 means that a photon could haveatveled through any
one of three pinholes to interact at that position on the detor.

]

data was combined into an iterative reconstruction algoritm. Results indicated that
some multiplexing in the projection data improves certaindask performance over non-
multiplexed data [44]. While M°R successfully investigated aperture con gurations,
it was not ideally suited to validate the synthetic collimabr method, since the reso-
lution of the detectors was somewhat low (2-3 mm) and magniation was limited.
Similar to the synthetic collimator is the T-SPECT System [&]. Here the detector-
aperture distance is xed and the object is moved around in a-Ehape. The object
is viewed at di erent angles so the projection data containmore information about
the 3D activity distribution. A prototype silicon double-sided strip detector (DSSD)
system built at Vanderbilt University validated the synthetic collimator method [46].
With detector resolution below 100 m, planar image resolution was high at low mag-
ni cation and a large number of small pinholes were used to ¢énease sensitivity and
angular sampling. The prototype DSSD is 300m thick, giving it fairly low detection

e ciency for 2% photons. The layout of the readout electronics preventedacking
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detectors so multiple-magni cation images could not be acgred simultaneously. To
improve upon the prototype, a new system, SiliSPECT, was dgsed and developed
with thicker detectors, more resolution elements, and a derent readout geometry. In
the prototype system a 23-pinhole aperture was used; SIliIEET utilizes 127-pinhole
apertures on two camera heads.

SIISPECT implements the synthetic collimator method whes all magni cations
are collected simultaneously with stacked detectors [4/@Q#t SiliSPECT incorporates
unique detectors, apertures, and synthetic collimator renstruction. We designed
SIliISPECT to image targeted regions of rodents (e.g., moubeain) with a motionless
acquisition. Silicon double-sided strip detectors (DSSDP&rm the basis of SiliSPECT.
Stacked detectors increase the total detection e ciency,rad collect multiple magni -
cations simultaneously. The low-magni cation detector ha much less multiplexing in
the projection image, which helps the iterative reconstruion algorithm sort through

the more multiplexed, high-magni cation projection data.

2.3 Survey of small-animal SPECT systems
In the last decade, new SPECT imager designs have taken selgraths to improve
image spatial resolution. One way was to replace the clinicgamma-camera with a
higher intrinsic resolution semiconductor [35, 50, 51] ocwtillator [52, 53] detectors.
Recently, various types of CCDs have been coupled to scitdtor crystals for high-
resolution readout of the scintillation light [54{57]. Anoher way is to use pinhole
apertures in high magni cation con gurations [58]. To enhace sensitivity, multiple-

pinhole apertures and camera heads have been utilized [3Hurthermore, eld-of-
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view (FOV) can be traded for sensitivity by tilting pinholes toward a common focus
[59, 60].

Small-animal SPECT scanners can be categorized in many waylsose with spe-
cial collimators adapted for clinical cameras (e.g. [37, B%nd dedicated research
systems (e.g., [51, 52, 61, 62]). The research systems caolassi ed further based on
whether the detectors have asynchronous (event-driven) synchronous (integrating)
readout. There are also pixelated [63] and monolithic sciltators or semiconductor-
based systems, those that rotate and those that are stationa A list of recent sys-
tems and some of their properties is given in Table Il.1 belowAs mentioned above,
the detector resolution is the most important component ofite imaging system at
low magni cations. So instead of focusing on the various agares or acquisition

strategies, we will the compare ultra-high resolution dettors used in SPECT.

Table 11.1: A survey of multi-pinhole SPECT systems. This kt includes most pub-
lished systems and a few commercial systems. Referencesiief system description
(pinhole diameter), the radius of rotation (ROR), and sensivity are given. This is
an expanded table from J. Hesterman's thesis [64].

Reference System Description RORRes. (mm) Sensit.
(cm) (cps/MBQ)
Kastis et al, FastSPECT [: 24 1.5 mm pin- 2.0 2.0 359

1998 [65] holes, twenty-four Nal(Tl) mod-
cams (4 PMT)

Meikle et al, Four 0.5 mm pinholes, single 4.0 15 146
2003 [66] Nal(Tl) PSPMT camera
Schramm et Seven 1.5 mm pinholes, single2.0 2.0 325
al, 2003 [39] clinical camera, some multiplex-

ing
Furenlid et FastSPECT II: Sixteen 1.0 or 0.1 4.0 2.2 243

al, 2004 [52] mm pinholes and Nal(Tl) mod-
cams (9 PMT), no multiplexing
Continued on Next Page. ..
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Table 11.1 { Continued

Reference System Description RORRes. (mm) Sensit.
(cm) (cps/MBQ)

Moore et al, Six 0.8 mm pinholes, triple-head 3.2 1.0 300
2004 [67, 68] clinical camera
Choong et Dual-headed camera, Si(Li) de- 2.0 1.6 181
al, 2005 [50] tectors, 64 x 40 mm FOV with

parallel-hole collimator for!?°|
WeisenbergerAwake animal imaging with IR 1.0 3 170
et al, 2005 tracking, pixelated Nal(TI) crys-
[69] tals, PSPMTs
Beekman et U-SPECT I. 75 0.6 mm pinholes 4.4 0.5 2200
al, 2005 [37] in annulus, 3 clinical cameras, no

multiplexing
Goertzen et mouseSPECT: Annular 2.8 1.7 346
al, 2005 [70] Nal(Th+PMTs, eight 1 mm

pinholes, rotating collimator
Kim et al, SemiSPECT: Eight 0.5 mm pin- 3.2 1.45 153
2006 [51]  holes, eight 27 mm CZT detec-

tors
Funk et al, 24 0.5 mm pinholes in a cylindri- 3.0 0.8 630
2006 [60] cal collimator with 3.0 x 1.5 cm

FOV, 24 CsI(Tl) + PSAPDs
Schramm et NanoSPECT/CT: multiplexed 30 0.4-1.0 1000-2000
al, 2006 [71] rat & mouse apertures, four large

Nal(TIl)/PMTs
Accorsi et MediSPECT: 256x256 55 m 3.1 0.11 233
al, 2007 [72] pixel CdTe detector, coded aper-

ture or 0.3 mm pinholes
GM-Ideas, X-SPECT: two rotating Nal(Tl) 2.0- 0.62- 2.0 23-855
2007 detectors, various apertures (new 4.0
e.g.,[73] version has CZT)
Hesterman M?®R: four modcams with swap- 1.6 1.18-1.48 50-315
et al, 2007 pable apertures (adaptive sys-
[40, 44, 64] tem)
Soesbe et al, Various apertures used with a NA  0.96, 38
2007 [56] columnar CSI(TIl) crystal lens- 0.11

coupled to an EMCCD sensor intrinsic
van der U-SPECT II: 75 pinholes inannu- NA  0.35 best 700
Have et al, lus (four sizes), commercial sys- (0.35 mm)
2007 [59] tem, no multiplexing

Continued on Next Page. ..
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Table 11.1 { Continued

Reference System Description RORRes. (mm) Sensit.
(cm) (cps/MBQ)

R Accorsi, Soft x-ray microscope made with 1.095 0.025, 0.02 302

2008 [74] NTHT MURA coded aperture intrinsic

and CCD

Zingerman 0.6 mm pinholes, Gd202S(Th) 2.0 0.86 135

et al, 2008 phosphor, standard CCD, 20 mm

[75], FOV

Qian et al, Pixelated Nal(Tl) crystal array, 2.5 1.2-1.4 252-417

2008 [76] PSPMTs, 1 mm pinholes (1 to 5)

or CuBe parallel hole aperture
Miller at al, BazookaSPECT: micro coded NA 0.03 planar NA
2008 [55, 77] aperture, GaOS screen, lenses,

and CCD
Shokouhi et SiliSPECT: Two-heads, four sili- 2.0 0.1 700-810
al, 2008 [78{ con DSSDs, 127 250m pinholes
80] focused on 10 mm FOV
Meng et Columnar CsI(Tl) crystal, DM 2.0 0.03-0.16 110-180
al, 2009 tube & EMCCD, multi-pinhole
[54, 81{83] apertures (150, 200, 300m)

*Performance measurements simulated

2.4 Detectors for high-resolution SPECT

Silicon has many desirable properties for SPECT. It has theelst material quality
and charge transport properties among semiconductor matais. It also has reason-
ably high resistivity so detectors can operate at room tempature without cooling,
unlike Germanium detectors. The disadvantage is it's relately low detection e -
ciency due to its low atomic number and density.

Silicon double-sided strip detectors (DSSDs) form the basand the name of the
SIliISPECT system. These detectors have their roots in higlrergy physics, where
they are generally used to track charged-particles. Theysa have robust use in

astrophysics applications (e.g., [84]). DSSDs have beerirgguently used in med-
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ical imaging. Papanestis et al. built a mammography systenrdm 300 m-thick
DSSDs [85]. Recently silicon DSSDs have been used to monitioe real-time dose
rate from radiation therapy beams [86]. Contemporaneous tlviour work is the simi-
larly named SIliPET project [87]. Their goal is to use many lers of edge-on DSSDs
to build a high-resolution PET scanner. In the same vein, buwith lower spatial
resolution CdTe detectors, Mitchell et al. tested severaledector modules for a PET
machine [88].

The main reason silicon DSSDs were not considered for SPECdrleer was their
low-e ciency for most SPECT radiotracer emissions. DSSDsra well-suited to de-
tection the emissions'?®l, however, a relevant isotope for small-animal imaging. Th
SiliSPECT DSSDs are thicker than the standard wafer at 1 mm. df 25 emis-
sions (27.2-35 keV) a millimeter of silicon has a total detdon e ciency of around
36 %. The 60 day half-life maked?®l readily available: suppliers keep various?®|
radiotracers in stock. Plus, at low energies the dominant tieraction mechanism is
photoelectric absorption. The low-energy photons fron?®l would be mostly atten-
uated in a human, but?3l or 3!, which emit higher-energy photons, can be used
instead.

Competing ultra-high resolution £ 100 m) detector technologies include hybrid
detectors (scintillator plus semiconductor readout) andtber directly read-out semi-
conductor detectors . The hybrid detectors consist of columar Csl scintillators cou-
pled to a gain stage (image intensi er [55] or de-magni er toe [81]) which is then
read out by a CCD/EMCCD. These systems have the advantage oflng e cient

for high energies, but the readout is integrated frame-bydme. Thus, more e ort
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is required to extract the photon interaction positions corpared to the direct read-
out of each event with DSSDs. Silicon drift detectors are pii®n-sensitive detectors
with a single readout. Based on the timing of the readout sigis, the interaction
position can be inferred. These detectors are not thick engl for direct gamma-ray
imaging, so they are usually coupled to scintillating laysr which lowers the spatial
resolution [89].

A few other directly read-out semiconductor detectors havbeen considered or
used for SPECT. Choong et al proposed a design fof&l imager based on pixelated
Si(Li) detectors [50]. The detectors were a 6 mm thick, 40 x 4rray of 1 mn? pix-
els). The 6 mm thickness gave good detection e ciency (90 %), but the intrinsic
resolution was lower than in SDDs or DSSDs. Choongs array ha$20 pixels while
the SiliISPECT DSSDs have over 1 million quasipixels. At the Uwersity of Arizona
a group built SemiSPECT, based on a ring of CZT detectors. CZ® ers good stop-
ping power and energy resolution, but still has some matelsaprocessing issues that
increases nonuniform detector response. A group in Liverplois using stacked Ge
strip detectors in PET mode and for Compton imaging [90]. Thereampli er out-
puts are digitized at a high sampling rate, which permits pgle-shape analysis and
sub-strip interpolation down to 1 mm from the 5 mm strip pitch To our knowledge,
these detectors have not been used for small-animal SPECThd intrinsic resolution
is considerably less than the SiIliSPECT DSSDS (59n), but the detection e ciency
is higher. New Ge DSSDs with smaller strip pitch would allow iaging of higher en-
ergies, but require clever cooling systems. Thicker silit@SSDs are being developed

with waferbonding techniques [91]. Spatial resolution cadecrease with thickness,
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though, as charge carriers spread out as they travel to theeetrodes. A promising
technology that alleviates this problem are 3D silicon detgors, which have electrodes

vertically placed through the detector thickness [92].
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CHAPTER Il

DETECTOR SYSTEM ARCHITECTURE

3.1 Overview of the detector system

The instrumentation for SiliSPECT is unique. Everything krown about the way
the detector system works is compiled in this chapter. Startg with the power sup-
plies and ending with the list-mode data, each component dfi¢ system is described.

The detector system consists of a single power supply, fougtdctors, application-
speci ¢ integrated circuits (ASICs) to read out the detectorsignals, digital isolators
to extract the signal from the high voltage, FPGA-based packang and control of the
signals, and a National Instruments data-acquisition (NI-DA) card for transmitting
data to a computer. The system architecture overview is showin Fig. 3.1 and
a corresponding photograph is in Fig. 3.2. These componenisll be detailed in

following sections.

3.2 Silicon double-sided strip detectors
The DSSDs were custom made by SINTEF of Norway in 2005 [93]. Theé&SBD
dimensions are 6.04 x 6.04 x 0.1 énThe DSSD structure consists of 1024 Nstrips
(N-side) and 1024 P strips (P-side), which are mutually perpendicular. The ion
implant strips are 20 m wide, and the aluminum electrodes, which are on top of the
above the implant strips, are 14 m wide. More details are given in Table Ill.1. The

silicon bulk is N-type semiconductor, so P-stops are implagdl to electrically isolate
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Figure 3.1: Diagram of the detector system. Data from the ASIE (trigger channel
and ADC value) are decoupled from the bias voltage through digl isolators, are
time-stamped in the CROB, and then transferred through a Natinal Instruments
DAQ board to a PC for storage and o ine processing.
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“light-tight”
Detector test box CROB NI board in PC
Figure 3.2: Photograph of the detector system with a singleetector in the text box.

23



the N* strips. A schematic of a DSSD structure is shown in Fig. 3.3. he detectors
are DC-coupled, so signals from the readout chips oat on thdV bias.

Signals are generated on the readout strips through a caseadf physical pro-
cesses. A photon interacts in the detector producing a higinergy electron, which
then creates a cloud of electron-hole pairs. Because of tleverse bias and the PN
junctions, the electrons drift to the N (Ohmic, positive bia) side and the holes move
to the P (junction, negative bias). The moving charges indwcsignals on the strips
which feed into the readout electronics. The integrated ctgnt on an electrode is
the total charge, which is proportional to the photon energyleposition. A readout
system ampli es the signal and digitizes, time stamps, ancecords the signal if it is
above a set threshold. If triggers from the two detector sideare within a selected time
window, their strip intersection forms the estimated 2D inéraction position. Data
from the 1024 strips on each detector side are processed tal the 2D interaction
position for 1,048,576 quasi-pixels. This is the great advage of DSSDs compared
to pixel detectors: only 2N versus Kreadout circuits for the same number of e ective
pixels.

Sintef provided two detector measurements. Leakage curtemas measured for
a range of voltages at room temperature, as was the capacitay on test structures
made on the same wafers as the detectors (Figs. 3.5 and 3.4.tlBthe capacitance
and the leakage current plateau when the high voltage is anod 150 V. The depletion
region between the implant strips of the detector is empty ofonducting electrons
or holes, but may have ionized donors or traps. The depletiaegion thus acts like

a capacitor, and adjusting the voltage applied to the eleabides varies the depletion
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T
n+ strip side P+ Al
Figure 3.3: Double-sided strip detector schematic [84].@3s-sectional view of a DSSD.
The doped p-type silicon strips (Junction side, p+, yellow)and the n-type silicon
strips (Ohmic side, n+: black) are implanted orthogonally b provide two-dimensional
coordinate measurements. Each n+ strip is electrically imted by a oating p+-
doped implantation (p-stops). Aluminum electrodes are cougd on each strip for

reading out the signals.

Table I11.1: DSSD Speci cations.

Feature DC-type Unit
Chip size 63,576 x 63,576 m?
Active area 60,444.5 x 60,444.5 m?
Chip thickness 1000 25 m
Strip length 60,412 m
Strip pitch 59 m
Number of strips 1024/side -
Implanted strip width 20 m
Aluminum strip 14 m
width
P-stop width 8 m
Bond pads (2/strip) 50 x 200 m?
Dist btw. strips & 50 (top/bottom) m
inner guard ring 67.5 (right/left)
Multiguard structure 14 guard rings -
Depletion Voltage 150 \%
Operation Voltage 300 Vv
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width. So when the depletion width (distance) is maximizedthe capacitance is
minimized according the geometry of a parallel plate capaor (C  Area/distance).

The depletion voltage is 150 V, but the detector is operated at 300 V (+150 V
on N-side, -150 V on P-side) to decrease the charge collectitme and ensure full
depletion. Reducing the voltage to 150 V would not signi catty reduce the leakage
current, according to the data in Fig. 3.5. Reducing the temgrature would have
much larger e ect on leakage current, as described in Ch. 4.4

In total, 24 detector wafers were produced by Sintef. Six ofie DSSDs were placed
into ceramic frames and wirebonded to ASICS. Four detectorohbrds were also made
for the Center for Gamma-Ray Imaging at the University of Arizoa. The Arizonans
have collaborated with us on the development tools for prosging the detector output
for and optimizing their performance. The other 14 crystalare unbonded and could

be used in future detector systems.
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Figure 3.4: Capacitance vs. detector bias voltage measured the active areas of six

detectors as measured by Sintef. The depletion voltage isohed once the capacitance
plateaus around 160 V.
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Figure 3.5: Leakage current vs. bias voltage for all detecto(active area). Leakage
current plateaus around 150 V.

3.3 Detector readout

Signals from the DSSD electrodes are read out by VaTaGP6 chjustom application-
speci c integrated circuits (ASIC) made by GM-ldeas of NorwayA single VaTaGP6
chip has 128 input channels. GM-ldeas wire-bonded the chips the detector, built
ceramic frames and back-end electronics for the system. 8an chips designed for
SPECT were characterized by GM-ldeas ASIC designers in an Z0paper [94].

Each detector side is read out with eight daisy-chained clsp as depicted in
Fig. 3.6. Each chip has 128 of the integrated circuits showm iFig. 3.7. Signal
from each strip is integrated in a charge-sensitive preamgr and simultaneously
feeds into the two arms of the circuit. The top arm of the circit (the Ta portion),
determines whether the signal is above an externally set #shold (Vth) and gives
a trigger signal if it is. The current pulse goes through a gaistage and then is

shaped (with shaping time of 500 ns), sent through a high-padter, and then into
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a level-set discriminator, which issues binary output (tgger or no trigger). Both
shapers form semi-Gaussian signals to reduce noise. Th@der signal is sent to a
eld-programmable gate array (FPGA) which issues a hold on th output of the slow
shaper in the bottom arm (the Va portion). This happens afterthe slow shaping
ampli er in the bottom arm fully shapes its signal (3 s shaping time). The analog
peak value voltage is converted with a 12-bit analog-to-digl converter (ADC). The
address of the triggered channel and the ADC value are read dut a serial or sparse
read-out system and transferred to the CROB board, where tlgeare bu ered, time

stamped, formed into data packets and sent to a PC.

2d

Facing P side

bd

M 0...127 ]

Figure 3.6: Diagram of the chip layout on a DSSD when facing ¢hP-side. The origin
of the channel numbers is in the lower left. Channels rangeofn 0 to 127 on each
chip and are rearranged in the FGPA to number linearly from 0d 1023.

The operating points of eld-e ect transistors (FETS) in the ASICs are set by a

network of bias currents and voltages. Each bias has a valueat is referenced from
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Figure 3.7: Photograph of a DSSD board (left) with a zoomed et of two chips (top
right) and a diagram of a single channel in the ASIC (bottom rigt). The upper arm
determines whether an event has occurred; the bottom arm nsaes the pulse height
[95]

a main bias, Mbias. Many of the biases are set through user-ti@ble digital-to-
analog converters (DACs). The modi able DACs are set exteally through DACs
which are wired to bond pads on the chips. Diagrams of the ASIChd a zoomed
area of one bond pad row are shown in Fig. 3.8. If the connect®are absent, the
DACs assume a nominal value. On detector 19P a wirebond to thieh chip's Sbif
bond pad broke. This changed the Sbif value to some defaultlva, which was much
higher than the other chips. Through some threshold trim adjstments, the chip was
coerced into triggering at the same rate as the other chips i@ 3.9).

The trigger threshold, Vth, is common to all channels. Chann¢hresholds can be
adjusted relative to the common threshold by setting a 4-bitrim DAC. Thus, with
some tweaking of the trim DACs on each channel the thresholdssets, which arise
from manufacturing process variations, can be aligned soobachannel triggers at the

same energy.
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e |

Figure 3. 8 Schematlc of VaTaGP6 ASIC (Ieft) and expanded \meof bond pad row
for some of the DACs. Obi (solid line) and Sbif (dashed line)ra wired on each chip.
On chip 3 of P19 the Shif wirebond broke, which prevented andser modi cation of
the Shif value and kept it at some nominal value.

large arra;uT intensikiy -
126 -]

—1000

—650

channel
Figure 3.9: Trigger-count map for threshold scan on P19 wittrims. The third chip
has very high gain due to a broken Sbif wirebond which makesetchip assume a
nominal value that is higher relative to the other chips. Cip seven has a lower gain

for unknown reasons.
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Other adjustable DACs include Vfp, Sbif, Vfss, and Vfsf. The Vifp BC con-
trols the feedback resistance of the preampli er. The lowehe Vip, the higher the
feedback resistance. If the Vfp is set too low the preamp becemsaturated, which
could potentially damage the gate oxide of the input transters. So it is important
to make sure the Vfp is never set too low. In fact, in the Labviewser-interfaces the
lower range for Vfp was xed so this could not happen. The noisa the preampli er
decreases with Vfp, but if the Vfp gets low enough the preamp tos o. We have
seen this occur for some channels while looking at the reahe pedestal values in
auto-triggered readout (described below). Turning up the \ff brought these channels
back to life with no lasting problems. The Vip is sensitive to @mperature changes
as the feedback resistance is also a ected by leakage cutremhich changes with
temperature. Sbif is the DAC controlling the fast-shaper lais. Increasing Shif im-
proves the gain of the fast-amp, but also makes it less staplccording to the ASIC
manual. Increasing Sbhif helped achieve better triggeringniformity across all the
channels, especially when multiple detectors were in clgs®ximity. Changes to Vfss
and Vfsf do not have major e ects on the system performance amekere not adjusted
throughout the many experiments and acquisition. The disaninator DAC, Obi, is
wired, but changing its value has no observed e ect on the coting rate or shape of
the threshold scan count histograms. Altering the DAC for themain reference DAC,
Mbias, also has no known impact.

A number of features exist on the ASIC to ensure uniform triggag across the
chips and increase readout stability. Table I11.2 containsome of the most important

features. The ASIC includes a leakage current compensatio@Q) circuit that drains
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leakage current from each preampli er. The preamp inputs @ connected to the strip

electrodes directly, so leakage current ows directly intthe preamp. Fig. 3.10 shows
a diagram of the current compensation circuit. Leakage clent is compensated via
an adaptive MOSFET current source at the preamp input. The sace is controlled

by a slow di erential ampli er that measures the di erencesbetween the input and

output of the preamp. The current compensation was turned ofor all detectors

by default as an extra safety precaution. However, experiemdias shown that some
detector sides operate more stably and uniformly when the C@etwork is disabled.

The CC is toggled by programming a bit in the con guration regster (which is a

check box in the ASIC mask GUI).

detector | ASIC low—power
| differential Vip

amplifier I
| : + —— —s

bias I | _I I_"

voltage !
S¢ i to shaper
x—@ o e —%

current

pre—amplifier

Figure 3.10: Diagram for current compensation circuit in XA A&, which has
many things in common with the VaTaGP6 and was also designed bamma-Media
Ideas [96].

The dynamic range (DNR) of the ASIC is given as 14 fC. The energy required
to create an electron-hole pair in silicon is 3.62 eV. The DNRdnslated to an energy
value is (3.62 eV/e)*(14 10 > C)*(1 e/1.602 10 ° C)*(1 keV/1000 eV) 316 keV.
This is a much wider range than needed, since the silicon detiers are only reasonably
e cient at stopping photons below 60 keV.

Using the equations in [97], the total strip capacitance forne DSSDs was esti-

mated to be 1.56 pF/cm, or 9.41 pF total external input capatance at the preamp.
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Table I11.2: VaTaGP6 ASIC Features.

Feature Implementation Comment
Adjustable internal bias Programmable DACs Mbias is xed
values
Each channel can be Programmable DACs Trims for adjusting,
individually adjusted ASIC-level DACs for

compensating
Channels can be enabled Part of programmable  Some noisy channels can

or disabled 918-bit control register also be “drained’
Compensate large Di erential signals Some detector sides have
detector leakage current better response with this
o]
Combining several Common address bus Some common DACs
ASICs and analog line among 8 chips on each
DSSD side
Channel calibration test Internal or external May have not been fully
capacitor for charge implemented
injection

This capacitance is relatively high for silicon detectorsCapacitance and noise are
directly related, so with this high capacitance we expect #henergy resolution to be
lower than most silicon detectors. The equivalent noise aent (ENC), which is a
measure of the noise in the chips, can be calculated with knleage of the capacitance
seen at the chip input. According to the ASIC manual, the ENC for he slow and

fast shapers is:

ENCgow=40e *+6 e '=pF;ENCis =70 € * +13 e '=pF: (3.1)

The ENC for the slow and fast shapers is 94.5 and 192.3 elecsde 1), respectively.
These numbers are converted to eV by multiplying by the eneygequired to create an

electron-hole pair in silicon, 3.62 eV/e!. This is the sigma for the energy resolution;
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the FWHM is found by multiplying by 2.35. The minimum energy resolution due to
the strip capacitance is thus 821 eV. This value does not inca any contribution
from the statistics of charge-carrier generation, but thatcontribution is relatively
small because of silicon's Fano factor (which gives its slwisson statistics). The

energy blur due to counting statistics is [98]:
P
Erwnm =2:35 FEE;; (32)

where F is the Fano factor ( 0.1 for silicon), E is the photon energy, and Eis the
ionization energy (3.62 eV). For an 18 keV photon, Eq. 3.2 evaltes to 0.19 keV. If
the energy blur from the ENC and the counting statistics are aded in quadrature,
the result is 0.84 keV. Thus, the noise from the front end of thASIC should yield
an energy resolution that is less than 1 keV FWHM. In practice & observe higher
values (worse energy resolution) because several othetdes, such as leakage current
and the readout process contribute to the energy resolutiorfractors associated with
the readout, such as the pickup from the digital clocking sigls and time-walk on

the fast amp also add to the noise (worsen the energy resodbrt).

3.4 Back-end electronics
Address and voltage values (from S/H) from the ASICs are contreld and pro-
cessed by FPGAs. Fig. 3.11 shows the detector board and thedton of one FPGA
(others are within the CROB box). The signals oat on the HV anddigital isola-

tors are used to decouple the signals from the HV. The S/H valuese clocked out to
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analog-to-digital converters (ADCs), whereupon the addresvalue and ADC value are

sent to a bu er in the CROB, time stamped, and sent to a PC in lismode format.

- | P-side DACs

FPGA that controls
readout and
communication

. N-side ADCs

3.11: DSSD board.

The system has several readout modes. The core series of svenmmon to all
readout modes is showin in Fig. 3.12. Serial mode clocks obetslow-shaper analog
voltage from each channel sequentially whether that chanhkas triggered or not.
The values are sent through ADCs and then be analyzed o ine to@termine gamma-
ray interactions in the channels. This option is useful to nasure the baseline noise,
or electronic pedestal, seen on each slow amp. Not only is akreadout slow, but it
also increases the chance of missing real events. If an evecturs in a channel after
it has been readout, the analog signal on the slow amp is gong thhe time of the
next readout cycle. The trigger-driven, sparse readout medreduces the amount of
collected data by only reading out channels that have gendeal triggers.

Sparse readout consists of a few basic steps. When the outmiita fast shaper

passes the discriminator threshold, a trigger ( xed-widtHogic pulse) is generated and
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the disable late trigger (DLT) ag is set, so subsequent trigers from other channels
are ignored. The system waits for the shaping time of the sloamp (nominally 3 s)
and then the sample and hold (S/H) circuitry activates to readout the analog value
of the all slow amps whose channels have triggered. This isamplished by clocking
through a list of the list of triggered channels until all of he channels are read out.
The S/H values are sent to 12-bit ADCs and then they and the chamel addresses are
sent to the CROB to be time stamped and put into a data packet. Aér the readout
is completed, a reset pulse clears the DLT, the S/H values, @many trigger ags.
Signals with larger amplitudes cross the threshold earlighan smaller signals.
This factor combined with the nominal shaping time of the fasamp means that
several channels can generate trigger pulses before the DikTset. These channels

are clocked out one by one until all of the triggered channelsve been read.

3.5 Data packet format

Fig. 3.13 shows the format of the data packets sent from the @H to the PC.
These packets must be decoded and sorted to nd coincidenaedtions. For each
trigger there are two 32-bit words. The event data is contaegd in the rst word
and includes the CROB port (detector side from which it came)strip address, ADC
value, and several ags. The EDF ag simply distinguishes t word as an event
packet, the LEF ag is set when the packet comes from a triggeshannel (and not
neighbors), and the MGO ag is set if multiple triggers are debefore the DLT is
enabled. With the trigger rates for SPECT and tests, the MGO b is almost always

set to 1. The second word, which generally follows the evenagket, is the trigger
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Figure 3.12: Timing diagram of event readout. If the signakrdm the detector, after
having been ampli ed and shaped, passes the discriminatonreshold, a trigger is
issued. 3 s later, the sample/hold circuit polls the slow-shaper outt and sends it
to the ADC. After all triggers are clocked out, a reset pulse reaves all triggers and
clears the ampli ers.

timing packet. This packet also contains the CROB port numbe which connects
it with the event packet, and a 16-bit coincidence time stamgwhich runs on an
40 MHz clock). The port number in the second word is always oneegter than
the port number in the rst word apparently because of a progamming error in
the CROB FPGA. Interspersed through the event and coincidecpackets are time
stamp packets from an independent 1 kHz (1 ms) clock. With bitaasking, each
type of packet can be identi ed. Occasionally there will be gacket that does not
match any of the de ned packet formats. These events are deethto be junk and
are discarded in the processing. Also, the event and coinamte packets may be in

varying order in the data stream, or a time stamp packet may bsandwiched between
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them, so packets must be processed without any assumptiorfsooder. The acquired
data are processed to remove junk packets and ensure thatle&iggger has complete

information (address, ADC, CROB port number, and both time samps).

CROB — HI PCI-6534 paclet format definitions:

Port A-0 Mo=t Significant Port
Fort Brs1 Least Significant Fort

Ewvent (30):
Port A-0 Fort B-1
MSE LSE MSE ISE
7 f 5 4 3 2 1 0 7 & 5 4 3 2 1 1]
| 1 |<—module {43 —3]<— Addre=s= (11 - |
| 0 |EDF|LEF|ngo]|<- ADC (127 -

# EDF <=: Ewent Data Flag
## LEF <=3 Leader Ewent Flag

Coincidence (16):

| 1 |<—module (43 —:| = b4 oo = = ®|<—Coincid. (16-121—3]
| o] ol a] = |- Coincidence { 11- 03 -

Time =tamp (16):

Port A-0 Fort B-1
HSE LSE MSE 1SE
7 A E 4 3 2 1 0 7 E g 4 3 2 1 1]
| 1 | = T T T = = E |¢- Time stamp (15— 3) -
| o] 0 1 0| = = b4 ® |<— Time stamp ( 7- 03 -7 |

Port A-0 FPort Bl
HSE LSE MSE LSE
7 B 5 4 3 2 1 1] 7 f g 4 3 2 1 1]

| 1 |<—module (4% x| 0 1] 1] 1] 1 1] 1 1 1] 1 oo
| 0] 1 |<- Ho. of cfg. bits =ent (9) —:|<-RP —:|RE |SCD|LED|

# FF <= Regi=zter Pointer
* FB <= read_bit
* SCD ¢=» SC data

Figure 3.13: Format of list-mode data packets from CROB bodr
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3.6 Power supply

A power supply provides high voltage (HV) for the detector biaeg and low voltage
( 5V) for the ASICs and board electronics. A single power supphan power up to
four detectors. The front panel of the power supply includesn on/o switch, a reset
button (which resets a relay upon loss of power), and two knelfor the positive and
negative HV. General instructions for operating the system arfound in Appendix A.
We know from experience (storm disruption of power) that stiting the power supply
o while the HV is on does not damage the detector boards, so tar than buying a
battery backup power supply, we installed a simple relay stegh. If the current to the
power supply is disrupted the relay ips a switch which turnso the power until the
relay is manually reset. This ensures that the HV can be turned before restarting
the system.

The current setup of the system is depicted in Fig. 3.14. Twoauver supplies each
power two detectors (two DSSDs in each camera head). This tegs two sets of
digital isolators and a single CROB. This con guration exhbited the best stability
compared to using either power supply alone. However, we Iatdetermined this was
because of a bad power splitter cable. Thus, in the future, angle power supply and

digital isolator could be used for the four-detector system
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Figure 3.14: Cartoon of the system cabling. As an example, tHieont detector in
head 1 (detector 19) has its P data sent to port 3 and its N dataot port 2 on the
CROB. In the list-mode data, detector 19 events will have tree module numbers.

Power supply 2
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CHAPTER IV

DETECTOR PERFORMANCE MEASUREMENTS AND METHODS

4.1 Introduction

As the basis of the imaging system, the DSSDs needed to be wéalhracterized
and optimized for detection e ciency and stable operation. At the hardware level,
we adjusted the bias voltage across the detector and invagdied di erent cooling
schemes and their e ects. Many more "knobs' were adjusted tite electronic level
(e.g., channel trigger threshold Vth and other DAC biases). Ashwith post-processing
software, we determined things like optimal coincidence mdow, count-rate capability
and energy resolution. Several of these measurements weqgarted in 2009 in a TNS
paper [99]. Measurements were made with a number of radidigmes with low-energy

x-rays and gamma-rays. Finding appropriate sources was anportant rst step.

4.2 Radioisotopes of interest
The detection e ciency for 1 mm thick silicon detectors is lov (<5 %) for most
nuclear medicine isotope emissions due to its low density.33 g/cm?®) and atomic
number (Z=14). For 1?°l emissions (mostly 27 keV), the intrinsic e ciency is higherat
around 36 %. Fig. 4.1 shows the fraction of attenuated photsenn various thicknesses
of silicon. For 1 mm of silicon, the fraction of attenuated pbtons from photoelec-
tric, Compton, and total interaction processes are plottedThe attenuation fraction

rapidly decreases after 40 keV, as does the fraction of phdexric e ect interac-
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tions. Imaging at lower energies, while more e cient, also gses problems since the
probability of triggering on electronic noise is higher. 8PECT was designed to
image ?°1. A few other isotopes have low-energy emissions, such&$n and *°™Tc,
but imaging with these isotopes is complicated by their higr-energy emissions. Ta-
ble 1V.1 contains a list of relevant isotopes with DSSD-det&ble photon emissions.
1251 js the main biologically relevent isotope with no high-engy components. 13|
can be substituted for'?°l. It has the same low-energy x-rays, a shorter half-life, an
a human-body penetrating 159 keV gamma. Another isotope oftarest is 2%, a
PET tracer that also has a large abundance of iodine x-rays. @ advantage of‘?°|
is its long (59.5 days) half-life. The long half-life meanshat many o -the-shelf la-
beled radiopharmaceuticals are available. It also permittudies with molecules that
have very slow biodistribution, such as antibodies. The Igahalf life also adds some
complications.

Because of its longevity and volatility,'?°I presents some unique challenges. For
instance, animals must be stored in a lead-lined freezer foronths before they can
be properly discarded. Human exposure to this isotope is pilematic because it
accumulates in the thyroid gland. To measure the performaes of the detectors, we
needed sources that were easy to handle and closely mimickedrces we could image
in an animal. Free or labeled?®! is generally in liquid form and in a diluted volume.
We needed high-activity, point-like sources that were wetlontained.

One attractive source was the*?l Brachytherapy seed. We had access to left-
over seeds from hospital procedures, and they were safe tmdile, since the iodine is

surrounded by a laser-welded titanium capsule. A variety afeeds have been devel-
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Table IV.1: List of isotopes with low-energy emissions suibée for detecting with 1

mm thick silicon DSSDs [100]. These isotopes are used in noadliprocedures or are
common calibration sources. Some of the isotopes would beamwharder to image
via SPECT because of high-energy emissions, lik&l.

Isotope, Energy Intensity Isotope, Energy Intensity
Half-life (keV) (%) Half-life (keV) (%)
129 27.3 126.3 1n 23.0 69.6
59.4 d 31.0 20.5 28d 26.0 13.9
35.5 6.7 171.3 90.0
245.4 94.0
123 27.3 71.6 124 27.3 47.7
13.3 h 31.0 14.8 4.17d 31.0 9.9
159.0 83.0 602.8 63.0
500 2.0 722.8 10.4
1300-1700 6.0
®mTc 18.2 6.3 103pg 29.0 64.7
6.01 h 140.5 89.0 17.0d 23.0 12.3
241Am 14 10.7 125mTe 27.3 95.1
4322y 16-18 12.1 57.4d 31.0 20.0
21 2.9 35.5 6.7
26.3 2.4 109.2 0.3
59.5 35.9
109Cd 22.0 85.2
462.2 d 25.0 16.8
88.0 3.6

2 indicates intensities were summed for energies within 1 keV.
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Figure 4.1: Fraction of attenuated incident photons from X©OM data[101]. Atten-
uation was calculated using Beer's law. Four lines show thdsorption vs. energy
for four detector thicknesses (1-4 mm), and two lines show éhphotoelectric and
Compton attenuation fraction for 1 mm of silicon. At the lowenergies most of the
interactions are through the photoelectric e ect.

oped over the years for various medical procedures. Most tietseeds usé?l, but
low-energy emitting1°*Pd and *!Cs are also used now.

We rst obtained Oncoseeds (Oncura, Amersham Health, model %), depicted in
gure 4.2. The Oncoseed design consists of iodine adsorbatioca silver rod, which is
surrounded by a 0.8 mm diameter, 5.0 mm long capsule. Oncadee&vere observed to
yield worse uniformity in ood images than purer sources, s as'®°Cd (22-25 keV).
Many seed designs contain silver, which introduces signaot amounts of uorescence
x-rays (22 & 25 keV) into the emission spectrum. So enclosureaterials were also
a consideration in nding suitable sources. Nath and Chen qué ed the amount
of silver uorescence from nine seed designs with a high-gyrgermanium detector

(HPGE) [102]. Figure 4.3 shows the spectra from a 6711 seed.e®&711's silver
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X-ray components were among the highest, so the average phroenergy emitted by
a 6711 Oncoseed is less than that of pure 1251. We exploredeattate Brachyseeds,
as a range of designs exist with di erent x-ray spectra.

Four of the nine seeds contained resin ion exchange beadserehodine is absorbed
by the beads instead of adsorbed onto silver rods. The spher@e more attractive
since a single sphere more closely resembles a point soufidee two seeds with the
lowest x-ray yield were also the two with the beads. Unfortunialy, the Draxlmage

LS-1 and the Oncura 6702 seeds are no longer manufactured.

I-125 adsorbed 0.05 mm
on silver rod titanium

Y \ /
N N 7/ i

0.8 mm ( ) @ 0.5 mm
% )

S )

— : 3.0 mm N

4.5 mm ——

A

Unactivated ion exchange beads
1-125 on ion exchange bead

Ti capsule, laser weld

------------------------------------------------------------------------------

Figure 4.2: Diagrams of Oncura (top) and custom Prospera (Hom) Brachytherapy

seeds. In normal Prospera seeds, the middle two beads aredgolarkers for x-ray
imaging. In the custom seed, no gold markers were used, andyoone bead was
activated with 3.0 0.2 mCi of 1?°|.

The best available option was a seed without silver innardsX-rays from the

titanium capsule have energy less than 5 keV, and are not as ptematic. We found
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Figure 4.3: Spectrum from Oncura 6711 [102]. The three pea&n the right are
from 121 emissions (red). Ag, Cu, and Ti x-ray peaks are labeled accngly. The
mayjority of peaks are x-ray escape peaks (black). For exameplK (K ) denotes the
escape peak from Ge-Kx-rays that were created by*?°|-K  x-rays in the Ge detector.

a good candidate in North American Scienti c's Prospera desig This design has a
similar titanium case, but instead of a metal rod on the insid, resin ion exchange
beads are used to soak up the iodine. Normally four ion exchaygabeads surround
two gold beads, which are used as x-ray imaging markers. NAS neaa custom seed
where only one of the six resin beads had activity on it. The les are roughly
600 m in diameter. Without the silver core, the low-energy speca for this seed
should be less populated with x-rays than in the Oncura seedlVe veri ed this by
measuring the seed's energy spectra using a Canberra HPGEeatgor with the help
of Dr. Michael Stabin. We set as low a threshold as possibletivithe detector and
the entrance window (around 11 keV), then counted for ten mirtas with the custom
seed and an Oncura 6711 seed. Software with the HPGE detectourid the peaks
and integrated the counts under each peak. We normalized tleeunts for each result

to compare the energy spectra. Uncertainty from counting esrs was propagated and
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included as error bars ( ). Results are shown in gure 4.4. The custom seed has
fewer counts below 20 keV, and more above 25 keV because therkess attenuation

of the 23] emissions without the silver core of the 6711 seed.
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Figure 4.4: HPGE spectra from 6711 and custom Prospet®| seeds. Because the
custom seed has fewer low-energy counts, the thresholds be tletectors can be set
higher, ensuring fewer triggers from electronic noise anetber trigger uniformity.

The rst measurements with the custom seed indicated that te source was con-
ned to a single seed and very point-like. As time progresseldopwever, we noticed that
the seed projections became less point-like and more dibtrted (Fig. 4.5). In a high-
magni cation con guration, it was obvious in the projection image that the activity
had spread among the neighboring ion exchange beads withivetseed (Fig. 4.6). So
the \point source" ended up being a multi-nodule blob sourceThe iodine on the hot
seed apparently di used or volatilized and settled on othebbeads. It would have been
better to only load the seed with a single bead, as free iodineuld be more likely
to reattach to a single ion exchange bead than the seed walls.

Some other sealed sources were also used in measuremeft€d, which mostly

emits photons between 22 and 25 keV, ard*Am, which emits 14, 18, and 60 keV
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Figure 4.5: Projection images from custom seed when it wasstrdelivered (left) and
after several months (right). The seed magni cations are dirent in the two images,
but it is easy to see that the source was con ned to a single beat rst, and then
started to spread activity among the neighboring beads ovéime.
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Figure 4.6: High-magni cation projection image of custom & showing the activity

distribution among several ion exchange beads.
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photons, were used to make ood uniformity measurements arehergy calibrations,
respectively. 1°°Cd is a better ood source because the emission energies doser to
125, Plus, the greater the emission energy (and detection thshold), the less likely
to trigger on electronic noise; uniformity is better for higer energies since a higher
threshold can be used.?**Am is useful as an energy calibration source because on

most channels two peaks (14-18 and 60 keV) will be distinct.

4.3 Trigger and ood uniformity

Next to stability, trigger uniformity for all channels is the most important detector
parameter to optimize. For ood source geometry, all the chanels should trigger
at roughly the same rates. This condition helps maximize dettion e ciency and
minimizes false coincidences. The net counting rates forohadetector side should also
be similar. If one side has a much higher triggering rate, thehere is a greater chance
that events from the two detector sides will be mismatched. fAis also means that
the e ective energy thresholds are di erent, so either some=al events are ignored, or
more triggers are generated on one side by electronic noi&#ther case is undesirable.

Detecting 1°I photons with maximum e ciency requires setting the DSSD ds-
criminator thresholds as low as possible. As the thresholdlswvered, the probability
of triggering on electronic noise increases. The point at wah noise triggers be-
come signi cant (1 count in 20 ms, or 50 Hz by our current proceudle) is called the
threshold oor. If the threshold is set below the oor, noisetriggers will dominate
the system output, which causes real events to be lost to sgst dead time. Each

channel's threshold must minimize the noise trigger rate @hmaximize the trigger
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rate for 12°| photons. In the following sections methods are describedrfequalizing
the channel thresholds, and results are given for trigger iarmity improvement and

ood uniformity.

4.3.1 Methods for reducing threshold dispersion

Each channel has a trigger threshold o set that varies due tmanufacturing pro-
cess imperfections and tolerances in the ampli ers, cap#ais, and other components
of the ASICs. We sought to align the o sets of all the channelsroboth detector
sides in order to obtain uniform triggering from'2°l emissions. When the relative
thresholds are not aligned, there is signi cant trigger namiformity, as seen in the
P-side singles histogram in Fig. 4.7. With a highly segmemtaletector, some amount
of charge-sharing is expected, where signals from the chargouds are induced on
more than one strip. The threshold for each channel should tset low enough to
collect charge-shared events (13.5 keV for a 50-50 sharimgnfi a 27 keV photon),
but not so low as to signi cantly trigger on electronic noise To ensure uniform trig-
gering across the combined 2048 channels, trim DACs were $feat adjusted each
channel's threshold relative to the global, externally-g¢ethreshold (Vth). To make
the adjustments, we had to rst determine the o sets for the bannels.

The output of the fast ampli ers cannot be directly probed, ® we scan Vth and
record the number of triggers at each threshold to nd the theshold oor. This was
accomplished by iterative adjustments of 4-bit channel tnn DACs and 5-bit, ASIC-
level DACs. By adjusting the trim DAC on each channel accordg to the threshold

oor array, the dispersion in o sets can be reduced.
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Figure 4.7: Detector 19 P-side singles histogram with sigoant trigger nonunifor-

mity. The rst two chips have a higher relative threshold than the rest. There is also
signi cant variation within the chips, with more counts at the lower channels on each
chip. This is the baseline result when no e orts were made tone-tune the relative
threshold o sets. Data was acquired with ar**Am source.

4.3.2 lterative threshold adjustment algorithm

An iterative algorithm was developed that measures the thrésld oor of each
channel, adjusts the trims, remeasures, and repeats. Theréishold oor dispersion
reduces with each iteration. The algorithm consists of theoflowing steps and is

illustrated in Fig. 4.8.

A single channel is enabled and the triggering rate is monited as the global
threshold (Vth) is lowered to determine the level at which it legins to trigger
on its own electronic noise. At each Vth value, triggers are oated for a xed

time (generally 20 ms).

Channels with threshold oor values greater than two standal deviations above

the mean of that channel's chip are added to a list of noisy chaels and disabled
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in the acquisitions. No further e ort is made to adjust these bannels because
the most a trim DAC can move a channel's o set relative to its eighbors is
about seven Vth DAC units. If a threshold oor is two standard ceviations
beyond the mean of the chip, no amount of trimming will move tht channel's

relative o set to be aligned with the other o sets.

Trim DAC values are calculated to shift the trigger threshals towards the mean
threshold oor value from the previous scan. If there is a cuent imbalance (too
many positive or negative trims, which can shift Vth out of raige), compensat-

ing currents are assigned with the ASIC DACs.

This process is repeated until the threshold oor variancefdhe whole detector
converges (usually less than 1.0). One iteration takes amdi 30 min when the

dwell time for each Vth value is 20 ms.

Each step of the algorithm is detailed below. The concept of single channel
threshold scan is illustrated in Fig. 4.9. As the threshold sks into the baseline
noise, the number of triggers increases until the threshold on the other side of the
DC o set. The o set sits in the middle of the Vth range. The ampi ers accept signals
of both polarities (from holes and electrons) and the trigge are set by a threshold
crossing. In single-polarity systems, the threshold scanowld produce \S-curves,"
where the trigger rate only increases as Vth is lowered. In thisystem the trigger
peak is symmetric since the signals from noise only extend artain Vth range in

both directions from the o set.
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Figure 4.8: Flow chart of the iterative trim adjustment algaithm (left) and threshold

scan result for all channels (intensity being the number ofiggers, right). The 2nd
and 3rd chips are the most o set from the other chips, and somew channels on the
rst chip are highly o set. Ideally all of the lower DAC values would line up for the
N-side and the top values for the P-side.
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Electronic noise over time vth
Figure 4.9: Cartoon of threshold scanning (left), where Vttsiincrementally decreased
after triggers are counted at each Vth value. The electronicaise uctuates around a
DC o set. Triggers are generated for threshold crossings a@ither side of the o set,
thus the threshold scan produces a symmetric Gaussian shapstead of the typical
\S curve" (right). Red lines of varying opacity correspond ¢ di erent Vth values.
The solid red line indicates the threshold oor for this P-gde channel at Vth=117.
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1. Adjusted trim on ch. 79.
2. Found threshold floor values.
3. With source, counted triggers

with different V,, values. "
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Figure 4.10: Example e ect of trim DAC and Vth setting on trigger uniformity. The
maximum trim (-7 mV) was placed on channel 79. This adjusted #threshold oor
value higher with respect to the other channels to Vth=135 (i&). The number of
triggers versus channel are shown for di erent Vth settingsight) with a ood source.
When Vth is set at 136, channel 79 has more triggers. When Vth i84, noise triggers
from channel 79 dominate the output.

The algorithm rst disables all but the scanned channel witban ASIC mask. The
Vth DAC is set to the start of a scan range (starts at low numberdor N-side and
high numbers for P-side), and triggers are counted for a setnaunt of time, typically
200 ms. The threshold oor is found after triggers are colléed consecutively for
more than two Vth settings. We aimed to align all of the threshlal oors, so the full
range of Vth (Gaussian peak in Fig. 4.9) does not need to be soad. However, it is
useful to determine if there are any large gain di erences amng the channels, since
large gain di erences can also a ect the triggering rates. fe results of a full DSSD
side threshold scan is shown in Fig. 4.8. The 2nd and 3rd chipse 0 set from the
other chips. Other than a few channels on the rst chip, the dipersion in threshold

oor values is relatively small.
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Once the threshold oors are acquired, the trim DACs for eaclthannel must
be adjusted in a way to decrease the threshold oor dispersicand increase the
trigger uniformity. The trim DACs produced threshold adjugments on the individual
channels, but their e ect was complex. The individual chanel response to trimming
was nonuniform, the inter-chip threshold o sets were a ead by the trims, and the

global threshold displacement from the trims was dependenn the

4.3.2.1 Current compensation

When the trim DAC is adjusted on a single channel, the e ect ig0 move that
channel's relative o set with respect to the other channelslit actually causes three
connected shifts on a detector side. First is the aforemeatied shift. The 4-bit
trim DACs range from -7 to 7 mV. With the largest 4-bit trim setting ( 7 mV),
the relative o set moves 3-5 Vth units. Second, the trimmed cmnel's chip also
moves with respect to the other chips, though this e ect is meth smaller. It takes an
ensemble of trims ( 30 mV) distributed among channels on that chip to move the
chip's o set by 1 Vth unit. And third, the relative position of t he global threshold
on the Vth range moves with when trims are applied. This e ects quite large. A
single 1 mV trim moves the threshold by 10 Vth units. Thus, sombalancing must
be done among the trims so the signal is not pushed out of rangé the threshold
does get shifted beyond the Vth range, there will be no triggeifor any Vth value.

Simply equalizing the number of positive and negative trimsglid not work. We
quickly realized that an asymmetry existed where negativeims had a larger impact

on moving the three relative o sets mentioned above (chanhechip, and global).
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Fig. 4.11 shows the shift in threshold oor for one channel as di erent number of
alternating trim DACs are applied to channels. For instancean x-value of 20 means
that ch. 0 has +7 mv, ch. 1 has -7 mV, ch. 3 +7 mV, and so on up to chaeh 20.
Negative trims move the e ective threshold higher, so the pds/e slope con rms that
negative trims have a bigger impact on the shifts. So when thtems are adjusted,
there generally needs to be extra positive current (+trimspdded to compensate for

the asymmetry, which keeps the global threshold in the uséftange (0 to 255).

Threshold Shift from Trim Asymmetry

160
1;3 y =2.3401x- 2.5104 "
oo R?= 0.9991//

) E—
i
0 fer

20 40 60
Number of Alternating-polarity, Trimmed Channels

Threshold Shift

Figure 4.11: Threshold oor shift for a single channel vs. maber of alternating-
polarity, trimmed channels. An x-value of 20 means that ch. 0ds +7 trim, ch. 1 -7,
ch. 3 +7, and so on up to ch. 20. The larger the quantity of negae and positive
trims, the greater the e ect of the asymmetry.

A convenient place to put the extra trims is on the ASIC-level BCs. These are 5-
bit DACs on each chip. We originally thought they were for caecting for intra-chip
o sets after the inter-chip o sets had been corrected with the trims. However, all
they do is move the global threshold, so they are perfect fodding the extra needed
currents. A single ASIC trim has a slightly larger e ect on theglobal threshold than

the trim DACs. It too is asymmetric. The conversions betweenegative and positive
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Table 1V.2: E ect of trim and ASIC DACs on global Vth.

+1 trim -1 trim +1 ASIC -1 ASIC
Shift (Vth) 9.7 10.0 13.0 14.0

trim and ASIC DACs can all be related through their e ect on gldal Vth, as listed in
Table 1V.2. Once the sum of negative and positive DACs are talated, the number
and polarity of ASIC DACs is calculated and turned on to balane the trim currents.

The channel thresholds are trimmed by generating currentshich ow through
series resistors in a voltage divider scheme. The voltager@ss the resistors is the
required correction to the reference threshold voltage. Ethreshold reference voltage
of each ASIC daisy chain (all the chips on one detector side)psovided with a DAC
and a voltage divider with a 10 k resistor from the DAC output to the threshold
line and a smaller 1 k resistor from the threshold line to graind.

The current from one compensation circuit cannot ow throug the resistors of
the other circuits due to the almost in nite resistance of tle discriminators. Instead,
the total compensating currents of all the trim circuits ows through the pad for the
reference threshold voltage of the ASIC, causing an increasehe threshold reference
voltage of all the channels of the chip with respect to the otir chips in the daisy
chain. The same current owing through the 1 k resistor of the voltage divider
causes a further increase in the threshold voltage of all tlehannels inside the daisy
chain. Fig. 4.12 shows the diagram for trim DACs for the XA chipwhich is similar
to the VaTaGP6. Pacciani et al. explained that the thresholdequalization problem

would be simpler if each ASIC had its own threshold referenceltage DAC. Instead,
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the sum of trims on one chip a ects its standing with the rest bthe chips instead of

just having intra-chip e ects.

To thr pads of XA 1 and XA 2 DAC for
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Figure 4.12: Schematic showing how the trim DAC currents argenerated and how
they change the e ective threshold of the discriminators (lom [103]). DAGine thr
are the current generators for the 4-bit trims.

Pacciani et al. found a position-dependence for the trims drtheir e ect upon
the global threshold shift [103]. This was attributed to theextra line resistance
seen by the outer channels. To investigate this e ect, a -7 m¥im was placed on
one channel. Then the threshold oors were found for each al@el on a chip (128
in total). The trimmed channel was incremented, and all 128hannels were again
scanned. This let us see if the position of the trimmed chaninfead any e ect on the
global threshold. Fig. 4.13 shows the results from these ssa The columns are stacks
of threshold oor values when the X' channel was trimmed. The diagonal contains

the trimmed channel, which is always higher than its neighlve. The gradient here

58



was quite obvious; there is a position-dependent threshokhift for the trims. To

see if this e ect was consistent across strips, we placed antron every 16th channel
and scanned every 16th channel. Fig. 4.14 contains theseutes The right side of
the gure shows the mean threshold oor shift for each trim chnnel, with the chips
separated by vertical lines. The di erence in Vth units for tre chip-level threshold
shift is roughly 2 Vth units between a trim at the beginning of he chip versus the
end. Since this is a smaller e ect, and the results were not rsistent across all
chips (especially for positive trims, not shown), we do notcaount for the position
dependence when calculating trim current compensation. Rdts indicated this was

an acceptable decision.
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Figure 4.13: Intensity map of threshold oors for trimmed clannel vs all channels on
a single chip. The columns are stacks of threshold oor valsevhen the Xth channel
was trimmed. The diagonal contains the trimmed channel. TBi demonstrates a
position dependence for the trims and the global thresholdh#t.

To test the compensation algorithm against a range of possbtrim combina-
tions, random trims were generated and the threshold oor vameasured for a single

channel. A scatter plot of the sum of the trims versus the thhold oor value is
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Figure 4.14: Intensity map of threshold oors for trimmed vesus rest of (every 16)
channels across all chips (left). The mean threshold oor eimge with trim-channel
position was not as consistent as the rst chip (shown spargehere and completely
in Fig. 4.13

shown in Fig. 4.15. The points in the scatter plot have a wideistribution, but the
important thing is that they are all within the 0 to 255 range d the Vth DAC. Thus,
the compensation algorithm worked well enough to keep the wethreshold within

the operating range.

4.3.3 lterative trim adjustment results

Fig. 4.16 shows the threshold oor results for a DSSD side f@even iterations
of the scanning algorithm. The dispersion in threshold oowalues decreases overall
through the iterations, but can also increase for a singleegt. The increase in variance
is usually due to a single chip, or a pair of chips being o seilhis happens when one
chip has a higher trim density than its neighbors, and someties has to be manually

corrected as the algorithm can get stuck toggling between ono -center chips.
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A plot showing the threshold oor values before and after thédest trims were
applied is shown in Fig. 4.17. Here the range in threshold ooralues was reduced
from 5 to 3 Vth DAC units, mainly due to the inter-chip o sets becoming better
aligned. The trigger counts from a'?®l source before and after the trims used in
Fig. 4.17 were applied is shown in Fig. 4.18. Before the trimthere were dips in the
trigger e ciency at the beginning 20-40 channels of each ghi After the trims were
used, the dips were absent in the rst four chips and their rative size was reduced
on the latter three chips. There were spike-artifacts presein some of the higher
channels and edge channels due to the high count-rate. The @ency dips are not
re ected in the threshold oor values, but overall small dipersion in threshold oor
values means better trigger uniformity. This is visible in he size of the scatter plots

of threshold oor and channel counts in Fig. 4.19.
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Figure 4.17: Threshold oor value for all N-side channels onl2SSD before and after

iterative algorithm. The variance of the threshold oors wa 2.27 before and 1.17

after.
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Figure 4.18: Trigger counts for all N-side channels from &°| source before and
after iterative adjustment of the channel trim DACs. The trims greatly improved the
uniformity on the rst part of all the chips (the dips). The tr ims allowed a lower global
threshold to be set, which increased overall detection e eincy. A slight drawback
of this is an increased counting rate, which includes arti€és in some of the higher
channels (spikes). Without trims Vth was 100 and with trims itwas 200.
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Figure 4.19: Scatter plot of threshold oor values and numbyeof counts/channel. The
trimmed channels have a tighter distribution overall, but afew high-count channels
due to the higher count-rate artifacts (more in Sec. 4.3.5).
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4.3.4 Flood acquisition considerations

After the iterative routine was run for multiple ( 10) iterations, a ood measure-
ment was made. The purpose of ood image acquisitions is to cover systematic
nonuniformities in the detector response and to see changeshe response over time.
There are several challenges associated with acquiring fgariance ood images with
the DSSDs. To distinguish small systematic nonuniformiti from uncertainty due
to counting statistics, the number of counts in each pixel st be very high. There
would need to be 10,000 counts/pixel to have 1 % variance. Tetgthis many counts
per virtual pixel, over 1 10’ counts/strip would be needed, or 1.02410' counts
total for each side. For a counting rate of 2 kHz, this would ta& 60 days to acquire.
The di culty of acquiring high-count ood images prevents us from seeing small dif-
ferences in ood uniformity, but large di erences are stilldetectable with the human
eye (which may, as it turn out, be the best measure of unifortyi[104]). For example,
it is easy to see the nonuniformity in the two ood images shawin Fig. 4.20, even
though there are on average less than 30 counts/pixel in thenages. So the ood
image uniformity can be visually gauged, or to decouple thgstematic and statistical
uncertainties, the singles events from each side can be dadesed.

To evaluate systematic counting di erences among the chagls it is more accu-
rate to examine the data from a single detector side, which %@ much higher count
numbers than the ood image pixels. By histogramming the pi&l counts we can at
least see if the counts are within the expected Poisson diition (e.g., Fig. 4.36).

The drawback of using the singles data is that the events may anay not be used
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Figure 4.20: Detector uniformity under*?®l ood illumination before (a) and after (b)
iterative trim DAC adjustment. These ood acquisitions weee taken with detector 18
in the test box (Fig. 4.35).

to form a coincidence event; some of the singles are from mo@ the corresponding
trigger on the other side was not generated. To minimize this ect, which would

arti cially in ate the width of the histogram, we make sure that noisy strips are
disabled and the background count rate is low before acquig ood data.

Another requirement for accurate ood measurements is propgeometry. Ac-
cording to clinical gamma-camera calibration standards, point source should be
placed away from the detector at a distance equal to least vémes the detector
eld of view to get a uniform photon ux on the detector [105]. For sources placed
closer to the detector, corrections for the count pro le fd& should be made. The
irradiance from a point source on a detector falls o as cés, where is the angle

from normal at the center of the detector. For a 6.04cm? detector and a source
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placed 29.6 cm away, the largest angle is:
p_
max = arctan (3:02 2=29.6) = 0:143 rad (4.1)

The maximum di erence in irradiance is 10q1-co$(0:143)) 3.0 %. A map of the
irradiance fall o from a point source placed 29.6 cm (the diance from the window
on the test box to the detector) away from the detector is shawin Fig. 4.21. To
see this variation in ood images su cient pixel counts ( 10k events per pixel to
get 1 % variance) would be required to di erentiate irradiace fall o from counting
uncertainty. If the source was placed at the recommended thace of ve times the
FOV, the maximum di erence in the irradiance is reduced only ¥ a factor of two to
1.5 %. The projection of the irradiance map gives an estimatd what the singles
histogram would look like for one side and is shown in Fig. £2Here the di erence
in counts from the edge of the detector to the center is1.5%. Since it is much easier

to acquire high-count singles data, this variation should é easier to observe.

4.3.5 Count-rate related artifact

Above a count rate of 2 kHz per detector side, some clockingatdd artifacts are
introduced into the data stream. With the apertures in placethese count rates are
less likely to be encountered. A stacked detector ood acciiion shows this e ect.
In Fig. 4.23 the front DSSD image (left), which had a count ra& above 3.5 kHz, has
visible hot strips and the back detector, which had a count ta below 2 kHz, does

not have any noticeable hot strips (thus better uniformity)
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Figure 4.21: Normalized irradiance map on a 6.4 énuletector from a point source
placed 29.6 cm away. The maximum di erence in irradiance va¢ is 3 %.

Irradiance Map Projection vs. Strip Number
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Figure 4.22: Normalized projection of the irradiance map (g 4.21), which shows
the expected distribution of counts on one detector side i a point source. The
maximum di erence in counts is 1.5 %. This is the variation o@ would expect to see
in a histogram of the singles events on one detector side withe point source ood
geometry from irradiance nonuniformity alone.
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Figure 4.23: Simultaneously-acquired ood image frorf?®l source. This screen shot
is from a Labview real-time coincidence sorting interfacelhe front detector image,
on the left, has side counting rates above 3 kHz and has notitéa "hot strip' artifacts.
The back detector coincidence image (right) experience lemcounting rates € 2 kHz
and does not have noticeable artifacts.

We examined the list-mode data of the higher count-rate acegitions to look for
any di erences from the lower count-rate data. The hot stris seen in ood images
have correlated high-ADC values. Fig. 4.24 shows the ADC higitams for all channels
on the P-side of a detector. Hot strips have high-energy ADC fai In Fig. 4.25 the
ADC histograms for two channels are shown, one with a high-egg tail (hot strip)
and one without.

The exact cause of this phenomenon is still a mystery, but ibcld be from the dig-
ital clocking signals at high count rates injecting chargever the wirebonds [94]. This
retriggering phenomenon is something ASIC designers try tagvent from occurring.
It could also be that those channels have many noise triggdsscause their threshold
is set too low. Despite these unknowns, we can reduce the fatits by removing such

events with an ADC cut, shown in the gray area of Fig. 4.25. We san ADC window
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Figure 4.24: 2D histogram of ADC value on the P side of detectd8. The intensity

is in a log scale. Inset shows ADC spectrum for channel 960. The high-epetail
is thought to come from clocking-related triggers seen onbt higher counting rates.
Setting an ADC cut around the peak removes the majority of the dit strip artifacts.
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Figure 4.25: ADC histograms for P-side channels with and witdut high-energy tail
artifact. The shaded area shows the ADC cut for channel 960.
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Figure 4.26: Flood image from art?l source without an ADC cut (a), where some
count-rate related "hot strip' artifacts are visible, oodimage with an ADC cut remov-
ing most hot strips (b), and a di erence image showing mostlfot strips remaining

(©).

for each channel by nding the indices of the ADC peak and thennding the actual
FWHM of the peak. ADC values that are three standard deviation®utside of the

peak value are discarded. An example result from this method shown in Fig. 4.26.

4.3.6 Measures of ood uniformity
The National Electronics Manufacturer's Association (NEMA) [D6] standard for

gamma camera performance de nes the uniformity), as

Nmax I\lmin
U= — 100% 4.2
Nmax + Nmin ( )

where Nnax and N, are the maximum and minimum pixel intensity values over a
certain area. With the DSSDs, the rst and last channels on e& side are generally
disabled. The edge channels are also potentially more systdae to pickup from var-
ious sources of EM noise. The rst eighty channels also haveitacts from the bond

pads, which are thought to collect more charge because of dek ects (Fig. 4.27).
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Royle et al. observed similar e ects with Sintef-made DSSO85]. When the unifor-
mity index is calculated for the useful- eld-of-view (chanels 80-1023 on both sides),
it is termed the integral uniformity (IU). To assess uniformiy on a local scale, the
maximum di erence between pixel intensities in a contiguairegion of ve pixels in
both x and y directions is calculated and called the di erengl uniformity (DU). The

ood image is smoothed by convolving it with a nine-point lter:

2 3
121
E 2 4 2
1 21
before calculating either IU or DU. The DSSDs have some disallchannels, which are
removed before smoothing and not included in the uniformitgalculations. The ve-
pixel width for the DU calculation was originally chosen basd upon the size of PMTs
in gamma-cameras [104]. Gamma-cameras with high DUs genbralxhibited \tube"
patterns. With the DSSDs we tend to see inter-chip trigger uformity variations.
The DU could be calculated on a chip-by-chip basis to betteruantify the largest
chip-to-chip dispersion. Results for the NEMA calculation®n detector 18 are given
in Table IV.3. The di erence in IU is signi cant as the hottest strips were removed
with the ADC cut. However, the other values are poor descriptsrof the actual
systematic non-uniformity since the uncertainty due to couting statistics is so large.

For example, if there are on average 26 count/pixel, then theesult would have at

least 1OO’P 26/26 = 19.6 % variation. The results for DU are better than tlis because
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Table IV.3: NEMA uniformity performance measurements on detg#or 18 ood im-
ages before and after trim masks. The IU change is signi canbut the DU values
are mostly, if not completely determined by counting statiscs.

Condition U Mean DU P Mean DU N
Trims 64.9 % 17.0 % 16.6 %
Trims & ADC cut 36.8% 16.2 % 16.1 %

the lter slightly improves the uniformity.
—100
190

180

0 20 40 60 80 100

N
Figure 4.27. Zoomed ood image showing nonuniformities arad bond pads. The
charge collection in these region is di erent than the restfdhe detector likely because
of the size of the bond pads. Eight rows of bond pads extend umoughly the 80th
channel on two sides of the DSSD.

Table IV.4 contains the ood data statistical analysis on thesingles histograms
for three detectors and two di erent sources. Fof**Am, the trims not only increased
the detection e ciency, but also unfortunately increased he trigger nonuniformity.
For example, P19 has its e ciency increased by over one-huretl percent, and the
rst two chips are put in line with the others (Fig. 4.28), but the overall dispersion
is still slightly worse. 2*!Am has signi cantly lower energy photons than'?®l, which
is responsible for the greater nonuniformity (since the tisholds must be set closer

to the threshold noise oors). The results fort?l were more promising, and match
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Figure 4.28: Detector 19 ood images frorf**Am before (left) and after (right) trims.
With the thresholds trimmed it was possible to set a lower ghlmal threshold, which
doubled the number of coincidences from 1507994 to 32726%Be trimmed threshold
was low enough so low-energy x-rays frofttAm were counted.

up with previous interpretations of ood data (e.g., Fig. 420). An example of the
singles histograms fot?°l on P19 is shown in Fig. 4.29. We conclude that the current
trimming method is marginally useful for2**Am, but successful for improving the
uniformity for 2°I, our main isotope of interest. Higher energy photons will pduce
better trigger uniformity in general. Bare?°| will potentially even look better than
from the Oncoseed, which produces many low-energy x-rayshél standard deviation
values for the!?d| singles' histograms are so large because there are high ritenate

artifacts present, and they were not excluded from the cal@ation.

4.4 Detector stability
Perfect triggering uniformity is not required so long as thdriggering rates are
stable. Precision is more important than accuracy, since neuniformities can be

accounted for if they are consistently present, but we do watb maximize detection
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Table 1V.4: Statistics on singles data from detectors 20, 1&nd 19 from ood illu-
mination before and after trims. 2!Am was used for all three detectors. The trims
increased the e ciency in all cases, but actually increasethe dispersion. 2° was
used as a ood source for detector 18 and 19, and this time theciencies dropped
slightly after trimming, but so did the dispersion (standad deviation). All parameters
were calculated only for channels with counts 10.

Side/Trims Mean Median Mode Std. dev. Kurtosis Skewness

241Am
20N/no trims  1.12e4 1.17e4 1.14e4  1649.61 24.64 -3.98
20N/ trims 1.28e4 1.31e4 1.31e4 1744.16 36.01 -5.22
20P/no trims  1.12e4 1.17e4 1.14e4 1649.61 24.64 -3.98
20P/ trims 1.28e4 1.31e4 1.31e4 1744.16 36.01 -5.22
18N/no trims  9.05e2 9.04e2 9.62e2 120.59 25.39 -2.27
18N/ trims 1.51e3 1.51e3 1.62e3 189.52 32.05 -4.05
18P/no trims  1.10e3 1.15e3 1.19e3 213.57 10.94 -2.01
18P/ trims 1.98e3 2.00e3 1.96e3 344.78 19.57 -3.22
19N/no trims 2.52e3 2.50e3 2.36e3 270.04 38.24 -0.15
19N/ trims 5.28e3 5.33e3 5.15e3 703.40 23.44 -3.21
19P/no trims 1.72e3 1.82e3 9.03e2 560.99 2.31 -0.36
19P/ trims 4.15e3 4.21e3 4.07e3 681.65 11.03 -1.52
125|
18N/no trims 8.37e3 8.52e3 8.22e3 1111.70 40.03 -5.34
18N/ trims 7.83e3 7.95e3 7.71e3 1018.72 44.02 -5.85
18P/no trims  9.04e3 9.15e3 9.07e3  1694.93 24.89 -2.21
18P/ trims 8.51e3 8.69e3 8.81e3 1515.56 25.50 -3.68
19N/no trims  1.63e4 1.62e4 1.60e4  2093.83 53.09 0.75
19N/ trims 1.53e4 1.52e4 1.51e4 1672.46 49.83 -2.79
19P/no trims  1.52e4 1.50e4 1.42e4 4319.34 128.84 8.69
19P/ trims 1.35e4 1.36e4 1.35e4  1969.53 39.59 -2.34
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Figure 4.29: Histogram of smgles fron’i25 ood on 19 P-side before and after trims
(data in Table 1V.4). With iodine the trims lowered the e cien cy slightly, but greatly
reduced the dispersion in counts among the channels.

e ciency. One known source of system instability is temperare variation. Other
sources can be external, such as from light, mechanical \akiobns, and ripple on
the power line. There are also potential internal sources aifterference (and thus
instability) on the detectors boards themselves, such asdhreadout clocks inducing
false triggers. This section includes e orts to maximize dector stability and results

from stability measurements.

4.4.1 Temperature control

Stable operation is essential for detector measurements)daa big source of in-
stability is temperature variation. The ASIC chips produce lkeat, which warms the
surrounding material and detector crystal. Heat travels though the wire bonds onto

the bond pads of the detector strips, increasing the leakageirrent. The various
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ampli er gains and o sets also change with temperature, sd is important to ensure
constant temperature, especially during data acquisitionWe explored several meth-
ods for temperature control, and also found that the room teperature can play a
big role in detector stability.

In his book on semiconductor detectors[98], Spieler dersva relation between the
leakage current and temperatureT,

I / T2%exp ;(—QT (4.3)

wherek is Boltzmann's constant andE, is the bandgap energy of the detector
material (1.12 eV for silicon). The ratio of leakage currenat temperaturesT; and

T, is

Ir(T2) _ T ° E, . T

= JR— e -
R(T) . T. 0P % 1T

(4.4)

Without any form of cooling, the temperature within the detetor box reached
49 C. With high-end, PC-fan forced-air cooling the temperatug stabilized around
36 C when the room temperature was 29.5C. As temperature increases, it is easier
for charge carriers to gain enough thermal energy to jump thieand gap, increasing
leakage (or dark) current. Noisy channels will trigger moreral potentially swamp
the system output (around 300 kHz). This creates large outpules (if acquiring
list-mode data) and causes real events to be lost amid the st% dead time. Reduc-

ing the temperature by 13 C lowers the leakage current to two thirds of its original
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value, as can be seen in Fig. 4.30. Greater levels of coolingrexponential de-
creases in leakage current. Thus, our rst attempt looked atooling the detectors
below room temperature. K-type thermocouples (Omega) wetaped inside the cam-
era head boxes. The thermocouple wires were attached to a Matal Instruments

thermocouple module that connects to a computer via USB.

Fraction of Dark Current at 49° C

0 ‘ ‘ ‘ e .-

0 10 20 30 40 50
Reduction in Temperature from 49 C

Figure 4.30: Leakage current vs. temperature reduction astenated by equation 4.4.

We investigated using gas from liquid nitrogen (LN2) boil-o to cool the detectors
and ASICs. While this approach easily lowered the temperatarin the box, our setup
made it di cult to reliably control the temperature. As the vo lume of LN2 decreased
in the dewar, the ow of cool nitrogen gas also decreased, dtettemperature would
creep up unless the valve was further opened. Furthermoregviaad to be careful to
avoid condensation on the detector board. The cooled box wasught up to room
temperature slowly by reducing the ow of gas. This preventk moisture in the air
from condensing in the box as long as inert nitrogen owed. Tavoid engineering

a ow-controlled cooling system, and to avert recurring cds from a consumable
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commodity, we used fans to blow room-temperature air acro$ise detectors. Plus,
the reduction in the common-mode noise (pedestal width dung auto-trigger readout)
was small, indicating that noise in the system is not dominatd by leakage current.

Inlet and outlet holes were machined into one plate of each téetor box. The
inlet hole is large enough to cover both detector boards. Heselamp onto machined
aluminum boxes which protrude from the detector boxes, and@connected to high-
volume PC fans. A hose is also attached to the outlet box so asprevent any outside
light from entering the detector boxes. We achieved temperae stability (without
respect to the room) by using forced air cooling.

Room temperature shifts of up to 4 C were observed in the Peterson lab. This
lab is directly connected to the building air handler, so thdemperature tends to
uctuate with the outside temperature. A plot showing a decease in temperature as
the night progresses is shown in Fig. 4.32. Temperature clges as low as 1C can
change the detector triggering rates, as displayed in TabVI5. The uctuations in
the room temperature caused the shift in triggering rates othe detector N-sides.
Why the N-sides on both detectors displayed a larger triggeg rate change with
temperature changes than the P-side is not known. The N-sides DSSDs are in
general noisier because of the more complicated strip sttue (P+ stops between
N+ strips).

Moving the detector system to the small-animal imaging lamithe VUIIS building
improved overall temperature stability. The lab temperatue uctuated, but the range
was not as wide (roughly 3C compared to 5 C). An example plot of the small-animal

lab temperature is shown in Fig. 4.32. The DSSDs have operdtm the small-animal
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Figure 4.31: Temperature vs. time in the Peterson lab (S1408:dical Center North)).
Data was measured every minute. The acquisition processigéal in the early evening

and the temperature decreased in the lab through the night.

Table 1V.5: Detector triggering rates vs. lab temperature. od data were acquired
for 30 min with a 60 min break in between for a total of ve acqusitions. The table
values are all in kHz.

DSSD Side 30 min 120 min 210 min 300 min 390 min

P19 1.12 1.13 1.13 1.13 1.13
N19 1.18 1.15 1.13 1.09 1.06
P18 0.71 0.71 0.71 0.71 0.71
N18 0.70 0.69 0.68 0.66 0.65
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lab for months at a time without major stability problems. At most, some thresholds
need to be slightly adjusted and ASIC masks re-downloaded t@laeve previously-
seen triggering rates for a given source. Given the range @miperature-sensitive
components in the detector system, and the fact that these tdetors are operating
at room temperature with some amount of leakage current, thilevel of stability was

deemed acceptable.

0 200 400 600 GO0 1000 1200 1400 1600 1870

Time (G0s)
Figure 4.32: Room temperature variation in the small-animamaging lab. The red
trace is for camera head 1, white for camera head 2, and the gmefor the ambient

room temperature. Data was acquired every minute.

4.4.2 Sequential-day ood acquisitions

Flood acquisitions were acquired with detectors 18 and 19muing simultaneously
on sequential days in a stacked con guration. Detector 18 wan the back position,
and 19 was in the front. A1°°Cd source was placed approximately 35 cm from the
center of the front detector. Thresholds were adjusted sodtchannels triggered below
the 22 keV x-ray. During each 417 min acquisition the tempetare remained stable
within 0.5 C. In the rst acquisition there were 17 N-side channels and 3B-side

channels disabled. The second acquisition required a larghunk of N-side channels
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to be disabled (25 total). To compare these measurementsgtnumber of triggers on
each side of detector 18 were histogrammed for each channBhe mean counts per
channel (nonzero count-channels) on the P-side data weres2. 10> and 2.61 10°,
and on the N-side the means were 2.520° and 2.53 10°. The percent di erence
and associated uncertainty were then calculated.

The uncertainty of the calculation is found from the error popagation formula
[107], which gives the uncertainty (standard deviation) oA measurement that is
a function F of two measurement setsN; and N, (or any number of independent

variables), to rst order.

S
@F *\ ., @F°
= — N+ —— N 4.5
F @N 1 @M 2 ( )
The percent di erence calculation is simply:
N: N
PD=200 —= : 4.
0 N,+ Ny "° (4.6)

The uncertainty in a given channel's counts is, according t&oisson statistics,

N, where N is the number of counts. Solving forpp with Eq. 4.5 yields:

400 @

PD = W NiNZ + NoNZ: (4.7)

Figures 4.33 & 4.34 show the stability data with the associatl uncertainty. The
central line is the mean, and the surrounding lines are the B&nd 3- levels. The

N-side performs as well or better than that predicted by stastics, with 68% of
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channel-count-di erences falling within 1, and 99.6% falling within 3. The P-side
peforms slightly worse, but this is largely due to lower-cauling e ciency in the last
chip, which has lower gain. The e ective threshold for that kip needs to be moved
relative to the other chips. Both sides show very good staliyt over one day, with
most channels having less than 5% di erence between-day Isiity.

Successive-Day Stability

10

w 7\_“ . - e i ; . .4-

Percent Difference

-10 ¢

-1 L L L L L
5 200 400 600 800 1000
Detector 19 N-side Channel

Figure 4.33: Detector 18 N-side percent di erence between dawsuccessive-day ood
acquisitions for all channels. The 1 (68%) and 3 (95%) levels are drawn around
the mean percent di erence. 68.0% of the channels were withi and 99.6% were
within 3 .

As mentioned before, eight more channels on the N-side had to disabled before
the second acquisition began. These channels were trigggrion noise and would
have otherwise used up the system bandwidth if left enabledt is not clear why
these channels started triggering since the temperatureayed relatively constant near
the detector frames. The N-side has been observed to drift neowith temperature

(Fig. 4.31 and Table IV.5). As the temperature decreases, thedgering rates on the

N-sides also decrease. The phenomena of a few channels sugdegggering at high
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Figure 4.34: Detector 18 P-side percent di erence betweewad successive-day ood
acquisitions for all channels. The 1 (68%) and 3 (95%) levels are drawn around
the mean percent di erence value. 63.4% of the channels wevéghin 1 and 97.6%
were within 3 .

rates has been seen many times. Generally one enables as ntiaaynnels as possible,
which works for one acquisition, but then some of the chanrsektart triggering on
noise, so they must be disabled again. Channels found noissvén if only once)

should be disabled permanently since they exhibit low trigging stability.

4.5 Detector e ciency
The silicon DSSDs are only practical for photon imaging up taround 50 keV
because of their low stopping power (low-Z (14) and low-detys(2.33 g/cm?)). Stack-
ing these detectors boosts the total system detection e creey without signi cantly
altering the point spread function (PSF) on either detectar This section consists
of three parts: a Monte Carlo simulation, measurement of argjle DSSD intrinsic

e ciency, and analysis of coincidence sorting e ciency. Tdal detection e ciency for
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a DSSD includes the loss associated with coincidence sagtias some good events
are always discarded if one detector side has a higher trigigg rate than the other.
Some events can also be discarded by using the ADC informatiassociated with
each event. This can help remove events from noise and scafean appropriate
energy window is selected.

Detector e ciency is important to know for a number of reasos. If the measured
e ciency is far from the theoretical prediction, then we canlook for and reduce sources
of ine ciency, such as too-high thresholds. The intrinsic @étection e ciency is de ned
as the number of detected photons divided by the number of ptams incident upon

the detector:

N detected
intrinsic = : (4-8)
N incident

The number of incident photons is given by the solid angle stémded by the detector,

/4, times the number of emitted photons, N:

N: (4.9)

Nincident T
N is a product of the activity, A (Bq), acquisition time, t (s), and a factor, P, giving the
number of photons emitted per decay. P is 1.05 for1°°Cd because'®Cd emissions
include a 3.6% 88 keVV gamma-ray and 99.4% 22-26 keV Ag K x-rapfys a few other
low-probability emissions that sum to 1.05 photons/decay.

The solid angle subtended by a square detector makes a foidesl pyramid shape.

An analytical expression for a point source perpendicular e center of the detector
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face is [108]:

=4arcsin P ; (4.10)
@E+ P@d+ ?

where d is the distance from the detector to the point sourcgnd and are
the side lengths of the base of the pyramid (detector side Igihs). Since the DSSDs

are square, the equation simpli es to:

= 4 arcsin e+ 2 : (4.11)

MCNP5 [109], a general purpose radiation transport code, wased to check
eg. 4.11. The distance, d, between the detector and point soa was changed and the
detector side length, , was kept at 6.0 cm. The detector and source were surrounded
by a vacuum in the simulation to better match the analytical alculation. The point
source isotropically emitted 1 billion'°*Cd photons for each simulation. Pulse height
(F8) tallies were used to estimate the solid angle and the mmsic detection e ciency.
The F8 tally gives counts per emitted photon in user-de nedreergy bins. The rst
bin (called the bin) of the tally contains all of the photons that were incidat upon
the detector but did not interact. The summation of all of thebin values (including

) yields the solid angle (what fraction of isotropically entted photons are incident
upon the detector). The summation of the real energy bins doded by gives the
intrinsic detection e ciency. Since the detector has a lowenergy threshold near
15 keV, energy bins below 15 keV in the simulation results wenet included in the

summation. There were not many counts in the low energy binanyway. Table 1V.6
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Table 1V.6: Solid angle results from the analytical expressn (eq. 4.11) and Monte
Carlo simulations. The bottom row contains results for the gometry of the experi-
mental measurement.

(cm) d (cm) Analytical MCNP5 % Di erence
14 14

6 1 3.564 10 ! 3.555 101! 0.065

6 10 2.63110 2 2.626 10 ° 0.045

6 20 7.005 10 3 7.044 103 0.139

6 30 3.152 103 3.135 10 3 0.133

6 40 1.780 10 ° 1.771 103 0.128
6.04 29.6 3.27910 ° 3.286 103 0.053

contains the results from the calculations and simulationfor the solid angle. No
MCNPS5 result has a di erence from the analytical result grear than 0.2 %. Thus,
the analytical expression was deemed trustworthy and usedtér in error analysis
calculations.

The MCNP5 geometry was modi ed to better model the real expement, which is
shown in Fig. 4.35. The source was placed on the test box emica window, which is
centered directly over the detector 29.6 0.5 cm and is the visible black circle in the
rightimage. The detector size was increased slightly to 3@ cn?. Air was included to
incorporate the small attenuation low-energy photons expience as they travel from
the source to the detector. The fraction of emitted events @ident upon the detector
is reduced by 1 % when air is included (Ncigent reduces from N3.286 10 % in a
vacuum to N 3.248 10 2 in air). With the 15 keV energy threshold, MCNP5 vyields
an intrinsic detection e ciency of 1.568 10 */3.286 10 3 = 47.7 %.

The source used in the e ciency measurement was a 3.0 mm-diater thin disk

of 199Cd (Model GF-109-M, Isotope Products, CA). The cadmium is degsited in a
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Figure 4.35: Photograph of detector test box without (left)and with (right) light-
tight lid. The black circle in the right photograph is the window used for point source
ood measurements.

thin layer less than 0.5 mm thick. The source activity was 324kBq 3.1 % on Jan.
1st, 2004. Closed-form expressions for the solid angle aftdbuted sources seldom
exist, but a point source approximation can be made. The dimnce in solid angle
subtended by a detector from a disk source versus a point soeris less than 1 %
if r  0.1D, where r is the disk radius and D is the source-detectorstance [110,
page 354]. So a point source approximation can be made as lasgsource-detector
distance is at least ve times the diameter of the largest soce dimension. In this
measurement the source-detector distance is roughly onenlkued times the source
diameter.

Detector 20 was used in the test box for the e ciency measureents. Flood data
was acquired for 416.7 minutes. The The N-side had much bettgigger uniformity
(as seen in Figs. 4.36 & 4.37). The P-side had signi cant trgring nonuniformity

across channels and chips. The better trigger uniformity othe N-side also gave it
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better detection e ciency. 6.73 1 events were detected on the N-side, and 5.99(°
events were detected on the P-side. The total number of cosnin the coincidence
image was 5.48 1P, so some good N-side events are being discarded because tioey d
not have matching P-side events. The nonuniformity indicas that some channels’
thresholds are too high. The other possibility is that the cannels with higher trig-
gering rates are triggering more because their thresholdseaset below the electronic
noise oor. Before acquiring data the source was removed atfte counting rate was
5 Hz total for both sides, so it is unlikely that the nonunifornity is due to excessive
noise triggers. It is likely the former option: some channglre not fully triggering on
real events, causing an overall decreasing in detection eency. Background events
are mostly thought to come from cosmic rays and naturally oacring radioactive iso-
topes found in the lab paint, concrete, etc. So for the e cieay estimate, the side with
the best uniformity is the side whose total number of eventsewse in the calculation.

The equation for intrinsic detector e ciency with the solid angle included is

- Ndet
int N -
N qor-
= LR (4.12)
N arcsin (zpz—)
And the uncertainty associated with i is
S 2 2 2 2
= @int Ndet:z + @int N2 + @int d2 + @int 2
@ Net: @N @d @
(4.13)

The errors for each variable are given in Table IV.7. The acaition time, t,
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Figure 4.36: Coincidence image fron?°Cd ood acquisition. The N-side displays

much better trigger uniformity than the P side, as it almost § completely within the
bounds of the Poisson distribution based on the mean counts.
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Figure 4.37: Histogram of strip counts for N- and P-side of dettor 20. 4.37(a)
contains the N-side histogram and 4.37(b) shows the P-sidetda The distribution
in N-side counts falls much closer to the expected Poissontdisution (red curves)
than the P-side.
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and photons/decay constant, P, are assumed to have very Igt error. The source
activity has a tolerance of 3.1 %, which carries through to # the uncertainty in
N. The number of emitted photons, N is assumed to have %W uncertainty since
photon decay is a Poisson random process. The uncertaintytivihe source activity
dominates the Poisson counting uncerainty for large value$ N. The total uncertainty
for N is calculated by adding the relative errors in quadratte, then converting to an

absolute error in N.

Vv
u p_*2
100 N .
No, = t —N +(3:1%Y (add relative errors)
No,
N = 100 N (convert back to absolute error) (4.14)

Table IV.7: Sources of error in detector e ciency measuremeén

Variable Abs_ Error () Error Source
Nget: " Nget Counting statistics
N see Eq. 4.14 Mostly activity
uncertainty
d 2 mm Multiple ruler
measurements
2 mm Possible frame

occlusion of DSSD

There were 27 disabled strips on the N-side, so the expectednher of singles is

(997/1024)0.477Nincident - Nincident Should be reduced by roughly 1 % because of air

Table 1V.8: Detector e ciency measurement values.

Acg. Time (m) # Decays N (photons) 14 Nincident Nget:
416.675 4.81410° 5.084 10° 3.286 10 °® 1.671 10' 6.73 10°
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attenuation. The calculated Nycigen: iS then 1.654 10’ photons. So the number of
expected singles is (997/1024).4771.654 10’ = 7.683 1(P. The actual number of
singles was 6.731(P, making the measured e ciency 6.73 10°/1.654 10’ = 40.8 %.
Since a background scan was not taken after the source acgios, we could not
subtract any background contribution, though it has been okerved to be low (around
6 cts/s for one detector side). If we assume that average bgckund rate, it reduces
the e ciency by less than 1 %.

Solving the partial derivatives of equation 4.13 in Matlab ad using the results of

Tables IV.7 and V.8 gives the measured e ciency and its uncedinty:

I\Idet:
int  — . int
N arcsin (o)

4075 462 % (4.15)

The measured intrinsic e ciency (eq. 4.15) is reasonably ate to the expected
value based on the MNCP simulations (47.7 %). Three main fac®could cause a
decrease in the e ciency: charge-sharing among strips, $gs dead time, and attenu-
ation in the thin inactive oxide layers and metal strips on tle surface of the detectors.
Charge-sharing is more evident in adjacent-strip ADC histagms for higher-energy
photons. This follows in that the higher-energy the gammaay, the larger the num-
ber of electron-hole pairs produced. Since the charge cloigdinitially larger, there
is greater chance that the charge induced on the strips willebshared among several
strips as the cloud drifts, diuses, and self-repulses. If amy events were charge-

shared, we would expect to see an abundance of triggers froeighboring strips in
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the list-mode data. If we histogram the N-side sequential-eat address di erence,

we see the distribution of events shown in Fig. 4.38. Thereeamore counts in the

lower address-di erence bins than the higher bins becausktbe combinatorics of the

calculation. It is more likely for two randomly selected adaesses to have a di erence
that is small. For there to be a large di erence both addressehave to come from
opposite ends of the range. A spike would be present in bin 1ltifere were many

double-triggers from charge-shared events. The spike thappears to be in bin 1 is
actually in bin 0 (same sequential channel) and is predomintly from noise triggers

on channel 25 (the bump in Fig. 4.39). Since the distributiom addresses is random,
we conclude that the majority of the counts in the e ciency masurement are from

single photons with charge not shared among strips.

Losses due to dead time increase at higher counting rates. élfraction of events
lost to dead time (using the equations and model described $ec. 4.7.1) for a 269 Hz
signal is only 0.36 %. This moves the experimental e ciencylightly closer to the
simulated e ciency, as would including losses from inacte layers in the DSSDs not
modeled in MCNPS5.

We repeated the intrinsic detection e ciency measurement wh the same con g-
uration, but this time included a background scan. The restd are summarized in
Table 1V.9. The acquisition was for half the time since the ear from the counting
statistics is dwarfed by the other uncertainties.

There were 23 disabled strips in the second e ciency measunent. The calculated
Nincigent 1S 7.26 10° photons. The number of expected singles is 3.380°. The count

histogram and background counts are shown in g. 4.39. The rasured e ciency is
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Figure 4.38: Histogram of sequential-event address di erees on N-side of detector

20. The histogram of the measured events and randomly-geatd events are plotted.
The only di erence between the two distributions is a spike ta0-channel di erence
in the measured data, which is from a noisy channel inundatinthe data stream.
Fewer counts are in the high-value bins because of the comdttorics of the problem:
it is less likely to have two events with sequential-addresdi erence of 1023 (two
possibilities) than it is for a di erence of 1022 (four poshilities) and so on.

Table IV.9: Second intrinsic e ciency measurement with detetor 20 N-side. The
data was acquired on 06/01/2009, the source activity was @Z MBg 3.1 %, and
the geometry was the same as in the rst measurement.

Acg. Time (m) N (photons) /4 Nincident Nget: Npbackground
208.333 5.0841¢° 3.286 10° 7.26 106 3.12 1¢¢ 5.31 10
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the number of singles minus the number of background counts/aied by the number

of calculated incident photons:

312 106 531 10

. ) — . . 0
int o5 10 42:84 462 % (4.16)

This second measurement with the error is just under the intisic e ciency from

the simulation.
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Figure 4.39: N-side singles histogram frot?°Cd ood acquisition and background

scan. The acquisition time was 208.3 min.

We measured the intrinsic detection e ciency of the N-side obne detector, which
still had the best trigger uniformity of the two detector sices. The thresholds were set
well below the 22 ke\VA%Cd x-ray, but not low enough to receive many noise triggers.
Gamma-ray interaction positions are determined by combing the data from the two
independently-triggered sides, some total e ciency is lasn the sorting process. Since

the P-side trigger uniformity was less than the N-side, some $ide events did not
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nd coincidence pairs. So the coincidence detection e ciasy is limited by whichever
side has the lowest true (not background or noise) singlesea Thus, the coincidence
e ciency for a DSSD is usually less than the e ciency for an usegmented silicon
crystal. Coincidence e ciency in part depends upon the windw with which the list-

mode data are combined into coincidence pairs. Determinati of an optimal sorting

window is given in the next section.

4.6 Coincidence sorting e ciency

Two measurements were made to determine the best coinciderwindow. In the
rst experiment, thin pieces of tungsten were placed over thdetector so only a narrow
slit permitted gamma-rays. Data was acquired from &2°1 Oncura Brachyseed. In
the second experiment a mask with two 1 cm diameter holes wasde in a sheet of
molybdenum.

In both experiments, coincidence images were made for a esrof di erent coinici-
dence window times. Then counts were summed in several ref interest (ROIS).
In the slit image, counts were summed in the slit-projectiomrea, and in a region
where there should have been no counts. For the two-holes, ROwere selected
around the hole projections and the regions intersecting ¢hhole-axes, where mis-
placed coincident events would appear. Example projectisrcreated with low- and
high-coincidence time windows are shown in g. 4.40.

Event position information comes from independently-opating detector sides, so
if one side is triggering more e ciently than the other, there will be fewer coincidence

matches made than if both sides trigger equally. The optimabincidence window was
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Figure 4.40: Projection images from two-hole mask in a thin olybdenum sheet and a
125 Oncura Brachytherapy seed. Coincidence sorting algorith used a 2.5 s window
(a) and large, 2.5 ms (b) window. Mis-assigned coincidenceeats are seen in in the
square-shaped regions in (b), which form as the extent of tleircles. A very large
coincidence (large enough to have rollovers in the time st@s$) window is needed
to have signi cant numbers of mispairings, indicating the obustness of the sorting
algorithm,

de ned as the window that produces the maximum number of ovall coincidences
and the highest ratio of true to false coincidences. The twmele data shows an
optimal window in the range 50-300 coincidence clock unitd.25-7.50 s). In g.
4.41, the ratio of true to false events plateaus near 1.2%, which is also near where
the number of total coincidences reaches a maximum. The dlomns at 40 MHz, so
a single clock unit is 25 ns. Singles events were subsequestrted with a window of
150 clock units, or 3.75 s. For two events to be in coincidence, their coincidence clo
di erence must be less than 150 (no xed window requirementnd the millisecond
time stamp must be the same.

Noise triggers are likely to be discarded in the sorting prosge. A noise trigger
generated on a strip on one side of the detector does not in@ua signal on the

opposite detector side. For noise triggers to make it into #hcoincidence image, they
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Figure 4.41: True events (those within the circle), false ents (those in the mis-
matched areas), and total coindidence events vs. coinciadenwindow time.

have to be paired with a real trigger from the opposite side #t happened to occur
within the sorting window. If the thresholds are set low enagh on both sides, real
photon absorption events (above 10 keV) should produce triggers on both DSSD
sides, so the time stamp from both events is likely to be clasgether than a noise
event with a random time stamp. The singles and coincidence ADhistogram for a
single channel shown in Fig. 4.42 illustrates this e ect. Té small peak at the left is

due to noise triggers and most of these events are discardadhe sorting process.

4.7 Timing Properties
We already determined an optimal coincidence sorting windoin Sec. 4.6. Here
we explore several of the other timing properties of the dettr system. The timing

resolution is found by binning the time di erence between docident P- and N-side
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Figure 4.42: P-side channel's ADC spectra before (left) andter (right) coincidence
sorting. Counts from electronic noise are present beforerting, but those events are
largely discarded because events with corresponding tirs&mps do not exist on the
N-side.

events. The FWHM of the resulting distribution is a measure ofhe system timing
resolution. We found that the resolution varies with count ate and photon energy.

For a lower count rate, like that experienced during the e cency measurements
with the °°Cd source, the FWHM of the coincidence di erence histogramlge timing
resolution) was 950 ns. Fig. 4.43 shows the timing resolution peak for all girpairs
and Fig. 4.44 shows the peaks for each chip-pair, with the PHp value on the y-axis
and N-chip value on the x-axis. The contribution to the overdltiming resolution is
about the same for each area of the detector.

In all cases, the P-side data has slightly larger time stampso the timing peaks are
shifted to the right for the P minus N time di erence calculaion. The P-side collects
the holes, which drift at roughly one third the rate of electons in the DSSDs, so their

slower drift time could explain the later time stamps. Somekat countering this e ect
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is the fact that slightly more photons interact closer to theP-side. The detector is
illuminated from the P-side, so more photons interact clos¢o that side and those
holes have shorter drift lengths. The o set from zero is roddy 750 ns. The charge
collection time in the DSSDs is an order of magnitude less thahis, which indicates
that some other process is causing the o set. Similarly, we ade measurements of
the timing resolution when the detector was biased at 300 ardDO V. There was
no obvious di erence. Thus, the large timing resolution isikely due to the readout
electronics and not the detector charge collection. The oet is likely a discrepancy
between the time-walk on the fast-ampli ers of both sides. ime-walk will get more
scrutiny in the following sections. The o set is not a problen as long as an adequately

wide coincidence window is set.

x 10"

12

Counts/25 ns Bin

-3000 -2000  -1000 0 1000 2000 3000
Time Difference (ns)

Figure 4.43: Histogram of time di erences between coincidea event components
from low count rate data. The FWHM of the peak is 750 ns. This dat is from the
e ciency measurement (Fig. 4.36).

The level-set discriminators contribute to the timing reshution. Fig. 4.45 shows
a diagram of the time-walk e ect on timing resolution for thelow- and high-energy
peaks of?**Am. In the diagram, three pulses are shown that come from thedaamp.

The rst pulse's amplitude is less than the discriminator thheshold (Vth) so no trigger
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Figure 4.44: Chip-by-chip histograms of time di erence dat. The origin is in the
lower left (PO,NO). The x-axes extend from -3 to 3 s (just like in Fig. 4.36) and
the y-axes are normalized to the maximum counts in the ASIC-jratime di erence
histograms.
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is generated. The second and third pulses trigger the distinator output when the
leading edge of the pulses cross the threshold (Vth). The ting of the output pulse
is dependent on the amplitude and the rise time of the input ghals. There is \time
walk" of the signal trigger with respect to the beginning ofhe input pulse, so pulses
with higher amplitudes produce triggers sooner than thoseitl lower amplitudes.

The events in Fig. 4.45 are histogrammed from a single chip ipg128 x 128
channels) and divided between high and low-energy eventshd FWHM of the high-
energy timing spectrum is 500 ns, but in the low-energy spectrum it is signi cantly
higher, implying that the time-walk di erences between thetwo detector sides are
greater for low-energy pulses. The time walk e ect propages to the accuracy of
the sample-and-hold readout of the slow-shaper amp. Sindeettriggers are issued at
di erent times depending on the energy, the readout of the @lv amp may be before
or after it has fully shaped the pulse, which blurs the overbénergy resolution. The
energy threshold e ects the amount of time walk, and the holdelay can be tailored
for the energy of interest. If the threshold is high, then ogllarger pulses, which cross
threshold sooner, cause triggers. If Vth was lowered, the nigvaccepted low-energy
triggers cross the discriminator threshold later. Meanwkhe the slow shaper has had
more time to reach its peak, so the hold delay should be lesstims case. Hence there
is a need for an optimal hold delay based on the energy of ingst.

Use of constant-fraction discriminators instead of leveks discriminators would
remove the time walk degradation in timing and energy resdion, but they are power

hungry and would have placed additional constraints on theeasign of the ASICs.
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Figure 4.45: Timing resolution for the low-energy (left) ad high-energy (right) peaks
of 241Am from the events of one DSSD chip pair. The timing resolutiois shorter for
the high-energy peak due to time walk in the discriminator aput, illustrated in the
cartoon at the top where the larger pulse crossing Vth soondndn the smaller pulse.
The diagram is modi ed from Ortec literature.
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4.7.1 Count rate capability

Count rate capability is an important characteristic of deectors in small-animal
SPECT since a lot of activity can be in the eld of view. It becones even more
important when high-sensitivity apertures are used, suchsacoded apertures.

At higher count rates hot strip artifacts appear in the coin@dence images. Some
strips produce more triggers than their neighbors, inundatg the system output and
a ecting the timing resolution. An example high-count rate ood image from an'?°|
source is shown in Fig. 4.46. This detector had not been trimed so the uniformity
was poor in addition to the count rate related artifacts. Thetime-di erence between
coincidence pairs histogram (Fig. 4.47) is more complicaevith this data. The noisy
channel events are spaced in a more consistent way than thalrevents, which adds
nodules and spikes to the time-di erence histogram. This iseen in Fig. 4.48, where
the chips with more noisy triggers have not only more countsulb more structure to
the histogram shape. The noisy channels create a worse timinesolution with a
FWHM of 2000 ns. The time stamps are generated after the triggeand ADC values
have been read out and sent to the CROB. The time between triggand time stamp
likely adds to the width of the timing resolution. The hot stiip artifacts could show
up in the higher channels because of the readout order of thieannels (from high to
low). If during a readout cycle only a certain number of triggrs are readout, at high
count rates that means that some low-channel triggers willat be read.

For SPECT applications, the timing resolution is not of critcal importance since

the counting rates are typically much lower. Reducing or lering the noisy channels
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at higher counting rates is important for trigger uniformity and correctly assigning

coincidence pairs.
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Figure 4.46: Coincidence image produced from high $ kHz/side) countrates. Hot

strip artifacts show up in the higher channels likely due to &locking readout order
from high to low strip numbers.
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Figure 4.47: Histogram of time di erences between coincide@ event components

from low count rate data. The FWHM of the curve is 2000 ns.

4.7.2 Dead time measurement
In almost all detector systems there is a minimum time that mst expire between
two events for them to be recorded as two pulses [107]. Thisead time™ can arise

from processes in the detector or in the readout electronicSince radioactive decay
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Figure 4.48: Chip-by-chip histograms of high count ratex 5 kHz
data. The origin is in the lower left (PO,NO). The upper right tiips have the most
signal and the most hot strip artifacts.
the y-axes are normalized to the maximum counts in the ASIC-jratime di erence

histograms.
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is a random process, there is always a chance that some evenil be lost to dead
time, but dead time losses can become quite high with greateounting rates. In
SPECT the counting rates never get too high because the caoilator attenuates the
vast majority of emitted photons. However, with large amourg of activity in a small
FOV with multi-pinhole apertures, there is a possibility that signi cant losses could
occur. Thus, we used a standard technigue to measure the ®yst dead time and
characterize the system response.

Most detector systems can be described by either a paralyzalor non-paralyzable
model for dead time. As the name implies, a paralyzable systanobserved counting
rate decreases as the actual counting rate increases, eigety choking on the data.
In the nonparalyzable system, true events that occur durinthe dead period are lost,
but have no a ect on the operation of the detector.

For a nonparalyzable detector, the fraction of all time thatthe detector is dead
is the product m , where m is the recorded count rate and is the system dead
time [107]. The rate at which true events are lost to dead tims nm , where n is the
true counting rate (with no losses from dead time). The di eence (n-m) is another

expression for the loss rate of true events, so:

n m=nm: (4.17)
Solving for n yields:
m
= 4.1
n 1 m (4.18)
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The paralyzable model is given by Knoll as:

m=ne " : (4.19)

With a hold delay of 75 clock units (1.875 s), the minimum time between events
(dead time) is 10.3 s. according to Eq. 4.18, the percentage of events lost besau
of the dead time is less than 1 % for rates up to 5.5 kHz, which isegter than the
maximum rate we expect to encounter in SPECT imaging. If thedid delay is made
nearly zero, the system dead time remains at around 8.3, so there are some other
timing bottlenecks in the readout system.

Even though the dead time can be directly measured by lookirag the minimum
sequential-event time di erence in the list-mode data, wean determine which dead
time model describes our system and see if there are any magamunt rate related
e ects (such as retriggering due to clocking on the readouines). We measured the
dead time with the decaying source method [107]. This methasl based on the way
the observed count rate departs from the known exponentiabday of the source. The

true count rate, n, is given by:

n=nee '+ ng (4.20)

where ny is the true rate at the beginning of the experiment, is the decay constant
of the isotope used, and mis the background counting rate. We used®"Tc, as it

was readily available, has a 6 hr half-life ( = 0.116 hr ), and a moderate amount
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of 18 keV x-rays. The main gammma-ray emission at 140.5 keV stly scatters in
the detector, but still contributes to the counting rate. If the background rates are
less than a few percent of the smallest measured rate, theret, term disappears
and Eq. 4.20 can be plugged into Eg. 4.18 to become:

me' = ngm + ng: (4.21)

If me! is the ordinate and m is the abscissa, a line can be t for di eent observed
counting rates over time to extract the intercept (originaltrue counting rate) and the
slope divided by the intercept (the dead time). For the paragizable model, Eq. 4.20

is inserted into Eq. 4.19, which yields:

t+lInm= nge ' +Inng: (4.22)

Like before, the dead time and original true counting rate cabe extracted by tting
the data to get the slope and intercept. Both models give sifhar results for low rates
(n 1/ ), so it is important that the initial rate be high enough to have at least

a 20 % loss fraction (m). With a 1 mCi ®*™Tc source in a small eppendorf tube,
the highest count rate was around 16 kHz. The hold delay time waset higher at the
time of measurement to 5 s (possibly in error, since the slow shaper has a peaking
time of 3 s), so the dead time was around 13.4s, making the loss fraction 21.5 %
for the rst measurement. Thus, the rst few measurements Wi have the largest

di erence between the model ts.
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The source was placed 30 cm from the detector, ensuring reaaoly accurate
ood geometry. Data was acquired for 10 min with 30 min wait peods between
acquisitions. A total of 36 acquisitions were made spannir@4 hr, or about four
half-lives of the isotope. The number of N-side counts duringach acquisition was
summed to give the m values. Fig. 4.49 shows the data and a bdsline for the
nonparalyzable model. The data best t the nonparalyzable odel, suggesting that

we can collect data at higher count rates without worry of lddng up the system.

Figure 4.49: Dead time measurement indicating the system i®nparalyzable. The
slope divided by the intercept gave a dead time of 14s.

4.8 Energy resolution
Energy resolution is a measure of the dispersion in the numbef information
carriers for a given energy ( E/E). Good energy resolution $ important for distin-
guishing between full-energy events and scattered eventghere a photon loses part

of its energy by scattering o an electron (Compton scatterig) or an atom (Rayleigh
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scattering). Scattered events generally degrade the imageality, since position infor-
mation is lost in the scatter, which the reconstruction algathm then uses incorrectly.

The energy of a Compton-scattered photon is:

Esc = Eod1 + (Eo=0:511)(1 cos)]; (4.23)

where g is the initial photon energy in MeV and is the scattering angle. The
minimum energy of scattered photons (most energy given to ehelectron) occurs
when the photon is backscattered (= 180 ):

M = Eg=[1 + (2E0=0:511)} (4.24)

SC

The maximum energy transfered to the recoil electron, B¢, which is equivalent to

the maximum energy deposited in the detector in a single st¢at) event, is simply:

En™ =Eo EQ": (4.25)

Distinguishing between a Compton-scattered and photoeleic events requires a
detector with very high energy resolution in low-energy<{50 keV) imaging. Ta-
ble IV.10 compares the energies of the backscattered scatigrphoton and electron
for 1251 and ®°MTc. To distinguish the scattered!?°l photons would require a detector
with energy resolution less than a few keV, whereas f8#"Tc a detector with res-
olution greater than 20 % of the peak (28 keV FWHM) would su ce. The energy

resolution of the DSSDs is on the order of 5 keV at best (Fig.30). Thus, most
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Table IV.10: Backscattered photon and recoil electron endeg for 2% and %°MTc.

Radionucilde K (keV) EXI" (keV) ER (keV) ERX/E ¢ (%)
129] 27.3 24.7 2.64 10.7
9mTc 140.5 90.7 49.9 55.0

scattered photons can not be rejected. The resolution o edeby a HPGE detector

may be the only way to accurately reject?®| scatter events.

Figure 4.50: Energy spectra from thre&™Tc, 251, and 2**Am in a single P channel.
The FWHM of the 18 keV peak from®®™Tc is 5.2 keV. The 60 keV peak froni**Am
is visible and was one of the calibration peak$**Am has the widest low-energy peak
because it is composed of several x-rays at 14 and 18 keV. A Coompedge from
scattered®™Tc is near 45 keV.

To assess the energy resolution across the channels on eatbaor side, two ood
acquisitions were made, one with?°l and another with 2**Am. For each channel, the
ADC histogram was smoothed and the peak found. The peaks frofftAm were

from the 14-18 keV x-rays; most of the 60 keV gamma rays are ndétected in the

DSSDs. So the peaks from the two isotopes are separated bylBOkeV. The ADC
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peak positions versus the 2048 detector channels are plotti@ Fig. 4.51. The peaks
are resolved for all of the N-side channels, which show bothig@nd o set variations.
The width of the peak separation indicates the gain of the antigers and the relative
position on the ADC scale shows the o set. The P-side has moraig and o set
variation than the N-side; three of the eight chips appear to dve very low gain.
The precise causes of the P-side ADC nonuniformity remain a kimown. The P-side
collects the holes, which travel slower and thus have longettegration time. This

could make the readout more susceptible to noise and increabe time-walk e ect.

Figure 4.51: ADC peaks from'®| and ?**Am for all detector 18 channels. Channels
1-1024 are for the N-side (lower ADC equals higher energy) andaonels 1025 to
2048 are the P-side. The peaks were27.3 keV for'?% and 60 keV for?*:Am. Good
peak separation is seen on the N-side, but three P-side chips/é low gain, and thus
poor energy resolution. The N-side collects electrons andetiP-side collects holes, so
the polarity of the induced charges are opposite. Thus, thew-ADC values on the
N-side correspond to higher energy.

The N-side ADC histograms have the characteristic wave-shape all the DSSDs.
Each DSSD P-side is non-uniform and di erent from the other BSDs. For example,

the N-side spectra on detector 19 (frorfAm) look quite similar to those of detector
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18, and the P-side spectra vary wildly (Fig. 4.52). Only thedst chip on P19 has low
gain. If we make an energy calibration on just the N-side and est to make ADC
cuts, many of the corresponding P-side triggers would not ¢h a coincidence pair,
and so would be e ectively discarded. This would only be hefipl in removing photon
interaction events of a certain energy (high-energy remdygerhaps), and not noise

triggers, since they are generated independently on bothiss.
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Figure 4.52: Energy spectra front*Am on all detector 19 P-side (left) and N-side
(right) channels. The N-side chips show similar gain and o sevariations, whereas
the P-side chips have great variability. Overall, the N-sidehips have roughly three
times the gain of the P-side chips. The last P-side chip hasryelow gain.

An energy calibration would be useful in rejecting some noiggggers, some of
which are well below!?®| photopeak. An energy calibration would also allow some
other types of noisy data to be removed before they enter theiacidence sorting
algorithm. For instance, the count-rate-related noise ews have high-energy ADC
values that can be removed as described in Sec. 4.3.5. With @od calibration, a
more accurate ADC cut could be applied to each channel so feweal events would

be discarded.
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4.8.1 Charge sharing

Small pixels are desired for increased spatial resolutiobut as the pixels get
smaller the likelihood that a signal produced by a photon imraction is shared among
several electrodes increases. Charge sharing can degratergy resolution and de-
crease detector e ciency, depending on the energy of the ptom. These losses can be
averted if nearest-neighbor pulse-height information isvailable, or with the proper
setting of triggering thresholds. The DSSDs have an aspeeéittio (material thickness
divided by pixel width) of 16.9. Electrons and holes produced in the detector fol-
low the eld lines to the electrodes, but there are several mkanisms that cause the
charge clouds to spread over time.

The expected amount of charge-sharing can be estimated bynsalering the size
of the initial electron/hole cloud, the drift time of the cloud, and the di usion of
the cloud over the drift time. Self-repulsion also adds to th lateral spread of the
charge-carriers. Trapping of charge carriers also enhasceharge-spreading among
the detector pixels, however this is more signi cant in mateals such as CZT than in
silicon.

The detector bias is 300 V, so the average electric eld maguode in the DSSD

E=—= =3 10°Vv=cm; (4.26)

! 300v
w  0:1cm

where w is the detector thickness. In silicon the electron rodity, , is 1350cm?/Vs
and the hole mobility is 450cm?/Vs at 300 K. The drift velocity of the charge carriers,

at low-to-moderate electric eld intensities, is the prodet of the mobility and the
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magnitude of the electric eld:

Vg = gE: (4.27)

At higher elds the drift velocity becomes saturated. The edctric elds are low
enough in the DSSDs so the simple relation still applies. Fone DSSDs, the drift
velocities are 4.0e 1¢° cm/s and 1.44 1(° cm/s for electrons and holes, respectively
at 300 K[107]. The electrons and holes immediately separate upoheir creation
because of the electric eld. Both the electrons and holeska part in random thermal
motion which causes them to di use apart over time. The widthof the distribution

can be approximated by a Gaussian function with a standard gmtion of:

r S

P_— 2Dw 2Dw
= 2Dt = = : 4.28
Vs E (4.28)

where D is the di usion coe cient and t is the drift time, whic h is the drift distance
(detector thickness), w, divided by the drift velocity. Thedi usion coe cient is given
by the Einstein relation:

ekT

D=~ (4.29)

where k is Boltzmann's constant, T is the temperature, and esithe electron

charge. Combining Eqgs. 4.29 & 4.28 yields:

2wkT
= == (4.30)

115



The diusion width () is independent of the material and is the same for holes
and electrons. The value of kT at room temperature is 0.0253/eFor the detector
thickness, (maximum diusion amount after the drift), and dectric eld at room
temperature, Eqg. 4.30 yields a sigma of 9.18m. We de nitely expect to see some
charge-shared events, since the size of the charge-cloudd(@istribution of induced
signals) will be larger than this since self-repulsion wasotconsidered. Fig. 4.53
shows the charge-sharing between two strips frofitAm events. The low-neighbors
generally have signal on them while the high-neighbors dotnd his is due to the high-
to-low triggered-channel readout order. If an event is shad between two strips so
that they both trigger, the highest trigger channel will be ead out rst. This channel
itself does not have any high-neighbor charge-sharing (aleothreshold), since if it
did that channel would have been read out rst. The low-neighbor of & readout
channel also has signal on it, which is recorded. Reading dabe lower-channel trigger
as a low-neighbor of the higher-channel trigger e ectivelgemoves it from the output.
Only the higher of the two trigger channels gets read out, ananly the low-neighbor
will have any charge on it. This is still a valid way to asses$ie charge sharing among

strips as long as the majority of the charge is distributed li@een two strips.

4.9 Spatial resolution
A qualitative way to demonstrate the detector resolution isvith a shadow mask
placed over the detector. A steel gear was set on a sheet ofgpi@ over the detector
face and illuminated with an Oncoseed source. The ne teetH the gear are sharply

resolved (Fig. 4.54).
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Figure 4.53: Pulse-height correlation for three N-side sps from?**Am events. When
channel 545 is the trigger channel, the high-neighbor chaginalways has very little
charge on it (left), but when channel 546 is the trigger charet, the low-neighbor does
have charge on it most of the time (middle). The right plot is he sum of the rst
two plots and shows the total charge sharing between 545 and@& Charge is only
seen on the low-neighbors because of the readout order froigha to low-channels,
so the high-channels have already been read out as main trgg before they have a
chance to be read out as high-neighbors.

Figure 4.54: Shadow image with a gear and®l Oncoseed source ood geometry. The
DSSD was covered with a 1 mm plastic sheet and the gear was gldalirectly on the
plastic.
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The spatial resolution was measured by Dr. Shokouhi with anle-pair phantom
used in x-ray radiography. The shadow image of the line paithantom is shown in
Fig. 4.55. The intrinsic detector spatial resolution was deonstrated to be equivalent
to the strip pitch, 59 microns [111] The inset shows a line pie through the strips

at 9 line-pairs per mm.

Figure 4.55: Shadow image of a line-pair phantom laid on DSSind irradiated with
1251 Oncoseed source ood geometry.
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CHAPTER V

CAMERA HEAD MEASUREMENTS

5.1 Camera head speci cations and assembly

The design of the of the camera head boxes revolved aroundméting the detec-
tors to move with respect to each other and the aperture platéMe wanted the ability
to adjust the magni cation without opening the box in order to investigate synthetic
collimator imaging under di erent conditions. This constaint made the boxes larger
than they might be otherwise. The detectors are mounted on grometer-adjustable
rails within the camera box. The distance between the detemts and the distances
from the detectors to the aperture can be changed without opang the box. A mi-
crometer head on the back of the box presses against a metalnfie that is attached
to a rail slider, which in turn is screwed to the detector frara. A photograph showing
the detector mounted to a holding frame and the slider is showin Fig. 5.1. A metal
rod attached to the front of the box slides through an openingn the metal frame
and is held in place by a washer and a spring. The spring constas large enough
to suspend the detector-frame-rail aggregate when oppogithe force due to gravity,
allowing the camera head to be positioned in a vertical origation.

The aluminum components on the boxes were anodized, whichvgahe system
a professional aesthetic, but required some ling to eledtally ground the plates
together to provide electromagnetic shielding. Ground wes from the detectors are

secured to the sliders, which are pinned to the bottom platesf the box. From the
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Figure 5.1:. Photograph of a silicon DSSD board in an open caraehead with labels
showing the ASICs, detector, and mounting plate attached todustable rails (left).
View of the open box from behind and above the apertures, with iorometer head
visible in the lower right corner (right).

back of the box a ground wire runs to the power supply.

To run the full system, several changes were needed from thest box setup. A
single power supply can power up to four DSSDs, but we foundahthe detectors
operated more stably when two power supplies were used (oneédach camera head).
This necessitated the use of two digital isolator boards aselt: A single CROB was
used. The system is depicted as a cartoon in Fig. 5.2 and in ligain Fig. 5.3.

Three line-emitting lasers were arranged to shine acrossetitenter of the FOV.
The laser lines cross the central pinholes of both aperturéages (two lines on both

heads). These lines help position the object to be imaged tatln a few millimeters.
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Figure 5.2: Cartoon of SiliSPECT. The system consists of twweads, each containing
two variable-magni cation DSSDs. The stationary system dtects projections with
multi-pinhole apertures which see a small FOV.

Figure 5.3: Photograph of the SiliSPECT system. 1) XYZ Stage) Camera Head,

3) Bioscan Minerve rat bed, 4) CROB, 5) Digital Isolators, 6)Power supply, 7)

Micrometer heads for detector-aperture distance adjustmg 8) NI card and Labview

interface, 9) Inlet for forced-air cooling. The inset photgraph shows an axial view of
the bed with both apertures visible.
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5.2 E ects of operating detectors in close proximity

Almost all the detectors had custom-made trim masks when thewere being
tested. Operating two detectors in one box required changinsome of the DACs,
which in turn a ected the overall trigger uniformity. The largest di erence of oper-
ating two detectors close to each other is the temperaturedrease. With twice the
amount of heat to dissipate as in the test box (and smaller awvolume), the higher
temperature a ected the gains and o sets of many of the eledtal components. The
higher temperature likely also led to greater leakage cumg and thus more noise
triggers and worse trigger uniformity.

Besides heat, the detector readout systems generate a lotfaét digital signals
with the clocking. These pulses can cause electromagnetiterference (EMI) in some
components. Board-generated sources of noise are coupleexternal EMI sources.
Though the plates are grounded together, the box is not a truearaday cage because
of the aperture opening and the connectors on the back. It isopsible that the
detector energy resolution and low-threshold trigger urefmity would be improved if
the detector shielding was made better by reducing crosshtaetween detectors and
pickup from external sources.

The main dierences in terms of DACs for the DSSDs in the new kxes were
greater Sbif and Vfp values. These both increase the gain, dmetfast amp and pre-
amp, respectively. It is not clear why an increased gain walibe necessary to obtain

better trigger uniformity, but it is consistent across the @tector sides in both boxes.
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5.3 Multi-pinhole apertures

The parameter space for multi-pinhole aperture design is yelarge. Optimiz-
ing parameters such as pinhole location, size, and orientat is a complex, task-
dependent endeavor. Our goal of imaging a small eld of viewosewhat narrowed
the range of possibilities. Pinhole apertures were made tharovide high sensitivity,
high spatial resolution imaging in a small FOV. Details on thalesign rationale and
pinhole sensitivity characterizations are given by Shokdwet al. in [112, 113].

127 Cylindrical, 250 m diameter holes were laser-drilled in 250m sheets of
tungsten. The pinholes were arrayed in concentric, hexaganrings with 2.5 mm
spacing. The apertures were designed so that the pinholeked toward a focus 3 cm
from the central pinhole aperture. The central pinhole is urited, and the outer-most
ring of pinholes tilt the most at 26.6. This was done to increase the sensitivity at the
center of the eld of view and decrease the sensitivity to outf eld of view activity.
The pinhole locations were also rotated with respect to theetlector to minimize the
e ect of dead strips on the projection images. Fig. 5.4 depg the design of the

aperture plates and a photograph of the installed apertures

Figure 5.4: Diagram of the multi-pinhole apertures (left) ad a photograph (right).
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Laser-drilling the holes was signi cantly less expensivehan electron discharge
machining (EDM) or tomo-lithographic molding, but was prolably less precise than
the other techniques. Fig. 5.5 contains two electron microgphs of edge pinholes on
the aperture plate. Some debris is seen around the pinholens, and some material

was left by the laser in the left pinhole micrograph.

Figure 5.5: SEM micrographs of laser-drilled pinholes in @@ m-thick tungsten
sheet. Leftover material occludes some pinholes (left), dthe edges of the pinholes
are fairly rough (both). The pinholes were supposed to be tild toward a focal spot
3 cm from the central aperture, but no evidence of tilting waseen here.

Multi-pinhole apertures are a key component of the synthaticollimator method
since they provide the angular sampling that enables limiteangle tomography. To
show the amount of angular sampling provided, the projectioimages from many
rotation angles of the custom seed were summed in a single geaFig. 5.6). The
seed was placed near the axis of the central pinhole and theuste rotation radius
was 5 mm. Projections through the outer pinholes traced ellipsewith a wider axis
in one dimension than those of the pinholes closer to the seledcause they viewed

the seed at larger angles.
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Figure 5.6: Summed projection images of the custom seed ftirratation angles on a
front detector (head 2). The outer pinholes trace out ellipss because they view the
seed at greater angles, illustrating the angular samplindg the multi-pinhole aperture.

5.3.1 \Verifying aperture speci cations

To ensure proper modeling of the pinholes in reconstructipwe needed to verify
that the apertures were made to speci cation. It was di cult to visually determine
which side of the aperture plate was the focusing side. We exied the apertures
with both light and a scanning electron microscopes (SEM),ub the tilting of the
pinholes was not evident even under high magni cation (e.gFig. 5.6). Since the
holes were laser-drilled, we looked for material debris ohé laser-exit side, but this
was not consistent across holes. With the failure of visualgpection to determine if
the apertures were tilted, we next considered source measonents.

We acquired data with an Oncoseed source positioned over thenter pinhole
with the aperture on one way, ipped the aperture, and repe&td the measurement.
We also measured data for both sides when the source was 20 mraxs. In both

positions the source-aperture distance was 20 mm. The totdunts in the projection
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Table V.1: Total measured counts for the ipped-aperture cogurations shown in
Fig. 5.7. The source was either directly in front of the centd aperture or 20 mm
0 -pinhole axis. The source was 20 mm from the aperture plata all cases.

Source position A Counts B Counts Percent
Di erence

On-axis 4.30 10° 4.39 10 1.99 %

O -axis 2.93 10 2.86 10° 2.33 %

image and the individual pinhole projections counts were gimd. To nd the counts
in each pinhole projection, the projection centroids werefind, then a square region
around the centroids was summed. To visually assess the sevisy maps for the
four cases, the projection centroid pixel was replaced witthe pinhole projection
sensitivity value and downsampled (Fig. 5.7). The numberof the total counts for
the four con gurations are given in Table V.1. The total couns for the two aperture
sides are only di erent by a few percent, and these di erensemost likely come from
the di erent amount of loss in the projections due to dead sips. A smaller source
of error is the counting statistics € 1 %).

To make some sense of the measured sensitivity on both sides,made a simple
simulation based on the ideal pinhole model. The ideal pinlsensitivity model has
known limitations (perfect knife-edge, no keel-length, npenetration, and no nite
cone angle), but provides a reasonable rst-order estimafier determining whether
the apertures are truly tilted [114]:

D2cos$ _ DZ?cos |
162 1602

Gideal = (5.1)

where D is the pinhole diameter, d is the source-to-pinholaestiance, is the incident
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Figure 5.7: Counts in pinhole projections for both aperturesides. The top row is
data from aperture side "A' and the bottom row from the ipped &e, 'B'. The left
column is for a centered source and the right column is for algge 20 mm o -axis.
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angle (depends on the pinhole normal vector), and h is the moal source-to-aperture
plate distance (h = d/cos ). Sensitivity truncation is not a problem since the pinhole
opening angles (45half-cone) means the farthest pinhole still completely wes the
o set source. The incident angle, , is found by treating d as a vector (pointing from
the pinhole to the source) and taking the dot product with thepinhole normal vector

(which points from the pinhole to the focal spot).

Figure 5.8: Pinhole imaging and sensitivity schematic (fra [115]). Activity projects
through the aperture onto the detector. Pinhole sensitivit depends upon the four
labeled parameters and is the integral of the point respon&enction.

To make the simulated data more accurately resemble the measd data, we
boosted the sensitivity by an amount proportional to the conts gained from the
parallax e ect. Photons going through the outer pinholes irqpinge on the detector
at greater angles of incidence, thus their path lengths thugh the detector material
are larger, increasing the likelihood of interaction. Baseon the angle between the
source and the pinhole, a relative increase in the sensityiis calculated based on
the higher path length in the DSSD (Fig. 5.9).

The path length, L, through the detector for a non-normal-agle photon is:

a

L = : 5.2
cos ’ (52)
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Figure 5.9: Cartoon illustrating DOI e ect upon sensitivity estimation for a non-
tilted, knife-edge pinhole. Photons that have a non-normahcidence angle upon the
detector travel through more detector material (L), and this have higher detection
e ciency.

where d is the detector thickness (0.1 cm) and is the same as in Fig. 5.8. The

fraction of attenuated photons is:

A=1 e ‘; (5.3)

where is the total linear attenuation coe cient of 27 keV photons in silicon (4.45 cm 1),
Approximately 36 % of normal-incident 27 keV photons are detéed in 0.1 cm of sili-
con, so an increase factor, F, can be calculated to increake tdeal pinhole sensitivity

value:

A :36
F o= 1+
:36
Gpoi = Gigea F
1 e :445=cos 36
Gooi = Gigea 1+ ; (5.4)

:36

129



Table V.2: Simulated sensitivty for the ipped-aperture congurations shown in
Fig. 5.7. The source was either directly in front of the centd aperture or 20 mm
0 -pinhole axis. The source was 20 mm from the aperture plata all cases.

Source position  Focusing side  Non-focusing side Percent
sensitivity sensitivity Di erence

On-axis 0.098 % 0.071 % 31.95 %

O -axis 0.057 % 0.051 % 11.11 %

The modi ed pinhole sensitivity for DOI, Gpg, , was calculated from the four simula-
tions to better mimic the measured data. The pinholes shareal common focal spot
3 cm from the central pinhole axis. The factor F was calculatethe same for both
sides of the aperture plate since the incident angles of théagtons passing through

to the detector do not change in either case (just the ux chages).

Figure 5.10: Simulated sensitivity maps for a multi-pinha aperture. The results in
this gure correspond to the measured sensitivity in Fig. 9.. Pro les (Fig. 5.11) were
drawn through seven pinholes as indicated by the white lin@ ithe top right image

Comparing Tables V.2 and V.1, the expected sensitivity di erece between the
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Figure 5.11: Sensitivity pro les for focusing and non-fo@ing aperture sides for a
source directly in front of the central pinhole (a) and 20 mm eaxis (b).

two sides (focusing and anti-focusing) is an order of maguode larger than the mea-
sured di erences. Plus, the sensitivity maps are very di e¥nt in the simulated and
measured data when the source is o0 -axis or on-axis. Thus, veenclude that the
apertures were not made to speci cation regarding the tilt agles, and that they

appear to not be tilted at all.

5.4 Simultaneous stacked detector data acquisition
To demonstrate simultaneous stacked detector acquisitipwhich SiliISPECT de-
pends upon, we made a simple \line-pair" phantom out of two Groseeds. The seeds
are 0.8 mm in diameter and then were placed in 1.1 mm inner-digter capillary
tubes with wall thickness of 0.2 mm. The tubes were positiodeaight next to each
other so the seed separation distance was 2.6.2 mm. The seed phantom was placed
in the center of the eld of view, which is about 4.5 cm from thecentral pinholes.

The four coincidence images are shown in Fig. 5.12.
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Figure 5.12: Simultaneously-acquired stacked detectorgjection images from seeds
in capillary tubes. The two seeds were parallel with respetd the aperture on head

2, so they were resolved better in the images from head 2 (batt row). Head 1

detectors view the sources from above, so the sources are a®twell-resolved in the

front detector projection image. The back detector projeadns are in the left column

and the front are in the right column.
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Since the seeds were easy to distinguish, we removed the sdeam the glass tubes
and placed them directly next to each other (Figs. 5.13 & 5.4 This time only the
seeds in the high-magni cation projection image are distguishable. This example
also shows that the presence of the front detector does notgilade the projection
on the back detector. The tails of the distribution would be epected to be larger if

there was signi cant scattering in the front detector.

— 10

0
Figure 5.13: Simultaneously-acquired stacked detectorqgjection images from adja-
cent seeds. Head 1 (top in Fig. 5.2) is the top row, and the bacletctors are in the
rst column while the front detectors are in the right-most olumn. The two seeds
were parallel with respect to the aperture on head 2, so theyewe resolved on that
back detector.
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Figure 5.14: Pro les through central stacked detector pr@&ction images from adjacent
Oncoseeds. The back detector pro le is on the left and the finb detector pro le is
on the right.

5.4.1 Estimating magni cation parameters

The distance from the aperture to the detectors can not be msared once the
camera box is closed, and even when it is open the measuremesguires making
multiple micrometer measurements. Multiple distances muse known for the mi-
crometer reading to be accurate, such as the recessed apextplate shelf and the
distance from the ceramic frame to the surface of the detectorystal, the latter of
which cannot be safely measured. So several methods were leygd to estimate the
magni cation parameters.

First, we utilize the equations governing pinhole imagingHig. 5.15):
a
M - Bl (5'5)

p=-—) a=—; (5.6)
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and

h=h i b; (5.7)

where b is the step length, by is the source-aperture distance, and fs the projection

width, and i is the step number. Substituting Eq. 5.7 into Eq.5.6 yields:

a=p(n i b=w: (5.8)

This last equation can be rearranged to:

i b= (w=p)a+ hy: (5.9)

If we plotib ; versus -w/p the slope is equal to the focal length (a) and the intercept
is the original source-aperture distance,gb

A single Oncoseed was positioned100 mm (measured with micrometer) from
the center of head 2's central pinhole. The seed was steppesvard the aperture 18
times in 5 mm increments. The acquisition time at each step wdl0 min. The length
of the seed projection was measured and Eq. 5.9 was t to the tda The method
is illustrated in Fig. 5.16 and results are given in Fig. 5.1and Table V.3. Overall
the results from this method were in line with what was meased with a micrometer
(when the detectors were accessible within the box). The neaements are sensitive
to the number of counts in the projections, how thick of a lingro le is used, and
what value is used for the length of the object. We have conimg documentation

on the length of the Oncoseed active element (from 2.8 to 3.0 We're also not
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sure about the gap between the silver rod and the titanium caple; some activity
could have moved from the rod, making the e ective length lager. Changing the

length of the seed from 2.8 to 3.1 mm a ects the results by a femillimeters.

Figure 5.15: Diagram of pinhole magni cation of object.
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Figure 5.16: Zoomed view of seed projections on front detectof head 2 (left) and
pro le through central projection (right) . The FWHM of the pr o le was calculated
from interpolated data (factor of 100) to get a more accuratestimate.

The results for the magni cation parameters let us calibrag the micrometer head
values to the aperture-detector distances. When the box wapened, we noted the

minimum and maximum distances the micrometer heads could wm the detectors.
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Figure 5.17: Fit results for extracting the magni cation factors on the front (a) and

back (b) detectors of head 2. At lower magni cation (left pat of plots), there are

fewer counts and fewer pixels with signal so the measuremerdre noisier. Just as
good results could be had by only considering the high-magration points.

Table V.3: Estimated magni cation factors and measured for oth detectors in head 2.

Sfront Apack bOf ront bOback
Measured (mm) 15.1 33.0 101.0 101.0
Fit (mm) 15.4 31.9 100.3 101.4

The front detector can only be pushed so far until its compomés are mashed up
against the front of the box, and both heads do not move back Ify to the back-

side of the box. Table V.4 contains the micrometer readings drdetector distances
for these limits. Fig. 5.18 shows the range of micrometer arttktector distances for
both heads. The error bars on the front detector plot indicat the distance the back
detector must be based on the front detector's position. Fanstance, when the front
detector micrometer reads 2.0, the back detector micrometenust have a value of
10 or greater. This is where the extent of the error bar (29) intersects the back
detector line. There must always be at least 16 mm between tlietectors to ensure

that the board components do not touch.
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Table V.4: The limits of detector magni cation and micromete travel. The magni-
cations are calculated with the source-to-aperture distace of 45 mm. All units in
the table are in millimeters. M is the magni cation (a/b). Mic. is the micrometer
reading. The tted values of g, and a,ac« in Table V.3 were when the micrometers
read 3.00 mm and 11.00 mm, respectively. This allows new vaetuto be calculated

(e-g-, aront = 15.4 - (Mic-front - 3))

Micrometer MiC.tront MiC. pack Afront Apack Mtront Mpack
Max 19.38 25.18 31.78 46.08 0.71 1.02
Min -2.29 3.43 10.11 24.33 0.22 0.54

Figure 5.18: Range of micrometer readings versus the stagkdetector positions. The
detectors must be kept at least 16 mm apart, which is shown byé¢ error bars on the
front detector. The front micrometer reading rolls around ¢ large positive numbers
as it dips below zero, but negative numbers were plotted fotagity (so 97.7 on the
micrometer is actually -2.29 here).

138



An easier way to obtain the magni cation is to use two seeds samted by a
known distance. This way only the centroids of the projectits need to be found,
which is much less sensitive to counting statistics than thiill-width at half-maximum
measurement used to measure the pro les of the projectionBlus, the exact length
of the object need not be known. The magni cation can be extcded with a single
measurement (but not a & b). We use this method in the next seicn to measure

the magni cation and the system spatial resolution.

5.5 Planar resolution

Pinhole planar image resolution is dependent on the pinhobiameter, detector
resolution, and magni cation, making it a shift-variant property within the object
space. We evaluated the planar resolution for the typical genetry envisioned for
SIliISPECT. The projections from the two seeds in the capilty tubes (Fig. 5.12)
were all well-resolved and could be used to easily estimateet magni cation, M.
Since we know the distance between the seeds2(6 mm), we only need to measure
the distance between the projection centroids (or peak-gpeak distance in a line
pro le through the projections) to calculate M.

Pro les through the central projections on head 2 (Fig. 5.19 which sees the
lengths of the seeds (bottom half of Fig. 5.12), are shown indg- 5.20. The width
of the pro les in the back detector are increased due to the rgai cation, but there
are no major degradations in the back image from the presenakthe front detector.
The peak-to-peak distance for the back detector is 19 strimnd the front detector

is 9 strips. Converted to millimeters, the distances are 121 mm and 0.531 mm,
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respectively. Magni cation is the image size divided by theobject size (Myack =
1.121/2.6 = 0.43 and M;ont = 0.531/2.6 = 0.204). The projections on both detectors
are mini ed (magni cation less than 1). Next we calculated thke planar resolution on

both detectors for an in nitely thin source using Eq. 2.1:

Rys = | QL+ 1=M)2+ (R=M)?

p
Reysb 0:2%(1 + 1=0:431F + (0:059=0:431)

Reyst = P 0:2%(1 + 1=0:204% + (0:059-0:204Y
Rsysy = 1:50mm:
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Figure 5.19: Zoomed projection images on the detectors indte2 from two Oncoseeds
placed 2.6 mm apart. Line pro les were drawn across the ceatrprojections on the
back (a) and the front (b) as indicated by the lines.

Eq. 2.1 estimates the PSF-width for delta-function inputs i( nitesimally small
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Figure 5.20: Proles (back on the left, front on the right) through central pinhole
projection images from seeds in capillary tubes.

objects). To estimate the spatial resolution for nite objets (like the seeds), a step
function of width 0.5 mm (width of seed) was convolved with a @issian with FWHM
equal to the planar resolution. This is illustrated in Fig. 5221. The left plot shows
a Gaussian function with FWHM equal to the planar resolution. The middle plot
shows the step function and the right plot is the result of theconvolution, or the
planar resolution blurred by the object size. The measuredWWHM of the projection
pro les can then be compared to the convolved estimate. The//#'HM was assessed by
interpolating the data in Matlab by a factor of 100, nding the peak index, and then
nding the indices of the FWHM (instead of tting a Gaussian). This approach should
reduce discretization e ects. Results for the measured pgextion widths and the
estimated resolution are shown in Table V.5. The measured FWHWF the front and
back detectors matches well with the expected FWHM from the cwolved function.
The estimated resolution is less than the measured resolui in both cases. This is
expected, as several other processes may add to the blurrithgit are not included
in the estimate (such as charge-sharing and scattering). €measured FWHM on

the back detector has a greater di erence from the expecteasolution compared
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Table V.5: Measured and theoretical planar resolution on bbtdetectors with an
Oncoseed phantom. FWHM.as: is found by interpolating the count pro les (to get
a more accurate estimate), nding the FWHM, then dividing by the magni cation.

Similarly, once FWHM,,: is calculated, its FWHM is found and converted into
object space by dividing by thee magni cation.

Detector Magni cation Rsys (Mm) FWHM peas: FWHM cony:
(mm) (mm)
Back 0.43 0.84 1.17 0.91
Front 0.20 1.50 1.56 1.53

to the front detector. This is attributed to the larger amourt of scattered photons
in the back detector (which scatter in the front detector bedre interacting in the
back detector). Also, the active elements of the seeds are rmérfect squares, but

cylindrical shells of activity on a silver rod.

1 1 — 1
0.5 0.5 0.5
0 0 0
-2 0 2 -2 0 2 -2 0 2
Width (mm)

Figure 5.21: The pinhole planar resolution (Eq. 2.1) (leftls convolved with the object
size (middle) to produce the expected point spread functiofPSF) on the detector.
The resolution in object space is found by dividing the the F\MM of the convolved
Gaussian by the magni cation.

Regardless of the uncertainties in the resolution measurents, these results show
that with stacked detectors, multiple images with di erent resolution are acquired
simultaneously. The higher-resolution image provides ext information about the
object. Similarly, the lower-resolution image has less pgextion overlap. When com-
bined into an iterative reconstruction algorithm, these cmpeting e ects provide com-

plementary information that aids reconstruction.
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5.6 System sensitivity
Sensitivity is a measure of how e ective the system is in celtting the emitted
photons. The sensitivity, S, is de ned as:
N

S= —; 5.10
tAP ( )

where N is the number of detected photons, t is the acquisifictime in seconds, A
is the activity in Bqg, and P is a factor giving the number of entied photons per
decay. For'?|, P is 1.35 for photons above 5 keV (the lower-energy photons are
attenuated in the titanium shell of the Oncoseed and are preaibly below the DSSD
thresholds anyway).

The total system sensitivity was simulated to be 0.08 % for agnt source placed
2 cm from both detector heads and with tilted apertures [78].However, the real
apertures are not tilted, and because of the way the boxes weronstructed, for a point
source to be equidistant from the two central apertures, thaperture-object distance
is nearly 4.5 cm. A 186 Ci Oncoseed was used as the source and the acquisition
time was 25 min. The system sensitivity was measured to be 03B %. Head 1
counted 0.0069 % and head 2 counted 0.0064 % of emitted phao&onsidering the
1/r2 fallo of sensitivity, these numbers are quite close to theiswulated sensitivity of
0.08 % at 2 cm. Sensitivities for the detectors in camera he2dfor several distances

are plotted in Fig. 5.22.
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Figure 5.22: Sensitivity (with DOI e ect added) vs. source ® aperture distance for
front and back detectors of head 2.

5.7 Depth-of-interaction e ect estimation
The depth-of-interaction (DOI) e ect, or parallax, shifts the expected projection
centroids depending on the incidence angle of the photons.d a signi cant source of
spatial blurring in high-resolution pinhole imaging systes. Considerable e orts have
been made to accurately model this e ect or to estimate the g¢h of interaction of
each photon with specialized instrumentation. To estimateow much the DOI e ect
may impact SiliISPECT, we turn to equations developed by S. Mzer [116].
Metzler derived the mean shift in the projection centroid peallel to the detector
surface, , based upon the incident angle,, the linear attenuation coe cient,

(for the detector material and photon energy), and the detear thickness, T:

— 1 (1+ T csc)e Teose
- (1 eTcsc)

coSs: (5.11)
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The largest incident angle we expect can be calculated by citering the edge of the
FOV and the farthest pinhole aperture from that location. Weexpect the FOV to

be no more than 3 cm in diameter, so part of the object could be5lcm away from
the central pinhole axis. The outer pinholes are also 1.5 cmway, and the closest
the object might be is 3.0 cm with the current camera heads. $loe maximum angle
isarctan3=3 =45. For =0.445mm ! and T = 1.0 mm, Eqg. 5.11 evaluates to
a mean shift of 0.955 mm. This is a shift of nearly 16 strips inne dimension, and
is expected based upon the large aspect ratio (material thizess T divided by pixel
or strip width w), as displayed in Fig. 5.23. The centroid si at extreme incidence
angles is nearly 1 mm and thus needs to be incorporated in thgsteem model for

accurate image reconstruction.

Figure 5.23: Cartoon illustrating the depth-of-interacton e ect in the DSSDs with a
to-scale aspect ratio. Photons incident at non-perpenditar angles with respect to
the detector may interact deeper in the detector, increasinthe uncertainty of the
photon origin. Because of the long attenuation length?°l photons in silicon the
probability of interaction along the path length is fairly uniform.
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5.8 Spatial multiplexing in the eld of view

To gauge the amount of multiplexing in the projection imagesve lled a spherical
phantom 17 mm in diameter, close to the target size of a mouseam, with 162 Ci
of 125]. A NanoSPECT/CT co-registered image of the phantom is showim Fig. 5.24.
Projections of the phantom on head 1 of SiliSPECT are shown iRig. 5.25. Both
detectors exhibit signi cant amounts of multiplexing. The dark spots in the front
detector image are where a single pinhole projection does have any multiplexing
with its neighboring-pinhole's projections.

To better discern the amount of multiplexing, we masked all it the 7 inner pin-
holes. In the front detector, more than half of the projectio area is multiplexed
in each pinhole projection. The center pinhole projectiorsiprobably around 90 %
multiplexed. It is di cult to assess the amount of multiplexing in the back image
because of low counts, but we estimate complete 2nd-order ltiplexing in each pin-
hole projection (could have come through 1 of 2 pinholes) arelven higher-order
amounts of multiplexing. We then masked all but three of theniner pinhole ring so
the pinhole-to-pinhole distance was around 5 mm. With thisiphole mask, the front
detector's projections were almost distinct. The back det¢or still had signi cant
multiplexing. This indicates that in order to have non-muliplexed data on the front
detector (which may be required for the synthetic collimatomethod), we need to use
a sparser pinhole array. The 3-pinhole mask suggests that arer-pinhole distance
of 5 mm is su cient to remove almost all the front detector mutiplexing for a 17 mm

diameter object. This can be accomplished by masking the e¢ant pinhole array or
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Figure 5.24: Screenshot from InvivoScope program showingmé&PECT/CT image
of spherical phantom. The 17 mm diameter sphere was lled wit'?° with the
exception of an air bubble. 162 Ci of activity was in the sphere on March 10th,
2010. The llI-hole was plugged with fast-drying epoxy and a@mm diameter sphere
was halved and then epoxied around the inner sphere to enswentainment of the

iodine.
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Figure 5.25: Projection image on the back detector of (a) anitie front detector (b)

of head 1. The sphere was approximately 4.5 cm from the apemtuand the detectors
were 15.1 cm and 33.0 cm from the aperture plate. The detectocan be moved
5 mm closer, which would reduce the multiplexing. Moving theource farther away
also reduces multiplexing but places the object away from ¢hcentral FOV of the
other head.

building new apertures. We have used a jeweler's disc cuttier make small Tungsten

discs for making di erent aperture con gurations (Fig. 5.7).
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Figure 5.26: Multiplexed projections of the spherical phaom on the back and front
detectors of head 1 with 7 pinholes (top left and right, respéively). Acquisition time
was 30 min. The dark spots in the pattern on the front detectoare where a single
pinhole projection is not overlapped by its neighbor-pinHe's projections. The back
detector projections are multiplexed beyond recognitionProjection data from head
2 with 3 pinholes unmasked shows less multiplexing on the fito(bottom right), but
still a large amount on the back detector (bottom left). Thisacquisition was for 1
hour. The bubble in the phantom is visible in the bottom projetions. Images were
downsampled to 512x512.
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Figure 5.27: A pinhole mask con guration to reduce multiplging in the projection
images. The white circles represent thin metal discs whiclae be a xed to the plate
to block the pinholes. With this mask, only 37 of the initial 7 pinholes remain, but
the inter-pinhole distance is doubled to 5 mm.
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CHAPTER VI

SILISPECT CALIBRATION

6.1 System matrix generation

The quality of images produced by statistical iterative reanstruction algorithms
depends on accurate knowledge of the system matrix, which pgaimage space into
projection space. Perhaps the chief hurdle to making highx @50 m) spatial reso-
lution nuclear tomographic images is accurate generatiori the system matrix. The
system matrix describes how an impulse (point source) at ¢agoxel in the eld of
view maps to the imaging system output (counts in detector gels). Higher spatial
resolution detectors and smaller image voxels make largeywieldy system matrices.
Table VI.1 contains the number of elements and size (in Gb) ofstem matrices for
di ering voxel sizes for a 1 cmM FOV. The number of pixel elements for four DSSDs
is 4,194,304. This number can be reduced by storing only thedress and value of
pixels with signal for each source position. Since less thd0 % of the pixels have
signal for a given point source position, the calculation fathe number of system

matrix elements is reduced similarly:

cubic FOV length 3

# of system matrix elements = .
voxel size

( 0:1) (Total pixels) (6.1)

Several approaches have been developed for generating thstesn matrix. Full

measurement of the matrix with a point source is ideal for stnary systems. Other
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Table VI.1: System matrix size for di erent object voxel size in a cubic array, as
calculated by Eq. 6.1. The imaging volume is 1 chrand the number of total detector
pixels is 4x4x1024 = 4194304. The number of elements in thessgm matrix is at
most the number of pixels times the number of object voxels. hE matrix can be
considerably reduced if only the non-zero pixel values anddations are stored. For
a multi-pinhole aperture the system matrix has many non-zer elements, but the
number of pixels responding for a given point source locatias still around only
10 % of the total pixels, which we used in the estimation (41430).

Voxel size # of voxels  Total # # matrix Size (Gb)
( m) in 1D voxels elements
60 167 4.7 1¢° 2.0 10* 3.6 10°
120 83 5.7 1¢° 2.4 104 4.6 107
240 43 3.3 10 3.3 10 6.2 10
480 21 9.3 10° 3.9 10 7.2 1@

approaches estimate the matrix with a combination of analytal and Monte Carlo
methods.

Measuring the system matrix with a point source is the way toniclude all phe-
nomena (known and unknown) into the system matrix. This teahique was developed
at the University of Arizona [52] and applied in some other sysins [117]. A system
matrix based on a minimal number of point source measuremearas been used in a
PET system as well [118]. Measuring a system matrix presergsme major practical
challenges. It is di cult to build adequately small and hot point sources, especially
with volatile and long-lived 12°I. Assuming we sampled the 1 cAwolume every 1 mm
and counted for 10 minutes at each point, this would amount tmearly seven days
of counting. One of the main practical di culties of this is the detector stability, in
which thresholds tend to drift over several days. Even if tlsi sparse 7-day data was
measured, some modeling of the projections would be neededrterpolate the mea-

sured data into a ner grid to match the desired voxel size ohte reconstructed images.

152



Once a model is derived, the size of the matrix can be greatlgduced since only a
few parameters need to be stored for each projection (e.ggrameters describing 2D
Gaussian detector response). The system matrix, interpaéadl and model- t or not,
would likely be so large as to have to be stored on disk, and sp computational
techniques would be required to access and manipulate it ihe reconstruction algo-
rithm. If anything about the system changes, such as the pdisin of the detectors, a
new system matrix needs to be measured. The high-resolutidetectors make even
very small changes discernible. For instance, removing ameplacing the aperture
plate caused changes in the system response (Fig. 6.1).

One approach to estimating the system matrix is to use geonmit projections
though the pinhole apertures based on analytical derivatis. This approach is based
on simple equations which can be quickly solved so the matretements can be cal-
culated on the y. This method can be made more accurate by incporating the
estimated e ects of Poisson noise, aperture penetration¢catter, and the depth-of-
interaction e ect in the detector. Many of these e ects can le accurately modeled
with Monte Carlo methods. Some e orts have been made to congtely generate
the system matrix with Monte Carlo simulations [119]. Howewe simulated system
matrices cannot contain all imperfections of the imaging syem, such as aperture
manufacturing tolerances and detector nonuniformity.

For these reasons, we attempted to use a geometrical modeltio¢ pinholes to

enable a fast, on the y calculation of the system matrix dung image reconstruction.
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Figure 6.1: Di erence image showing the e ect of replacindie aperture. One projec-
tion image was acquired, the aperture was removed and therat&ached, and another
image acquired. The second image was subtracted from thetismage. The negative
pixel values indicate the projection positions of the secdracquisition. Tolerances in
the mounting screws are probably the largest source of error

6.2 Geometrical calibration

For any non-measured system matrix, there are a number of geetric calibration
parameters that must be accurately known for high-resoluwn, artifact-free SPECT
images. Dr. Shokouhi focused on making an accurate geometmodel of the cylin-
drical pinholes and developed the image reconstruction a@d78], while | explored
methods of estimating the SPECT calibration parameters. Té literature for pin-
hole SPECT calibration is considerable, dating back to the9P0s. For a single-head,
single-pinhole imager, there are seven key parameters thaiust be known [120].
Fig. 6.2 shows the seven parameters for a single detectordtiyh two are visible in
the photograph). Three parameters (often called the intrisic parameters) do not

depend on the position of the detector (f, &£ and g). The focal length, f, is the
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perpendicular distance from the detector plane to the aparte plane at the center
of an aperture. €, and g, are the electrical shifts, which are a property of the de-
tector and determine photon readout positions. These paraters are exchangeable
with the pinhole coordinates (¢4 and v;) [121]. Four parameters (extrinsic) relate the
camera to the axis of rotation (AOR) and depend upon the posdn of the detector.
The mechanical shifts (transverse m and axial n) determinéé position of the center
aperture relative to the AOR. Metzler also calls this \aperure shift" [116]. ROR is
de ned as the distance from the focal point to the AOR, which uns parallel to the
Z-axis. Often ROR is de ned as the pinhole-to-AOR distancebut not here. ROR
and m describe the distance from the rotation axis to the fotaoint in the directions
parallel (m) and normal (ROR) to the detector plane. Two angs, the twist, , and
the tilt, , describe the orientation of the detector plane and the UV plane (pixel
grid) with respect to the AOR.

Most geometrical calibration methods follow the same stepas outlined by Noo

et al. [122]:

1). Place one or more point objects in the eld of view and meas the tomo-
graphic projection data of the object(s). The relative disinces between the objects
can be used in the later tting.

2). Devise a geometrical model that analytically calculatethe projections with the
set of calibration parameters. Find the experimental centid locations of these pro-
jections for the tting.

3). Perform a least-squares minimization of the estimatedevsus the measured cen-
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troids values to nd the optimal values for the geometrical prameters.

Some of the geometrical parameters are highly correlatedhieh makes it dif-
cult to nd a unigue solution with a single point source. Beque et al. showed
that three point sources were required with knowledge of tirerelative distances for
single-pinhole SPECT [120]. Wang and Tsui adapted Beque'sthod to homogenous
coordinates, which made it easier to incorporate di erent@uisition geometries, mul-
tiple heads, and more pinholes [121]. They also noted that lgrtwo point sources
are required if more than one pinhole is being t. Plus, the dtance between the
sources is not needed. Recently, Vunckx et al. have examingte uncertainty in
the parameter estimates by various metrics [123]. Vunckx ted that supplying the
point-source distance or the inter-aperture distances priori greatly helped reduce
the noise in the tting.

Other approaches include the aforementioned Noo et al., wieethe projection
data is tted with ellipses and geometrical parameters areaiculated from the ellipse
features [122]. Von Smekal devised a method where the rstroponents of the
Fourier series of the projection data are used in the non-gar tting [124]. These
two approaches were designed for x-ray computed tomograptgxtending them to
multi-pinhole SPECT takes some e ort. Other approaches arpurely analytical, but
require complex, well-characterized phantoms (e.g.,[J25The original approach by
Beque uses a simple phantom (2-3 seeds) has a straightforvanplementation, and

has been proven with other multi-pinhole systems (e.qg., [&D.
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Figure 6.2: Calibration parameters overlaid on stacked dettor photograph.

6.3 Calibration data acquisition and processing

We rst acquired data with all but the inner seven pinholes maked on each
aperture. An acrylic phantom was made to hold Oncoseeds. Theéngntom was
mounted to a motor-controlled rotation stage. Data was acdred in 18 20 steps for
two source positions. The source was translated 20 mm axjadllong the AOR but was
kept at the same transverse distance from the AOR. The data waollected separately
in two positions with one source instead of using two sourcesnultaneously because
it was more straightforward to match the pinhole projectionpairs. Otherwise some
of the projections would overlap, which would have made it nme di cult to do the
next step, which is calculating the projection centroid.

The centroids are estimated using some of the image procagsfunctions (e.g.,

bwlabel) in Matlab. Then the pinhole-projection pairs are grted and passed to a
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least-squares code that minimizes the di erences betwedmetmeasured centroids and
those expected based on the calibration parameters. The itig code was developed
by Beque, Vunckx, and others at Katholieke Universiteit Leuan in Belgium [42, 120,

123, 127]. Itis in the IDL development environment and is basl upon the Powell

method.

For a single detector the number of parameters that must be tawated is:
N =4+3n+3Kk; (6.2)

where n is the number of pinholes and k is the number of sourceor a single
detector, then, there are 31 parameters to t for seven pinhes (391 parameters for
all 127 pinholes). So with 31 unknowns, at least three views$ the 2-seed phantom
must be acquired (3*14 = 42 equations). The greater the numbef projections,
the more data the t has to constrain the problem. We started wth 18 views to
reduce the acquisition time, but others generally use mora the tting, such as 60
views. A functionf, of the N parameters is de ned to minimize the di erence beteen

measured and calculated centroid positions for each soulge pinhole, and detector:

X h i

_ n;i ni 2 n;i mioo 2.
f = Xmeas;k Xcal;k + ymeas;k ycal;k ' (6'3)

Example projection images on all four detectors are shown Kig. 6.3. The cen-
troids for all projections, both seeds, and for all 18 viewsea plotted for one detector

in Fig. 6.4.
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Figure 6.3: Projection images of a single Oncoseed on all @3Sw~hen all but the
inner seven pinholes are masked.

Figure 6.4: Detector 18 projection centroids plotted for e 20 rotation of a seed
phantom at two positions. The pinholes projection pairs arenatched by color. The
detector data was downsampled to 256x256 (0.236 mm pixel#t seed position 1,
the projections on on the right. The narrower the ellipse, th closer the source is to

being directly over that pinhole.
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6.4 First animal images

One of the rst set of rat projection images is shown in Fig. 6. Rats were
directly injected into the interstitial joint of the knee with 150 Ci of *?%I labeled to
an antibody. The open design of SiliSPECT allowed us to pogin the knee directly
in the center of the FOV. We imaged the rats over several time s over four days
to follow the biodistribution and clearance of the tracer whin the knee. Rats were
concurrently imaged with the NanoSPECT/CT system and SiliSECT. Low-activity
Oncoseeds (eventually just one seed) were used as markersldter assistance for
sco-registration of the images. Seven pinholes were useitially because we had yet
to overcome some of the calibration and reconstruction hues, and the problem is
much simpler with fewer pinholes. A potential problem is thiathe angular sampling
is lower when only seven pinholes are used, so the reconsinrs are expected to

have more artifacts associated with limited-angle tomogpduy.

6.5 Current status of calibration and reconstruction
As of this writing, the calibration code has been modi ed to iéntify the pinhole-
projection pairs (for each separate source measurement).edd strips have values
lled in based on an averaging of the counts in non-dead neigbring strips, so extra
regions from bisected projections are not counted. Some minweaks to the code are
still needed to get it working with 127 pinholes and all detdors. Seven pinholes were
initially used since the centroid shift from DOI is not as sigi cant with the lower

incidence angles, as illustrated in section 5.7. For 127 pwles, the measured centroid
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Figure 6.5: Projection images of rat-knee injected with?°l antibody tracer. The
hottest spotisa 20 CiOncoseed used for co-registration with the NanoSPECT/CT
images. The acquisition time was 30 min and only the inner s&v pinholes were used.
Head 1 is the top row and the back detectors are in the left colum
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data will be shifted to account for the DOI e ect to 1st-orderusing Metzler's formula.
This can only be done once the source positions and the cemtpgnhole o sets are
known (to compute the incidence angles), so an initial caliéition for the central seven
pinholes could be used to nd this information. Only the cental aperture location is
needed since the layout of the pinhole array is known fairlycaurately. The current
reconstruction code assumes perfect geometrical alignrmdretween the heads, so
this, and other factors elucidated from the calibration musbe implemented in that
code. Once these tasks are nished, simple phantoms (Oncede, Oncoseeds on a
warm background, etc.) will be measured to test the calibrain/reconstruction. If
qualitatively-adequate reconstructions are produced witthe calibration parameters,
then we can try reconstructing the rat knee data that was acdred in December,

2009.
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CHAPTER VII

CONCLUSION

SiliISPECT, a novel approach to high-resolution small-anial SPECT, was de-
signed, assembled, and characterized for high-resolutimnaging of low-energy emit-
ting isotopes such a$?°l. The silicon DSSDs that form the basis of the system were
the rst mega-pixel detectors used in small-animal nucleamaging. The DSSD per-
formance characteristics were measured and improved, padlarly the low-energy
trigger uniformity. This was implemented through an iteratve threshold adjustment
algorithm, which was required due to the non-uniform and cqaled response of the
trim DACs. Improving the trigger uniformity boosted the total detection e ciency
and overall stability of the detectors, since noisy chanrehwere either found and dis-
abled or their thresholds were trimmed e ectively. Forcedir cooling of the detectors
kept the detector and electronics cool to provide long-terratable operation.

The count rate limits were explored and found to produce affticts above 3 kHz,
rates that are unlikely to be reached in most animal imagingtsdies. A method
for reducing the artifacts was also investigated. Energy selution was determined
to be only marginally useful. A full energy calibration was pevented due to some
chips having very low gain. Some charge-sharing was obseneetween strips, and
more so at higher-energies. The thresholds were low enoughdetect most if not
all 22 keV charge-shared events frof?°Cd, and no excessive double-triggering was

observed. The simulated and measured intrinsic detectionceency matched very
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well, showing that any losses from attenuation in the stripgnactive oxide layers, or
charge collection ine ciency are minimal.

The dead time was found to vary with the hold delay time. The ogmal hold
delay was found to be around 1.9s, which makes the dead time about 10s. At
typical count rates of 2 kHz the losses to dead time are less thd % of the true
count rate.

The 127 pinhole apertures were determined to not be made toesp cation regard-
ing the tilting angles. This meant that outside FOV activity has a larger contribution
to the overall counts. The 2.5 mm spacing between pinholes svdetermined to permit
signi cant amounts of projection overlap, or multiplexing on the front detector for a
magni cation of 1/3 and a 17-mm spherical object (similar insize to a mouse brain,
which is the minimally useful FOV). It would probably be best b mask o every
other pinhole so the inter-pinhole spacing is 5 mm, or desigmtirely new apertures.

A graphical user interface was developed to control the deter system, mechan-
ical stages, and list-mode data processing. A real-time noidence sorter is part of
the interface that permits monitoring of detector performace and object position-
ing within the FOV. These programs should nd good use throughhe life of the
detectors.

As the system resolution increases, the challenges assadatvith generating an
accurate system matrix also grow. To avoid some of the pracél challenges of mea-
suring and storing a system matrix, an on-the-y, geometrigl system matrix was
developed by Dr. Shokouhi. For this method to work, a numberf@eometrical cali-

bration parameters must be accurately known. We have expkxdl the ways to extract
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these parameters and made progress in implementing a robwstlibration scheme.
The future use of these detectors in SiliISPECT and in other stems may end up re-
quiring a sparsely measured system matrix for accurate rexiructions. We searched
for ways to make or buy adequately small{ 0.5 mm) and hot point sources, but

currently for 2%, no such sources yet exist.

7.1 Future directions

Thicker aperture plates with cylindrical, or small-openig angle holes would do
a better job of shielding for out of FOV activity, which may bea problem with the
current apertures. The animal data we have taken with SiliSPCT was for a highly
localized source, but in many studies the majority of the awtity is in an organ like
the bladder that would be outside the FOV. Another parameter toexplore is the
angle between the camera heads. Decreasing the angle betw#e boxes reduces
the source-aperture distance, which would increase sensty and spatial resolution,
but also increase the multiplexing on the front detector ifhe FOV was unchanged.
The multiplexing could be addressed by using greater intgrinhole distance for the
apertures.

Heather Durko at the University of Arizona is building a high-reolution, adapt-
able slit-slat collimator for the DSSDs. She is also explog the use of a coded
aperture imaging con guration. Her basic question is how to ést make use of the
space-bandwidth product of the detectors. The parameter ape she is exploring
is quite large. With the coded apertures the count-rate on # detectors would be

higher, so dealing with the artifacts would be important. Itwould be interesting to
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see if the stacked detector con guration o ers any bene t toa coded aperture imager
since the levels of multiplexing would be very high on both dectors. By simply

swapping apertures, SiliISPECT could be made into a high-r@stion stem-cell im-

ager (coded apertures only work well for concentrated soaswith low background),

for instance. Most cells are radiolabeled with*!In or ™ Tc, which would require a
thicker aperture, possibly limiting the spatial resolutia.

The uniformity could possibly be further improved by adapting the iterative trim
algorithm to adjust based on the gain as well as the oset. Cuently only the
threshold oor value (o set) is used. Another method that might be better is based on
repeatedly measuring the ood singles histograms with a tgsten plate on the stages
acting like a shutter. The ood data would be taken, the singds data histogrammed,
and the trims would be adjusted based on the histograms. Thehe shutter would
block the source and the global threshold would be set to justbove where noise
triggers become signi cant. Egregiously noisy channels wld be disabled as before.
Then new ood data would be acquired, and the proces would rept. The advantage
with this method is that 1) it may actually be faster, and 2) it would account for

both gain and o set variations for a given energy.

7.1.1 Extension to high-energy gamma-ray emitters

Early on we investigated the concept of stacking detector®if simultaneously
imaging the low- and high-energy components of isotopes Buas 23 using a DSSD
with a modular gamma-camera (modcam) stacked behind it [47Pne con guration of

this concept is illustrated in Fig. 7.1. With this approach he low-energy photons are

166



absorbed by the front detector, but the higher-energy photss mostly pass through
to interact in the denser, higher-Z back detector. As a impesufor future work, a
summary of this earlier work is given. Fig. 7.1 shows a con gation for this concept.
With the large pinholes, the resolution on the two detectorends up being quite
similar. Some basic simulations evaluating one detectoiiisipact upon the other in
terms of scatter and attenuation were performed. We used GAT[128] to simulate
the system matrix for each detector and to generate project images. For example,
Fig. 7.2 shows simulated projection images from&3l point source, where 15.2 % of
the incident photons are detected in the front detector and®22 % are detected in
the back detector. Only a few percent of the incident photonscatter in one detector
and then deposit energy in the other detector. The data on theght side of Fig. 7.1
shows some of the results, such as the intrinsic e ciency fati erent energies and
the e ciency for incident 23| photons (bottom right).

We generated 2561-element point spread functions (PSFsheesting of a 17x17x13
cubic grid within a cylinder with 0.45 mm isotropic voxels fo each detector. Com-
puting one PSF element with roughly 5 10* counts took 10 min on a dual processor
x86 2.0 GHz Xeon machine. Batch jobs of GATE [128], a Geant4 imface code for
emission tomography, were run on Vanderbilts computing cdter (ACCRE) to get a
linear speedup. Projections from 3.6 mm long, 1.8 mm diameted objects placed
3.3 mm apart (e.g., Fig 7.4) were simulated for 30 angles. Baprojection contained
on average 3 10* counts. The Ordered-Subsets Expectation Maximization (GEM)
iterative algorithm was used to reconstruct images using ¢hsimulated PSF. An iter-

ative reconstruction algorithm is essential for the synthe collimator method, so the
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Figure 7.1: Schematic drawing of the dual-energy, singlestope stacked detector
system (left). Simulated data pertinent to the system is shen on the right. The

bottom right shows the total incident radiation detected ineach detector and the
percentage of events that undergo cross-detector scattegfore depositing in the other

detector's energy window.

non-multiplexed data is used in conjunction with the multigexed, higher-resolution
data. Reconstructed images with the Modcam alone, DSSD algnand the stacked
con guration were generated from the simulated projectiomd The DSSD reconstruc-
tion was used as the starting point for reconstructing the nitiplexed Modcam data.

A measure of the delity of the reconstructed object is foundia the normalized mean

square error (NMSE):

1X (O Ej)?
NMSE = — - 7.1
N | OE (7:1)

where N is the number of voxels, O is the actual voxel value, @it is the estimated

voxel value. O and E are the mean values.

Using the non-multiplexed DSSD data as an input to the modcam $EM recon-
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Figure 7.2: Simulated PSFs on the DSSD from photons that paggough the aperture
without scatter (top left) and those that scatter in the Modcaam and then interact in
the DSSD (bottom left), and vice-versa for the right gures. Percentages are given
as the total number of particles used in the simulation (npsWwhich were all incident
upon the detector through the pinhole. Modcam window: 15 % &at59 keV, DSSD
window: 22 % at 27 keV. Less total cross-detector scatteringaurs when DSSD is
farther from Modcam.

Figure 7.3: Pro les through a modcam PSF point projection wih (blue) and without
(red) the DSSD. The DSSD attenuates roughly 9 % of the countsormally in the
modcam, but doesn't change the width or the tails of the PSF.
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Figure 7.4: Projection images of a uniform cylinder of actity on the DSSD (left) and
modcam (right). High levels of multiplexing are evident in te modcam projection,
but the DSSD projections are distinct.

Figure 7.5: Three 1.8mm diameter, 3.6 mm long line objectsgaed 3.3mm apart in
GATE (left, inset shows rendering of reconstructed object)and NMSE vs. OSEM
iteration (right).
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struction reduced the NMSE for the rst nine iterations (Fig.7.5). The DSSD NMSE
is likely much lower than the that of the modcam because the giner multiplexing in

the modcam projections skews accurate determination of treetivity in the voxels.

Concatenating the projections from each detector in a larg@SEM reconstruction
might reduce the NMSE of the modcam at all iteration values. Wéearned that the
initial guess for MLEM-based algorithms does not matter iflte iterations are allowed
to reach convergence, although it speeds up the convergence

We implemented a batch cluster tool with GATE to simulate corplex imaging
systems. Combined with Gaussian interpolation code, thetmols will allow us to sim-
ulate larger, realistic systems in reasonable computingnte. Stacked detectors with
multi-pinhole apertures present a novel way to boost sensiity and limit reconstruc-
tions artifacts from multiplexing. Besides increasing seitivity through multiplexing
of the high-energy data, this approach also increases sérgy by inclusion of the
low-energy data. We anticipate that the DSSD data will be ma bene cial for higher
amounts of multiplexing on the modcam.

The area and spatial resolution of the modcam limited its usen the stacked
detector geometry. A higher-resolution detector would havbetter performance and
permit more imaging options. The detector could be placed dbwer magni cation
so there would be less multiplexing. A high-purity germanim DSSD will take the
place of the modcam in a future system. The plan is to use a siadsi DSSD with a
Ge DSSD stacked behind it with both detectors a xed to the gatry of the microCT
machine. This will be a good demonstration of a fully semicduactor detector system.

The unbonded silicon detectors could be connected to a nevadeut system with
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faster triggering circuitry or custom boards. If the timingand energy resolution were
good enough with the Si DSSD, the stacked Si & Ge detectors ¢walso work in
Compton mode. In an even grander vision, custom-size boand#h exible readout
cables could be designed with magnetic-free components ttow operation in an
MRI bore. The overall size, resolution, and detection physs make DSSDs a great,

untapped candidate for the basis of a SPECT/MRI imager.
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APPENDIX A
APPENDIX A: SYSTEM OPERATING INSTRUCTIONS

A.1 Overview of system startup and power down

When the power supply is switched on or o, the HV knobs should é turned
completely counter-clockwise, or set at zero volts. The mmpli ers in the ASICs
must be turned on before applying the HV. Otherwise, the gate ae of the input
transistors may be damaged. The HV should also be turned down isis less than 1 V
before shutting o the power supply. The HV bias can be measudewith a voltmeter
at the terminals at the front of the digital isolator boxes. f nothing happens when
the power toggle is switched, try pressing the relay button.

In the case of loss of power, we wired in a relay switch into thgower supply
circuit so the power would stay o after such an event. Turnig the system o
without lowering the high voltage is not the safest proceder, but applying the high
voltage when the chips are not initialized with proper DAC stings can be disastrous,

according to the Ideas documentation.
Startup sequence

Make sure the high voltage is 0. (dials turned fully ccw).
Turn on the cooling fans and make sure there are no light lea

Switch on the power supply.

1.

2

3

4. Download the DAC values for both sides.
5. Download ASIC masks for both sides.

6

Turn high voltage on (turn one dial so the voltage reachesQ V, then turn
the other dial until the voltage reaches 300 V). Dials fully taned will give a
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potential of -200 V to 200 V (400 V across the detector).
7. Download the FPGA (ADC board) masks for both sides.

Power down sequence
1. Turn high voltage o (dials turned fully CCW).

2. Switch o the power supply after the voltage hovers aroun®.4-0.5 V. It takes
several minutes to ramp down from 300 V.

3. Turn o cooling fan.

A.2 Labview graphical user interface
The main window for the SIliISPECT control interface is showmn Fig. A.1. From
here the user can download ASIC, FGPA, and DAC masks, as well amk at real
time burst-mode or coincidence data. The pedestals can beoeded, and data can
be acquired in a single- or multi- le mode. Data can also be quired with simple
linear or rotation stage step/shoot movements.
The DAC interface is displayed in Fig. A.2 and the real-time dacidence sorter in

Fig. A.3.

A.3 Steps for restoring trigger uniformity and detector funton
1. Download the last ASIC mask and DAC values that produced gdotrigger

uniformity.

2. Disable all but one detector side with the front panel butins and click \update

FGPA mask."

3. Place a source roughly 30 cm from the detector with the apgare removed.
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Figure A.1: The main window of the detector system user inteate.

Figure A.2: Screenshot of the DAC interface. DACs for all foudetectors can be
adjusted, saved, and loaded from this window.
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Figure A.3: Simultaneously-acquired projection images ofb 2% seeds on all four
detectors using 7 pinholes on each camera. Real-time cod®ice sorting permits
object centering in the 2 cm diameter quasi-spherical FOV.
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Look at the burst-mode data. If the detector is triggeringon noise at high rates,
rst turn o the plotting, as this bogs down the whole program at high counting
rates. Then try increasing the Vth DAC (Decrease on the N-side)ntil the hot

strips (usually it is just a few) stop triggering. The backgound counting rate
from all the other channels should be low and uniform (no moitkan 25 Hz for

all the channels).

If adjusting Vth has no e ect, make sure the noisy channel(sare disabled in
the ASIC mask. In certain cases the channels may also need tovddhe input

drain enabled.

If the noisy channels are disabled but the uniformity is 8t poor (e.g., one chip
triggering more than the others), try increasing Sbif and lewering Vfp. Altering
Shif changes the gain on the fast amp, so the threshold willithand Vth must

be adjusted accordingly.

Look at the real time pedestal readout. Do certain chanrehave much wider
pedestal widths (as measured by the sdevs)? If so, these anals may need
to be disabled, also. The pedestal values are very sensitteethe DAC values,

though, so try varying the DACs while the pedestals are beingead out.

Check that the temperature in the boxes is around 93Fand that the lab tem-

perature is normal.
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A.4 Some things learned by accident
Forward-biasing the detectors (hooking up positive voltagon P side) does not

destroy anything.

Starting the system with the CROB cables unconnected to theigital isolators

does not destroy anything.

Hot-swapping the CROB cables did not destroy anything, but rguired restart-

ing the digital isolators and CROB.

Making wrong connections with the cables in the CROB will gie very confusing
results. We had the P cables switched for two detectors, andewvere able to

get decent slit shadow images, but ood acquisitions did natort right at all.

Plugging the detector/chip power supply cable by one pin 0 des cause damage.
Several ltering capacitors and possibly other componentsere destroyed on the
N side of detector 14 when this happened due to poor visibilibf the connector.

We modi ed the board holders after this so we could see the aoections better.

Measuring the HV bias with a voltmeter a ects the operating vitages of the
ASICs: removing or replacing the probe leads on the digitalakators will change

the triggering rates on the detectors.

178



REFERENCES

[1] G. Hevesy. The absorption and translocation of lead by pies. Biochem. J,
17(4-5):439{445, 1923.

[2] O. Chiewitz and G. Hevesy. Radioactive indicators in thetwdy of phosphorus
metabolism in rats. Nature, 136:754{755, 1935.

[3] Proceedings of the 26th Annual Meetingd Nucl Med, 20(6):590{698, 1979.

[4] B. Cassen, L. Curtis, C. Reed, and R. Libby. Instrumentabn for 131i use in
medical studies.Nucleonics 9(2):46, 1951.

[5] H. O. Anger. Use of a gamma-ray camera for in vivo studies (185 Article in
nature. Nature, 170:200{201, 1952.

[6] R. J. Jaszczak. The early years of single photon emissmymputed tomography
(SPECT): an anthology of selected reminiscencesPhysics in Medicine and
Biology, 51(13):99, 2006.

[7] E. Williams Lawrence. Anniversary paper: Nuclear medicen Fifty years and
still counting. Medical Physics 35(7):3020{3029, 2008.

[8] S. Carlson. A glance at the history of nuclear medicineActa Oncologica
34(8):1095{1102, 1995.

[9] R. J. Jaszczak, R. E. Coleman, and C. B. Lim. SPECT - singfghoton-emission
computed-tomography. IEEE Transactions on Nuclear Science 27(3):1137{
1153, 1980.

[10] H. H. Barrett. Detectors for small-animal SPECT. InWorkshop for Small-
Animal SPECT, University of Arizona, Tucson, 2006. Springer Verlag.

[11] T. F. Budinger and G. T. Gullberg. Three-dimensional i®onstruction in nuclear
medicine emission imaginglEEE Transactions on Nuclear Sciencg21(3):2{20,
1974.

[12] L. A. Shepp and Y. Vardi. Maximum likelihood reconstructin for emission
tomography. IEEE Transactions on Medical Imaging MI-1(2):113{122, 1982.

[13] H. M. Hudson and R. S. Larkin. Accelerated image reconstiian using ordered
subsets of projection datalEEE Transactions on Medical Imaging 13(4):601{
609, 1994.

[14] B. H. Hasegawa, K. Iwata, K. H. Wong, M. C. Wu, A. J. Da Silva, H. RTang,
W. C. Barber, A. H. Hwang, and A. E. Sakdinawat. Dual-modality ima@ing of
function and physiology. Academic radiology 9(11):1305{1321, 2002.

179



[15] S. R. Meikle, P. Kench, M. Kassiou, and R. B. Banati. Smiedanimal SPECT and
its place in the matrix of molecular imaging technologiesPhysics in Medicine
and Biology, 50(22):R45{61, 2005.

[16] P. D. Acton and H. F. Kung. Small animal imaging with high reolution sin-
gle photon emission tomographyNuclear Medicine and Biology 30(8):889{95,
2003.

[17] B. L. Franc, P. D. Acton, C. Mari, and B. H. Hasegawa. Smallramal SPECT
and SPECT/CT: Important tools for preclinical investigation. Journal of Nu-
clear Medicing 49(10):1651, 2008.

[18] Sushil Sharma and Manuchair Ebadi. SPECT neuroimaging translational
research of cns disorderdNeurochemistry International 52(3):352{362, 2008.

[19] S. Shokouhi, D.W. Wilson, W. Pham, and T.E. Peterson. Syem evaluation
for in vivo imaging of amyloid beta plaques in a mouse brain ung statistical
decision theory. InNuclear Science Symposium Conference Recprblume 6,
2007.

[20] Dinggang Shen, Dengfeng Liu, Zixiong Cao, Paul Acton, dnRong Zhou.
Coregistration of magnetic resonance and single photon esion computed
tomography images for noninvasive localization of stem telgrafted in the
infarcted rat myocardium. Molecular Imaging and Biology 9(1):24{31, 2007.

[21] G. Muehllehner. E ect of resolution improvement on regjred count density
in ect imaging - a computer-simulation. Physics in Medicine and Biology
30(2):163{173, 1985.

[22] Douglas J. Rowland and Simon R. Cherry. Small-animal gclinical nuclear
medicine instrumentation and methodology. Seminars in Nuclear Medicine
38(3):209{222, 2008.

[23] F. J. Beekman and F. van der Have. The pinhole: gateway tdtma-high-
resolution three-dimensional radionuclide imagindzuropean Journal of Nuclear
Medicine and Molecular Imaging 2006.

[24] S. R. Cherry. In vivo molecular and genomic imaging: newshallenges for
imaging physics.Physics in Medicine and Biology49(3):R13{R48, 2004.

[25] H. R. Herschman. Molecular imaging: Looking at problemsgeing solutions.
Science 302(5645):605{608, 2003.

[26] A. F. Chatziioannou. Instrumentation for molecular imging in preclinical re-
search: Micro-PET and micro-SPECT.Proceedings of the American Thoracic
Society, 2(6):533{6, 510{11, 2005.

[27] M. Rudin and R. Weissleder. Molecular imaging in drug scovery and devel-
opment. Nature Reviews Drug Discovery2(2):123{131, 2003.

180



[28] M. A. Kupinski and H. H. Barrett. Small-Animal SPECT Imaging Springer
Science+Business Media, Inc., 2005.

[29] S. P. Hume, R. N. Gunn, and T. Jones. Pharmacological corants associ-
ated with positron emission tomographic scanning of smallboratory animals.
European Journal of Nuclear Medicing25(2):173{176, 1998.

[30] M. V. Green, J. Seidel, J. J. Vaquero, E. Lagoda, |. Lee, dnW. C. Eckel-
man. High resolution PET, SPECT and projection imaging in smiaanimals.
Computerized Medical Imaging and Graphi¢25(2):79{86, 2001.

[31] Simon R. Cherry. The 2006 henry n. wagner lecture: Of neiand men (and
positrons){advances in PET imaging technologyJournal of Nuclear Medicing
47(11):1735{1745, 2006.

[32] H. N. Wagner Jr. Highlights 2002 lecture: Reinventing clinal nuclear medicine.
Journal of Nuclear Medicine 43(8), 2002.

[33] Paul D. Acton. Animal imaging equipment. Recent advancesJournal of
Nuclear Medicing 47(12):52N{55, 2006.

[34] Steven R. Meikle, Freek J. Beekman, and Stephen E. Ros€éomplementary
molecular imaging technologies: High resolution SPECT, PE&nd mri. Drug
Discovery Today: Technologies3(2):187{194, 2006.

[35] T.E. Peterson, S. Shokouhi, L.R. Furenlid, and D.W. Wdon. Multi-pinhole
SPECT imaging with silicon strip detectors. Nuclear Science, IEEE Transac-
tions on, 56(3):646{652, June 2009.

[36] M. M. Rogulski, H. B. Barber, H. H. Barrett, R. L. Shoemaker,and J. M.
Woolfenden. Ultra-high-resolution brain SPECT imaging - shulation results.
IEEE Transactions on Nuclear Science40(4):1123{1129, 1993.

[37] F. J. Beekman, F. van der Have, B. Vastenhouw, A. J. A. van déiinden, P. P.
van Rijk, J. P. H. Burbach, and M. P. Smidt. U-SPECT-I: A novel system
for submillimeter-resolution tomography with radiolabetd molecules in mice.
Journal of Nuclear Medicing 46(7):1194{1200, 2005.

[38] F. van der Have, B. Vastenhouw, R.M. Ramakers, W. Brandeorst, J.O. Krah,
C. Ji, S.G. Staelens, and F.J. Beekman. U-SPECT-II: An ultradgh-resolution
device for molecular small-animal imaging. Journal of Nuclear Medicine
50(4):599, 2009.

[39] N. U. Schramm, G. Ebel, U. Engeland, T. Schurrat, M. Behe, anT. M. Behr.
High-resolution SPECT using multipinhole collimation.IEEE Transactions on
Nuclear Science 50(3):315{320, 2003.

181



[40] Jacob Y. Hesterman, Matthew A. Kupinski, Lars R. Furenlid,Donald W.
Wilson, and Harrison H. Barrett. The multi-module, multi-resolution system
(M3R): A novel small-animal SPECT system.Medical Physics 34(3):987{993,
2007.

[41] K. Vunckx, P. Suetens, and J. Nuyts. E ect of overlappingprojections on
reconstruction image quality in multipinhole SPECT. IEEE Transactions on
Medical Imaging 27(7):972{983, 2008.

[42] J. Nuyts, K. Vunckx, M. Defrise, and C. Vanhove. Small amal imaging with
multi-pinhole SPECT. Methods 48(2):83{91, 2009.

[43] D. W. Wilson, H. H. Barrett, and E. W. Clarkson. Reconstrution of two- and
three-dimensional images from synthetic-collimator datalEEE Transactions
on Medical Imaging 19(5):412{422, 2000.

[44] Jacob Y. Hesterman, Matthew A. Kupinski, Eric Clarkson, ath Harrison H.
Barrett. Hardware assessment using the multi-module, multiesolution system
(M3R): A signal-detection study. Medical Physics 34(7):3034{3044, 2007.

[45] C. Lackas, N. U. Schramm, J. W. Hoppin, U. Engeland, A. Wirrwarand
H. Halling. T-SPECT: A novel imaging technique for small animaresearch.
IEEE Transactions on Nuclear Science52(1):181{187, 2005.

[46] T. E. Peterson, S. Shokouhi, L. R. Furenlid, and D. W. Wdon. Multi-pinhole
SPECT imaging with silicon strip detectors. Nuclear Science, IEEE Transac-
tions on, 56(3):646{652, 2009.

[47] B. S. McDonald, S. Shokouhi, H. H. Barrett, and T. E. Petemn. Multi-energy,
single-isotope pinhole imaging using stacked detectors.|[EEE Nuclear Science
Symposium and Medical Imaging Conferenc&an Diego, CA, 2006.

[48] T. E. Peterson, D. W. Wilson, and H. H. Barrett. Application of silicon strip
detectors to small-animal imaging.Nuclear Instruments & Methods in Physics
Research Section A505(1-2):608{611, 2003.

[49] T. E. Peterson, D. W. Wilson, and H. H. Barrett. A prototypelow-energy, multi-
pinhole SPECT system for small-animal imaging. IHEEE Nuclear Science
Symposium and Medical Imaging Conference@olume 5, pages 2999{3002 Vol.
5, 2004.

[50] W. S. Choong, W. W. Moses, C. S. Tindall, and P. N. Luke. Dem for a
high-resolution small-animal SPECT system using pixellad si(li) detectors for
in vivo i-125 imaging. IEEE Transactions on Nuclear Science52(1):174{180,
2005.

[51] H. Kim, L. R. Furenlid, M. J. Crawford, D. W. Wilson, H. B. Barber, T. E. Pe-
terson, W. C. J. Hunter, Z. L. Liu, J. M. Woolfenden, and H. H. Barett. SemiS-
PECT: A small-animal single-photon emission computed tongpaphy (SPECT)

182



imager based on eight cadmium zinc telluride (czt) detectoarrays. Medical
Physics 33(2):465{474, 2006.

[52] L. R. Furenlid, D. W. Wilson, Y. C. Chen, H. Kim, P. J. Pietraski, M. J. Craw-
ford, and H. H. Barrett. FastSPECT II: A second-generation hig-resolution
dynamic SPECT imager. IEEE Transactions on Nuclear Sciencge51(3):631{
635, 2004.

[53] E. L. Bradley, J. Cella, S. Majewski, V. Popov, J. G. QianM. S. Saha, M. F.
Smith, and A. G. Weisenberger. A compact gamma camera for baglical imag-
ing. IEEE Transactions on Nuclear Science53(1):59{65, 2006.

[54] L. J. Meng. An intensi ed EMCCD camera for low energy gammray imaging
applications. IEEE Transactions on Nuclear Science53(4):2376{2384, 2006.

[55] Brian W. Miller, Harrison H. Barrett, Lars R. Furenlid, H. Bradford Barber,
and Robert J. Hunter. Recent advances in BazookaSPECT: Rei#he data pro-
cessing and the development of a gamma-ray microscop&iclear Instruments
& Methods in Physics Research Section,/A591(1):272{275, 2008.

[56] T. C. Soesbe, M. A. Lewis, E. Richer, N. V. Slavine, and P. P. Ainh. Develop-
ment and evaluation of an EMCCD based gamma camera for pregtal SPECT
imaging. IEEE Transactions on Nuclear Science54(5 Part 1):1516{1524, 2007.

[57] G. A. de Vree, A. H. Westra, |. Moody, F. van der Have, K. M. Ligtoet,
and F. J. Beekman. Photon-counting gamma camera based on aeatron-
multiplying CCD. IEEE Transactions on Nuclear Science52(3):580{588, 2005.

[58] F. J. Beekman, D. P. McElroy, F. Berger, S. S. Gambhir, El. Ho man, and
S. R. Cherry. Towards in vivo nuclear microscopy: iodine-52imaging in mice
using micro-pinholes. European Journal of Nuclear Medicine and Molecular
Imaging, 29(7):933{938, 2002.

[59] Frans van der Have, Brendan Vastenhouw, and Frederik Besan. U-SPECT-
II: A versatile sub-half-mm resolution small animal SPECT gstem. Society of
Nuclear Medicine Meeting 48(2):47P{b{, 2007.

[60] Tobias Funk, Philippe Despres, William C. Barber, KanigS. Shah, and Bruce H.
Hasegawa. A multipinhole small animal SPECT system with subittimeter
spatial resolution. Medical Physics 33(5):1259{1268, 2006.

[61] G. A. Kastis, L. R. Furenlid, D. W. Wilson, T. E. Peterson, H. B. Barber,
and H. H. Barrett. Compact CT/SPECT small-animal imaging sysem. IEEE
Transactions on Nuclear Science51(1):63{67, 2004.

[62] L. R. MacDonald, B. E. Patt, J. S. Iwanczyk, B. M. W. Tsui,Y. C. Wang,
E. C. Frey, D. E. Wessell, P. D. Acton, and H. F. Kung. Pinhole SPET
of mice using the lumagem gamma cameralEEE Transactions on Nuclear
Science 48(3):830{836, 2001.

183



[63] T. Zeniya, H. Watabe, T. Aoi, K. M. Kim, N. Teramoto, T. Takeno, Y. Ohta,
T. Hayashi, H. Mashino, and T. Ota. Use of a compact pixellated gama
camera for small animal pinhole SPECT imagingAnnals of Nuclear Medicing
2006:409{16, 2006.

[64] Jacob Y. Hesterman. The multi-module, multi-resolutiorspect system: a tool
for variable-pinhole small-animal imaging, 2006.

[65] GK Kastis, HB Barber, HH Barrett, HC Gi ord, IW Pang, DD Patt on, JD Sain,
G. Stevenson, and DW Wilson. High resolution SPECT imager fothree-
dimensional imaging of small animalsJ. Nucl. Med (supplement) 39(9), 1998.

[66] SR Meikle, P. Kench, R. Wojcik, MF Smith, AG Weisenberge S. Majew-
ski, M. Lerch, and AB Rosenfeld. Performance evaluation of autipinhole
small animal SPECT system. INIEEE Nuclear Science Symposium Conference
Record volume 3, 2003.

[67] SC Moore, RE Zimmerman, A. Mahmood, R. Mellen, and CB LimA triple-
detector, multiple-pinhole system for SPECT imaging of roehts. J. Nucl. Med,
45:97, 2004.

[68] RE Zimmerman, SC Moore, and A. Mahmood. Performance of @tie-detector,
multiple-pinhole SPECT system with iodine and indium isotpes. In Nuclear
Science Symposium Conference Reconblume 4, 2004.

[69] A. G. Weisenberger, S. S. Gleason, J. Goddard, B. Kross, ajewski, S. R.
Meikle, M. J. Paulus, M. Pomper, V. Popov, M. F. Smith, B. L. Weth, and
R. Wojcik. A restraint-free small animal SPECT imaging systm with motion
tracking. IEEE Transactions on Nuclear Sciencg52(3):638{644, 2005.

[70] A. L. Goertzen, D. W. Jones, J. Seidel, K. Li, and M. V. Green First re-
sults from the high-resolution mouseSPECT annular scintdtion camera.lEEE
Transactions on Medical Imaging 24(7):863{867, 2005.

[71] N. Schramm, J. Hoppin, C. Lackas, F. Forrer, R. Valkema, @M. de Jong.
The NanoSPECT: A high-sensitivity multi-pinhole SPECT sysem with submil-
limeter (nanoliter) spatial resolution for imaging small odents, 2006. details at
www.bioscan.com.

[72] R. Accorsi, M. Autiero, L. Celentano, M. Chmeissani, R. Czzolino, A.S. Cu-
rion, P. Frallicciardi, P. Laccetti, RC Lanza, A. Lauria, et d. MediSPECT:
Single photon emission computed tomography system for sinadld of view
small animal imaging based on a CdTe hybrid pixel detectoNuclear Inst. and
Methods in Physics Research, A671(1-2):44{47, 2007.

[73] A. Del Guerra and N. Belcari. State-of-the-art of PET, SPET and CT for small
animal imaging. Nuclear Inst. and Methods in Physics Research,,A83(1):119{
124, 2007. www.gm-ideas.com.

184



[74] R. Accorsi. 20-m resolution imaging of soft x-ray emitts. IEEE Transactions
on Nuclear Scienceg55(3):889, 2008.

[75] Y. Zingerman, H. Golan, A. Gersten, and A. Moalem. A compactTTSPECT
system for small-object imaging.Nuclear Instruments & Methods in Physics
Research Section A584(1):135{148, 2008.

[76] Jianguo Qian, Eric L. Bradley, Stan Majewski, Vladimir Bpov, Margaret S.
Saha, Mark F. Smith, Andrew G. Weisenberger, and Robert E. W&h. A
small-animal imaging system capable of multipinhole cir¢ar/helical spect and
parallel-hole spect. Nuclear Instruments and Methods in Physics Research
Section A: Accelerators, Spectrometers, Detectors and Assated Equipment
594(1):102 { 110, 2008.

[77] B. W. Miller, H. B. Barber, H. H. Barrett, D. W. Wilson, and L. Chen. A low-
cost approach to high-resolution single-photon imaging ung columnar scintil-
lators and image intensi ers, 2006.

[78] S. Shokouhi, SD Metzler, DW Wilson, and TE Peterson. Mtpinhole collima-
tor design for small-object imaging with SiliSPECT: a highresolution SPECT.
Physics in Medicine and Biology54(2):207{225, 20009.

[79] S. Shokouhi, M.A. Fritz, B.S. McDonald, H.L. Durko, L.R. Rrenlid, D.W.
Wilson, and T.E. Peterson. A silicon SPECT system for molet¢ar imaging of
the mouse brain. InNuclear Science Symposium Conference Recpxlume 4,
2007.

[80] S. Shokouhi, MA Fritz, BS McDonald, DW Wilson, SD Metzlg and TE Pe-
terson. Design of a Multi-Pinhole Collimator in a Dual-Head#, Stationary,
Small-Animal SPECT. In Nuclear Science Symposium Conference Recpxabl-
ume 4, 2006.

[81] L.J. Meng, G. Fu, E.J. Roy, B. Suppe, and C.T. Chen. An ul&high resolution
SPECT system for i-125 mouse brain imaging studieBluclear Instruments and
Methods in Physics Research Section A: Accelerators, Spextreters, Detectors
and Associated Equipment600(2):498 { 505, 2009.

[82] L. J. Meng, D. Li, S. Cho, C. Pelizzari, J. Souris, X. Pan,ral C. T. Chen.
Preliminary imaging performance of an ultra-high resolutin pinhole SPECT
systems using an intensi ed EMCCD camera. IHEEE Nuclear Science Sym-
posium and Medical Imaging Conferenge&san Diego, CA, 2006.

[83] L. J. Meng and G. Fu. Investigation of the intrinsic spatl resolution of an in-
tensi ed EMCCD scintillation camera. |IEEE Transactions on Nuclear Science
55(5 Part 1):2508{2517, 2008.

[84] T.T. Shinichiro Takeda, S. Watanabe, H. Tajima, T. Tanak, K. Nakazawa,
Y. Fukazawa, J. Sagamihara, CA Stanford, and J. Higashi-Hirogha.

185



Double-sided silicon strip detector for x-ray imaging, Mah 2010.
http://spie.org/x20060.xml?ArticleID=x20060

[85] GJ Royle, A. Papanestis, RD Speller, G. Hall, G. lles, M. Baxond, E. Cor-
rin, PF Van der Stelt, N. Manthos, and FA Triantis. Developmen of a 2D
silicon strip detector system for mammographic imaging usj particle physics
technology. Nuclear Inst. and Methods in Physics Research,,493(3):176{188,
2002.

[86] J. H. D. Wong, M. Carolan, M. L. F. Lerch, M. Petasecca, S. Ikanna, V. L.
Perevertaylo, P. Metcalfe, and A. B. Rosenfeld. A silicon g detector dose
magnifying glass for imrt dosimetry.Medical Physics 37(2):427{439, 2010.

[87] N. Cesca, N. Auricchio, G. Di Domenico, G. Zavattini, R. Maguti, R. An-
dritschke, G. Kanbach, and F. Schopper. SIliPET: design ohaultra-high reso-
lution small animal PET scanner based on stacks of semi-carddor detectors.
Nuclear Inst. and Methods in Physics Research,,A72(1):225{227, 2007.

[88] GS Mitchell, S. Sinha, JR Stickel, SL Bowen, LJ Cirignan P. Dokhale, H. Kim,
KS Shah, and SR Cherry. CdTe Strip Detector Characterizatio for High Res-
olution Small Animal PET. IEEE Transactions on Nuclear Science55(3 Part
1):870{876, 2008.

[89] C. Fiorini, A. Gola, A. Longoni, M. Zanchi, A. Restelli, F. Rerotti, P. Lechner,
H. Soltau, and L. Str
"uder. A large-area monolithic array of silicon drift detetors for medical imag-
ing. Nuclear Inst. and Methods in Physics Research,,568(1):96{100, 2006.

[90] HC Boston, J. Gillam, AJ Boston, RJ Cooper, J. Cresswell, ANGrint,
AR Mather, PJ Nolan, DP Scraggs, G. Turk, et al. Orthogonal stp HPGe pla-
nar SmartPET detectors in Compton con guration. Nuclear Inst. and Methods
in Physics Research, A580(2):929{933, 2007.

[91] E. A. WuIf, B. F. Phlips, J. D. Kurfess, K. D. Hobatrt, F. J. Kub, and M. Tadjer.
Wafter-bonded silicon gamma-ray detectors. IhEEE Nuclear Science Sympo-
sium and Medical Imaging ConferengeSan Diego, CA, 2006.

[92] Z. Li, W. Chen, Y.H. Guo, D. Lissauer, D. Lynn, V. Radeka, ané. Pellegrini.
Development, simulation and processing of new 3d si detexgoNuclear Instru-
ments and Methods in Physics Research Section A: AcceleratpSpectrometers,
Detectors and Associated Equipmenb83(1):139 { 148, 2007. Proceedings of the
6th International Conference on Radiation E ects on Semigaluctor Materials,
Detectors and Devices - RESMDD 2006.

[93] SINTEF ICT Microsystems and Nanotechnologywww.sintef.no/Home.

[94] D. M. Pettersen, S. Mikkelsen, J. Talebi, D. Meier, |. Asaand N. Fornebu.
A readout asic for SPECT. IEEE Transactions on Nuclear Science52(3 Part
2):764{771, 2005.

186



[95] S. Shokouhi, HL Durko, MA Fritz, LR Furenlid, and TE Peteison. Thick
Silicon Strip Detectors for Small-Animal SPECT Imaging. InNuclear Science
Symposium Conference Recoyd/olume 6, 2006.

[96] S. Mikkelsen, D. Meier, G. Mjhlum, B. Sundal, J. Talebi, A. Helland, N. Ost-
gaard, Y. Skogseide, and K. Ullaland. Low-power and low-noiseulti-channel
asic for x-ray and gamma-ray spectroscopy. IRroceedings of AMICSA 2008.

[97] E. Barberis, N. Cartiglia, J. Dann, T. Dubbs, K. Noble, K. GShaughnessy,
J. Rahn, H. F. W. Sadrozinski, R. Wichmann, and T. Ohsugi. Analgis of
capacitance measurements on silicon microstripdetectoreEEE Transactions
on Nuclear Science41(4 Part 1):785{790, 1994.

[98] H. Spieler. Semiconductor detector systemsOxford University Press, USA,
New York, 2005.

[99] S. Shokouhi, B. S. McDonald, H. L. Durko, M. A. Fritz, L. R. Rrenlid, and
T. E. Peterson. Thick silicon double-sided strip detectorfor low-energy small-
animal SPECT. IEEE Transactions on Nuclear Sciencg56:557{564, 2009.

[100] LBL Table of the Isotopes: Decay Data Search, February2010.
http://ie.lbl.gov/toi/nucSearch.asp

[101] M.J. Berger, J.H. Hubbell, S.M. Seltzer, J. Chang, J.S.d0rsey, R. Sukumar,
and D.S Zucker. Nist xcom: Photon cross sections databaser@ien 3.1), 2009.
available at: http://physics.nist.gov/PhysRefData/Xcom /Text/XCOM.html.

[102] R. Nath and Z.J. Chen. Silver uorescent x-ray yield andts in uence on the
dose rate constant for nine low-energy brachytherapy so@ranodels. Medical
Physics 34:3785, 2007.

[103] L. Pacciani, O. Uberti, E. Del Monte, A. Argan, M. Feroci, PSo tta, A. Trois,
E. Costa, I. Donnarumma, and Y. Evangelista. Threshold equahtion algo-
rithm for the xaal. 2 asics and its application to superagibe-ray imager.Nuclear
Instruments & Methods in Physics Research Section, 2008.

[104] J.M. Links. Toward a useful measure of ood- eld unifomity: can the beauty
in the eye of the beholder be quanti ed?European Journal of Nuclear Medicine
and Molecular Imaging 19(9):757{758, 1992.

[105] F.P. DiFilippo, S.H. Abreu, and H. Majmundar. Collimatorintegrity. Journal
of Nuclear Cardiology 13(6):889{891, 2006.

[106] National Electrical Manufacturers Association: NEMA NU 12007: Perfor-
mance measurements of gamma camey&9007.

[107] G. F. Knoll. Radiation detection and measurement Wiley, New York, 3rd
edition, 2003.

187



[108] Jussi Pahikkala. Planetmath.org solid angle, 2009. valable at:
http://planetmath.org/encyclopedia/Steradian.html.

[109] TE Booth, FB Brown, JS Bull, LJ Cox, RA Forster, and JT Goorley. MCNP
a general Monte Carlo N-particle transport code, Version 5,003. Report No.
LA-UR-03-1987.

[110] M.H. Freeman and C. Hull. Optics. Butterworth-Heinemann Medical, New
York, 2003.

[111] S. Shokouhi, B.S. McDonald, H.L. Durko, M.A. Fritz, L.R.Furenlid, and T.E.
Peterson. Thick Silicon Double-Sided Strip Detectors for dw-Energy Small-
Animal SPECT. IEEE Transactions on Nuclear Science56:557{564, 2009.

[112] S. Shokouhi, M. A. Fritz, B. S. McDonald, M. D. W. Wilson,S. D. Metzler,
and T. E. Peterson. Design of a multi-pinhole collimator in adual-headed,
stationary, small-animal SPECT. In Nuclear Science Symposium Conference
Record, 2006. IEEE volume 4, pages 2399{2402, 2006.

[113] S. Shokouhi, S. D. Metzler, D. W. Wilson, and T. E. Peteon. Multi-
pinhole collimator design for small-object imaging with $#ispect: a high-
resolutionSPECTt. Physics in Medicine and Biology54(2):207{225, 2009.

[114] J R Mallard and M J Myers. The performance of a gamma canaefor the
visualization of radioactive isotopes in vivo.Physics in Medicine and Biology
8(2):165, 1963.

[115] FP DiFilippo. A sensitivity model for multi-pinhole SPECT. In IEEE Nuclear
Science Symposium Conference Record, 20@®lume 3, 2006.

[116] SD Metzler, KL Greer, and RJ Jaszczak. Determinatiorf snechanical and elec-
tronic shifts for pinhole SPECT using a single point sourcdEEE Transactions
on Medical Imaging 24(3):361{370, 2005.

[117] F. van der Have, B. Vastenhouw, M. Rentmeester, and F. Beekman. System
calibration and statistical image reconstruction for ulta-high resolution station-
ary pinhole SPECT. IEEE Transactions on Medical Imaging 27(7):960{971,
2008.

[118] V.Y. Panin, F. Kehren, C. Michel, and M. Casey. Fully 3-d et reconstruction
with system matrix derived from point source measurementddedical Imaging,
IEEE Transactions on, 25(7):907 {921, july 2006.

[119] D. Lazaro, Z. El Bitar, V. Breton, D. Hill, and I. Buvat. Fully 3D Monte Carlo
reconstruction in SPECT.Physics in Medicine and Biology50:3739{3754, 2005.

[120] D. Beque, J. Nuyts, G. Bormans, P. Suetens, and P. DuponCharacteriza-
tion of pinhole SPECT acquisition geometry. [IEEE Transactions on Medical
Imaging, 22(5):599{612, 2003.

188



[121] Y. Wang and B.M.W. Tsui. Pinhole SPECT with di erent data acquisition
geometries: Usefulness of uni ed projection operators in lnmgeneous coordi-
nates. IEEE Transactions on Medical Imaging 26(3):298, 2007.

[122] F. Noo, R. Clackdoyle, C. Mennessier, T.A. White, and T.JRoney. Analytic
method based on identi cation of ellipse parameters for snaer calibration in
cone-beam tomography.Physics in Medicine and Biology 45(11):3489{3508,
2000.

[123] K. Vunckx, M. Defrise, D. Beque, C. Vanhove, A. Andreyeyand J. Nuyts. Geo-
metrical calibration and aperture con guration design in nulti-pinhole SPECT.
In IEEE Internat. Symp. on Biomed. Imag pages 1403{1406, 2008.

[124] L. von Smekal, M. Kachelriess, E. Stepina, and W.A. Kalder. Geometric mis-
alignment and calibration in cone-beam tomographyMedical Physics 31:3242,
2004.

[125] C. Mennessier, R. Clackdoyle, and F. Noo. Geometric ibahtion in cone-beam
tomography. Physics in Medicine and Biology54:1633{1660, 2009.

[126] F.P. DiFilippo. Geometric characterization of multiaxis multi-pinhole SPECT.
Medical Physics 35:181, 2008.

[127] D. Beque, J. Nuyts, P. Suetens, and G. Bormans. Optimizan of geomet-
rical calibration in pinhole SPECT. IEEE transactions on medical imaging
24(2):180{190, 2005.

[128] S. Jan, G. Santin, D. Strul, S. Staelens, K. Assie, D. Augt, S. Avner, R. Bar-
bier, M. Bardies, P. M. Bloom eld, D. Brasse, V. Breton, P. Briyndonckx,
I. Buvat, A. F. Chatziioannou, Y. Choi, Y. H. Chung, C. Comtat, D. Donnar-
ieix, L. Ferrer, S. J. Glick, C. J. Groiselle, D. Guez, P. F. Hoore, S. Kerhoas-
Cavata, A. S. Kirov, V. Kohli, M. Koole, M. Krieguer, D. J. van de Laan,
F. Lamare, G. Largeron, C. Lartizien, D. Lazaro, M. C. Maas, L Maigne,
F. Mayet, F. Melot, C. Merheb, E. Pennacchio, J. Perez, U. Pietyk, F. R.
Rannou, M. Rey, D. R. Schaart, C. R. Schmidtlein, L. Simon, TY. Song,
J. M. Vieira, D. Visvikis, R. V. de Walle, E. Wieers, and C. Morel. Gate:
a simulation toolkit for PET and SPECT. Physics in Medicine and Biology
49(19):4543{4561, 2004.

189



	DEDICATION
	ACKNOWLEDGMENTS
	TABLE OF CONTENTS
	LIST OF TABLES
	LIST OF FIGURES
	INTRODUCTION
	Key events in gamma-ray imaging history
	The scope of small-animal SPECT
	SPECT among the other modalities
	Objectives and contributions of this work
	Overview of the thesis

	Literature Review
	Pinhole imaging
	Multiplexing in the projection images
	Survey of small-animal SPECT systems
	Detectors for high-resolution SPECT

	Detector system architecture
	Overview of the detector system
	Silicon double-sided strip detectors
	Detector readout
	Back-end electronics
	Data packet format
	Power supply

	Detector performance measurements and methods
	Introduction
	Radioisotopes of interest
	Trigger and flood uniformity
	Methods for reducing threshold dispersion
	Iterative threshold adjustment algorithm
	Current compensation

	Iterative trim adjustment results
	Flood acquisition considerations
	Count-rate related artifact
	Measures of flood uniformity

	Detector stability
	Temperature control
	Sequential-day flood acquisitions

	Detector efficiency
	Coincidence sorting efficiency
	Timing Properties
	Count rate capability
	Dead time measurement

	Energy resolution
	Charge sharing

	Spatial resolution

	Camera head measurements
	Camera head specifications and assembly
	Effects of operating detectors in close proximity
	Multi-pinhole apertures
	Verifying aperture specifications

	Simultaneous stacked detector data acquisition
	Estimating magnification parameters

	Planar resolution
	System sensitivity
	Depth-of-interaction effect estimation
	Spatial multiplexing in the field of view

	SiliSPECT calibration
	System matrix generation
	Geometrical calibration
	Calibration data acquisition and processing
	First animal images
	Current status of calibration and reconstruction

	Conclusion
	Future directions
	Extension to high-energy gamma-ray emitters


	Appendix A: System operating instructions
	Overview of system startup and power down
	Labview graphical user interface
	Steps for restoring trigger uniformity and detector function
	Some things learned by accident


